
FILE NOTATIONS

Ente & in N I D File . -
Checked by Chief

Entered On 5 R Sheet ....
Copy N I D to Field Office /

Location Map Pinned ... ...
Approval Letter

Card Indexed .....
...

Disapproval Letter

JWR for State or Fee Land .

COMPLETION DATA:

Date Well Completed .

Location inspected

OW ZWW.....-..- TA.... .
Bondreleased

GW......-- OS............ PA..-.
State of Fee Lan

' LOGS FILED

Drille/s Log.ÍÅ.LÖiið
Eteefric Logs (No. )

E..........---LËE-L GP GR-N Micr

Lat... ...

Mi-L....... Sonick



Form OGCC-1 (SUBMIT IN DUPLICATE) LAND:

STATE oF UTAH Fee and Patented................O
State O

OIL & GAs CONSERVATION COMMISSION Lease No.

STATE CAPITOL BUILDING Public Domain ..... ....

SALT LAKE CITY 14. UTAH Lease No. 1.6

I Indian .......... ... ....

Sec. 10 Lease No.

SUNDRY NOTICES AND REPORTS ON WELLS
Notice of Intention to Drill....................... ............ ........ L Subsequent Report of Water Shut-off...

....

Notice of Intention to Change Plans............... ............ _ Subsequent Report of Altering Casing .......

Notice of Intention to Redrill or Repair....................... Subsequent Report of Redrilling or Repair
Notice of Intention to Pull or Alter Casing ...... ......... Supplementary Well History. ....

Notice of Intention to Abandon Well...................... .. ......... . . .

(INDICATE ABOVE BY CHECK MARK NATURE OP REPORT, NOTICE. OR OTHER DATA)

June 13 19Northwest Lisbon ISA "A"

Well No. ...........i......... is located . .. ft. from line and ÎË... ft. from line of Sec. 9..
.m-e e . soe ... 10

........ ... ..................3.as .. .... ............

E
...

S al tL a1ie
(¼ Soc. and See. No.) (Twp.) (Range) (Meridian)

(Field) (County or Subdivision) (State er Territory)

The elevation of the derrick floor above sea level is ........................ feet. (will be reported later)

A drilling and plugging bond has been filed with ......U. .__Qoggrnggnt

DETAILS OF WORK
(State names of and expected depths to objective sands; show sizes, weights, and lengths of proposed casings; indicate mudding
jobs, cementing points, and all other important work, surface f ormation, and date anticipate spudding-in.)

Proposed Casing Program:

1000' - 13-3/8" Surface Casing, cemented to surface.
8300' - 7-5/8" Intermediate String.
§ 1/2" Liner if completed in formation below McCracken.

The principle objective is McCracken, but secondary objective is to test
any other shows between McCracken and Basement Rocks.
Estimated total depth 9600*.

I understand that this plan of work must receive approval in writing by the Commission before operations may be commenced.

INSTRUCTIONS: A plat or map must be attached to this form showing the location of all leases, property lines, drilling and
producing wells, within an area of sufficient size so that the Commission may determine whether the location of the well con-
forms to applicable rules, regulations and



FORM 301 8 P100 M 4 1.2-23

THE PURE OIL COMPANY

Date LOCATION REPÒRT A.F.E. No.

Division Rocky Moungain reducing Norkhwest Lisbon Lease • A. Utah Olk 03

7 (17/20 of 880) Northwest Lisbon .S. .-A

Acres Lease No 376 Elevation Well No (Serial No.
Blk.
Dist

Çuadrangle NE SE see O y,p 30S go, 2kE Twp

Survey Salt Lake P.M• County San an State

Operator - Map

Feet of the South igne o Section LEGEND
Feet of the WeSL line of SCChiOIl O Location
Feet of the line of

Gas Well Abandoned Location
Feet of the line of

Oil We11 or Abandoned Gas Well

sa ois, e weil or Abandoned Oil Well

or Dry Hofe or loput Well

N

PUREETA PUREETAL

U 015445
10

A-2

755

U 014903

U. S. A.

Scale LE

Remarks:

Submitted by Approved by
Civil Engineer Division Manager

Approved by
V ce-President- Gene al



June 15, 1960

The Pure Gil Company
1575 Sherman
Denver 3, Colorado

Attentiont Fred H. Kirby, Aset. Chief Div. Prod. Clerk

Gentlement

This is to acknowledge receipt of your notice of intention
to drill Well No. Northwest Lisbon USA "A" 2, which is to be lo-
cated 1895 feet from the south line and 755 feet from the east
line of Section 10, Township 30 3outh, Bange 24 Fa.st, SU:, San
Juan County, Utah.

Please be advised that insofar as this office is concemed
approval to drill said well is hereby granted.

This approval terminates within 90 days if the above
mentioned well has not been apudded in, within said period.

Yery truly yours,

CIL & GAS CONSERVATIONCOINISSION

OLEON B. FBIGHT,
SXECUTIVE SECRUTARY

CBFsawg
oos Jerry W. Long, 1)ist. Brig.

U. 3. Geological Survey
Durango,



Budget Bureau No. O-R358.6.
Approval expires 1>31-®.

UNITEDSTATES UND OmcE Salt..Lake...Cit3-
DEPARTMENT OF THE INTERIOR RE NUMBER

GEOLOGICALSURVEY UNIT. ..

LESSEE'S MONTHLY REPORT OF OPERATIONS

ßtate .......].tah................... County ....¾.4.9..19.9.9............ .. Reid ........Liaban... ..

The following is a correct report of operations and production (including drilling and producing

wells) for the month of .............ÃRDO. .... , 19.60 .........

.igent's address __E. • 80X.266
.. Company .....Îha.hlra_Dil Comguly

Moab,. lItah... ßigned .. .. .

Phone ........... ALpine 3-3531 .igent's title .
Diat• Ghin Clerk.

II i

GAI.I.oNs OF RABBEIS OF
Tyr. RANGE WNEO

Pa
BARRats or Ozr. GRAVITY t D no e ta e)

NE SE 308 2hE Spadded 6-25--60. 3rilled h3' Set 20" D
Sec.10 2 casing at 43'. Drilled h3 to 10709. Set
/Northl est Lists>n U A-A No. 23 13-3/8" DE cas ng it 10699 with 800 ex. ait-

ine on cenent.

NOTE.-There were .....J.ane..............-........- runs or sales of oil; ------ ---Norm----------------------- M ou. ft. of gas sold;

.. .......1258.......____.............. runs or sales of gasolíne during the month. (Write "no" where applicable.)
NoTE.-Report on this form is required for each calendar month, regardless of the status of operations, and must be filed in

duplicate with the supervisor by the 6th of the sueceeding month, unless otherwise directed by the supervisor.
Forzn 9-829
(January 1950)

i6---25766--B 9 5 mm •emnNG



Jtaly 7, 1960

The Pare 011 Company
1700 Broadway
Daaver 2, Colorado

to a Well No. NWLiebee A•2, See. 10.
T. 30 8. R. 24 E. BLM, San Jesa
County, Utah

Gentlemen:

I visited the above drilltag toesttom on July 6, 1960. The
rig over this loostien was ta aeed of a safety rig lias
(Gereaten Itae). The contreeter's toetposher was assitted;
the operations at this leastion were eastetastery otherwise.

Yours very truly,

GIL 6 GAS CDRSERVATIONColeilss10N

MARTETL. COORS
PRROLER IMOINEER

BLCteo

es: Noraa Bros. Orig. Co. - Jyx ¾y,y
Faratagten. New Nexteo

Jerry Long, Dist. En6•
U. 8. Geologiest survey
Box 1809
Durango,



Budget Burean No. G-R3 6.
Approval expires 12-81

UNITED STATES LMID OFFICE ..

DEPARTMENTOF THE INTERIOR LusE NUMBER

GEOLOGICALSURVEY UNrf ..........

LESSEE'S MONTHLY REPORT OF OPERATIONS

ßtate Utah ------------ County .....-Ban..AMS....... .... . Field ........__.............R_f.N.S.
The following is a correct report of operations and production (including drilling and producing

wells) for the month of ..._AILly............ ___.., 19 ..._.

Agent's address -.2• Ox. 90x__266.._... __ _.... Company Pare O Company
... _Moah, Utah________... ____... signed-

Phone _______Algne_)•)$_01_______

_______ Agent's title et Cl

A TWF. RANGE BARBELs or O . Gnavrry
Gm-xm (Ifr

Of drBuns. If h down, cause:
RECOVERED none, so state) date and result of test for saeoHue

content of gas)

NE SE 30s 2hs 2 -0- Drilled 1070 *-7788 *.

Sec.1C OST #1 - 4078*-4160'.
(Northwest Isshon ISA-A lo. 2)

Noon.-There were ........Nû____................__.. runs or sales of oil; _ _ _ _ _ _ .. .-..NO._....._........._.... M ou. ft. of gas sold;

............
...ND_......................_ runs or sales of gasoline during the month. (Write "no" where applicable.)

NOTE.--Report on this form is required for each calendar month, regardless of the status of operations, and must be filed in
duplicate with the supervisor by the 6th of the succeeding month, unless otherwise directed by the supervisor.

1M57¾ U. 5. GOVERNMENT PRINTING



Budget Bureau No. 49-R850.6.

UNITEDSTATES LAND OFFICE --

DEPARTMENTOF THE INTERIOR LEASE NuMBER - ...

GEOLOGICALSURVEY unrr. .......

LESSEE'S MONTHLY REPORT OF OPERATIONS

ßtate ---------- -9.È..--------......County ......--M...
..... Field ..._....

n

The following is a correct report of operations and production (including drilling and producing
wells) for the month of ...... ..............., 19 ..... ..

P. O. Box 265 The Pure 011 ConipanyAgent's address .. .
.._-. ... .. Compan ..

.. Bosh,_
_ _ ........ .... . ßigned

Phone ...........__.......AI'2.1 f... . ... ............ ._... Agent's le .. . ...

Twr. RANGE EO
Pa v ma

BARREIa or OIL Gnavrry t
ran

) (
fr Alf

h down.cause:
RECOVERED ROue, 80 State) date and result of test for gasoline

content of gas)

NE SE 308 24E 2 -0- Drilled 7(889 - 8075* - UST No. 2 -7936* -

Sec. 1C 7968. DSt' No. 3 -77h09 - 79900. DSTNo. & -

(Northwest Lisbon USA-A No. 2) 7969' - 8L77*. DUT No. 5 -8175' - 827&•.
Cored fron 8275* Skl71. Drilled to Sh60*.
DST No. ( -828h' - Shl7*. Set 7-5/8" Casing
at Shhki. Genent ed with 750 eacks of §O-§O
Posmix with h¾ ge and 2¾ calcium chloride, 2ki
of salt s ad 1/h# of flocile plus salt, followed
with 100 sacks Ne at cement with 90 gallona of
Later. Irilled to Shg2*. cored to 85998.
DST No. 1 -8kh6* - 8492'< DST No. 8 -8h999 -

85989. I rilled t> 8723*. Cored to 877¼!.
Drilled to 8787· .

NoTE.-There were.-------------No....................runs or sales of oil; ...............Ë.Ê_........................M ou. ft. of gas sold;
..................gg.___................... runs or sales of gasoline during the month. (Write "no" where applicable.)

NoTE.--Report on this form is required for each calendar month, regardless of the status of operations, and must be filed in
duplicate with the supervisor by the 6th of the succeeding month, unless otherwise directed by the supervisor.

1Mö766-8 u. s, sovannusar PRINTine





PLUGS AND ADAPTERS
Heaving plug-Material

..._ __ _ _ ... ____.... Length --- Depth set

Adapters--Material_-
------...---- ---------------- Size . ----

SHOOTING RECORD

Size SheH used Explosive used Quatidty Date Depth shot . Depth cleaned out

TOOLS USED

Rotary tools were used fro SJgro feet to 9 .. - feet, and from ....... -----. feet to .... ... .. feet

Cable tools were used from feet to ..... - feet, and from -----------..-- Êeetto . .... Ïeet
DÀTES

eptembet194._
_ , Q ut to producing .. ----September-26 , 1950 .

The prodŠction for the first 24 hours was 30 . . barrels of fluid of whicl DO----% was oil .. %
emulsion; ---_

_ _% wat_er ud-..... % sediment. Gravity, °Bé. 4gg..
If gas well, cu. ft. péf24 ho Gallons gasoline pàr 1,000 u. ft. of gas

Rock pres ure, lbs per sq. in.
EMPLOYEES

Driller .... , iller

Driller , riller

FORMAT ON RECORD

FROM - TO- OTAL FRET FORMATION

-0- 81 81 Sand
81' 1070* 989' Sand and shale.

1070 - 1766' - 696 $bäle '

1776' 2300' $3 Sand BrxLahale.
2300' 3ho7' 1107 Limë end shale.
3407' 3507* 100' Lime with ehert streaks.
3507' 3862' 356' Like and shale.
38624 40 it* 190 ' Dolomit e, asydnti Bye
h06P h17h' lla' sanderni anhydrite.
bl?M h311' 337' shale and anhydrite.
h311'

. 4026' 1714 * Balt and Male.
6025'

,
7507· 1882' Salt, shale a¤d anlaydrite.

7507'
. 7701' 194• Shale, Bolomite amir ähért.7701* 7768' ß7' 3hale, delaniis aâd limestone.

7780'. 7870' 82' ¢here anò dolomite.
78700 79h2· 72' Cheit, 'åha1ë and daioraite.7982* 7966' 26' Limestone.
7968 7990· 22' T.imo.
7990' 0126' 136' Lime and dolomite.
8126' 82h5' 119' láme.
8245' Og7k' 29' Lime an ga d.
827h' 8275' l' Lime
8275' 8387' 52' Core Nö. 1 - Se 9½ e side.8327• 83Ó3' 34' Cdre 10. 2 • Š e everse side ,

8363' ohi7 Sh* core No. 3 eversrside.Shl†* Ogg " 199 Sand and Time,
NOPWYJLIOTA B 1







Sheet No. 2

LOG OF OIL OR GAS WELL (Continued)

NORTHWESTLISBON USA

dBLL NO. A-2

CORE NO. 9 - 8838' - 8891' Cut and Recovered §3'.

3' - Limestone, medium gray, fine x1n, dense with dark gray waxy
shale partings.

l' - Shale, gray-green, silty.
10' - Limestone, as above, with partings of dark gray waxy shale.

l' - Siltstone, dark gray, micaceous.
1' - Sandstone, gray-green, very fine, silty, no show, tight.
2' - Dolomite, gray-green, sandy, no porosity, no show.

18' - Sandstone, dark gray-green dolomite, fine, silty, shaley,
micaceous, pyritic, tight, no show, inter-bedded with shale,
dark gray, silty and sandy.

2' - Dolomite, gray, fine to medium, with laninations of shale,
gray-green silty dolomite.

15' - Sandstone, shale and dolomite, inter-bedded, transitional
(dolomite sandstone, sandy, shaley dolomite and sandy dolomite
and shale), dark gray-green, micaceous, tight.
(Entire core without show or odor, bedding planes at 12 to 15
degree angles to bore hole.)

CORE NO. 10 - 93098 - 9310' Cut li and Recovered 6".

6" - Granite.

HALLIBURTONDST NO. 1 hCTSt - bl§01 Tool open I-l/2 hours. Fair blow through-
out test. Recovered $$'of free oil on top, 231' heavy oil and gas cut drilling
mud - §Og oil and 50¾mud and 60* of slightly oil eut mud - 10% oil and 90%mud.
Pressures: 30 minute ICI 9h0#; IF 65¢; FF 95#; 30 minute FCI 570#; IH and FH 1838#.

HALLIBURTONDST NO. 2, 7936* - 7968• aas and water cushion to surface in 3 minutes,
also bubble in annulus indicating a leak in the drill pipe. Now pulling test tool
trying to £ind leak. Pressures: 30 minute ICI 2768#; IH and FH h229#. Mis-run.

HALLIBURTONDST NO. 3, 7740' - 7990' Used 1000* of water cushion. Water cushion
and gas to surface in 5 minutes. Tool open one hour and kl minutes. Flowed 26
minutes to pit, then turned through oil and gas separator. Flowed 3/h hr. on 1/2"
choke, gas metered at $500MCF/b; flow pressure 1000#; and flowed 1/2 hour on 3/h"
choke, gas metered at 6790 MCF/h, flow pressure 900#. Produced a total of 12
barrels of 67.6 at 60° gravity condensate in the above 1-1/h hours. Pressures:
30 minute ICI 2726#; IF 19h59; FF 2175#1 30 minute FCI 2726#, IH and FH h226#.
HALLIBURTONDST NO. hy 7989' - 8177' Used 1000* of water cushion. Gas to surface
in 6 minutes. No fluid to surface. Tool open 2 hours. Das estimated 15 to 20
MCF/D. Recovered 1000' of water cushion-gas cut, and 60I of gas cut mud.
Pressures: 30 minute ICI 2399; IF 238; FF 365; 30 minute FCI 2168; IH and FH h2h2.
Bottom Hole Temperature 170°.

HALLIBURTONDST NO. 5, 817§• - 8274' Tool open one hour. Gas to surface in 7
minutes. Gas estimated at 15 MCF/0, decreased to estimated 10 MCF/D at end of
test. Recovered an estimated 7500· of h6.6 gravity oil in drill pipe. Pressures:
30 minute ICI 2736, IF 625, FF 1380, 65 minute FCI 2570, IH and FH h292.

HALLIBURTONDST No. 6, 8284' - Shl7' Lower Mccracken. Tool open 93 minutes.
fooi opened with a good blow. Gas to surface in 12 minutes while taking Initial
Closed In pressure. Gas estimated at 10 MCF/D, decreased to an estimated 9 MCF/E
at end of test. No fluid to surface. Mud to surface in 3 minutes when reverse
tool opened. Recovered an estimated 7500' of oil in drill pipe. Pressures:
30 minute ICI 2798; IF $60; FF 1660; 60 minute FCI 2hš8; IH & FH kh65, Bottom
Hole Temperature 110°. (Also recovered 75' of oil and gas cut mud in bottom of
tool, no



Sheet No. 3

LOG OF OIL OR GAS WELL(Continued)

NORTILL3T LISBON USA

WELL NO. A-2

LLIBURTON D3T NO. 7, 8446' - 8492' Packer set up in casing at 8426'. Tool
open one hour. Opened tool at 9:29 A.M. with a very very weak blow. Recovered
19§i drilling mud and 20* salty drilling mud. Pressures: IH 3712; ISI 2703;
IF 63; FF 132; FSI 1780; FH 2730. Eottom Hole Temperature 130o,

IMllIBURTON DST NO. 8, Sh99' - 8þ'989 Initial shut in 30 minutes, open one hour,
final shut in 30 minutes. Tool opened on 1/2" choke with very weak blow decreas-
ing to sero in 3 minutes. No gas to surface. Opened tool on one inch choke for
final flow. Recovered h5* drilling fluid. Pressures: IH 3700; ISI 9h8; IF 30;
FF 30; FSI 259; Fu 3685. Bottom Bole Temperature 139°,

RALLIBURTONDST NO. 9, 8770' - 8891' ISI 30 minutes, open one hour, FSI 30
oinutes. Tool opened with a weak blow and decreased to zero in 3 minutes.
Recovered 250' drilling fluid. Pressures: IH 3879; ISI 100; IF hí; FF §§;
FSI 75) FH 3875. Bottom Hole Temperature 179°,

HALLIBURTONDST NO. 10, 89899 - 9035' Straddle Test. Tool open one hour,
opened with a very very weak blow and died. Recovered 90' drilling mud.
Pressures: 30 minute IST 2650; If and FF 70; 30 minute FSI 285; IH and FH
4059. Bottom Hole Temperature 16h°.

HALLIBUPTONDST NO. 11, 9070' - 9310' Tool open one hour, opened with a good
blow, decreased to zero in LS minutes. Recovered 901 salty mud and 800' salt
water. Pressures: 30 minutes ISI 2005; IF ¿DO; FF 400; 30 minute FSI 1810;
IH and FH klhO, Bottom Hole Temperature 170 .

Acidized through perforations 825ht - 8264: and 8278' - 8282' with 1000 gallons
ÈFW acid, maximum pressure 3600#, broke back to 2800#,

Sand Frac'd down annulus through perforations 825ht - 826ht and 82781 - 82821
wiiE 800D¯Ibs. 20/h0 sand, 2000 lbs. 10/20 sand mixed with 200 gallons J-97
fluid loss, mixed with 240 barrela crude at an average of 3800 lba, injection
rate of 25 to 32 barrels per minute. Flushed with 31h barrels of oil.

Acidized through perforations 8320 - 8330 with 1000 gallons XW acid, followed
with 500 lbs. 2OÄO sand with 500 gallons oil. Acidizing pressure 3900 lbs.
maximum, 3700 lbs. minimum, average injection rate h barrels per minute.
Overflushed acid and sand oil with 10 barrels of crude. After 10 minutes
shut in, tubing pressure 1700 lbs., casing pressure 2700 lbs. Left well
shut in four hours, tubing pressure zero, casing pressure 1100 lbs.

IMPORTANTMARKERS

Rennosa 2293'
Paradox "A" 3997'

Juadox nan h2h6*
Salt Top h331'
Salt Base 7491'
Mississippian 7659'
Duray 7988'
Elbert 8073•
McCracken 82kk'
Cambrian





Budget Bureau No. 4>-R3ð8.4.

Biorm 9-881a Approval expires 12-31-00.

(Feb.1%1)

(SUBMIT IN TRIPLICATE)
Land Omee

No.
UNITED STATES

- DEPARTMENT OF THE INTERIOR
GEOLOGICAL SURVEY

Seotion 10
SUNDRY NOTICES AND REPORTS ON WELLS

NOTICE OF INTENTIONTO DRILL-----............. -----..-- ..-- SUBSEQUENTREPORT OF WATERSHUT-OFF..
.

NOTICE OF INTENTION TO CHANGE PLANS.............-------.... SUBSEQUENTREPORT OF SHOOTINGOR ACIDIZING

NOTICE OF INTENTION TO TEST WATER SHUT-OFF.
- .... .... ...... SUBSEQUENT REPORT OF ALTERINGCASING...

NOTICE OF INTENTIONTO RE-DRILL OR REPAIR WELL. . .. ...... SUBSEQUENT REPORT OF RE-DRILLINGOR REPAIR .......

NOTICE OF INTENTION TO SHOOT OR ACIDIZE -- -- ...... SUBSEQUENT REPORT OF ABANDONMENT...... .......

NOTICE OF INTENTIONTO PULL OR AL TER CASING .. .... .... SUPPLEMENTARY WELLHISTORY..-............--------............ -Ë--
NOTICE OF INTENTION TO ABANDON WELL-.

(INDICATE ABOVE BY CHECK MARK NATURE OF REPORT, NOTICE, OR OTHER DATA)

Magt..17,. .......... _ _., 19..61
NerMmest I.isboa USA••A

WellNo.... ..1 is located 1891ft. from. lineand ...TO._ft. from line of sec. ...10

m.E....Seen..10 300 ........ .2kB..... ....Sa14_Lake
(¼ Bec. and Sec. No.) (Twp.) (Range) (Meridian)

.Ierthwaat..Lishan ....San Juan _. .. ... .. ....... Hab...... .. .._.

(Field) (County or Subdivision) (State or Territory)

The elevation of the above sea level is 6631ft. KB e2evation 66k39.

DETAILS OF WORK
(State names of and expected deptha to objective sands; show sizes, weights,and lengths of proposed casings; indicate mudding jobs, coment-

Ing points, and all other important proposed work)

SEE SUPPLERWALSHEETAtaCHED

I understand that this plan of work must receive approval in writing by the Geological Survey before operations may be commenced.

Company..Î¾ ..Ë egna

Address _

_.Ë•_S•

Moab, By

Title .Ë¾ . .?.

GPO



SUNDRYNOTICES ANDREPORTSON WELLS

Northwest Lisbon USA-A No. 2 Supplemntary Well History
May 17, 1961

9310' TD
8373• Paro

Palled rods, displaced fluid in hole with lost cirenlation fluid in salt
water and spotted del Blook in bottom of hole.

Lane-Wella perforated Mississippian formtion 7970' - 7980' with 2 shots
per foot; 7836* • 79709 with 1 shot per foot; 7800* - †$36' with 2 shoto
per foot and 7686* - 7760' with 2 shoto per foot, total of 37& helas.
Set Baker Nodel *D* paoker on wire line at $100'. Ran 2-7/8* 00 tubing
with Baker *K" enap ee* paoker en tablag string at 7620', and set in
paoker at 8100'. Ran 2-3/8" 00 Buttress taking and set in Nedel *KW pack-
er at 7620*. Swabbed well down to 2500' and well started flowing. Clean-
ed to pit. Well shut in 3-19-61 through 4-28-61 pending test of Nisaissip-
pian formation.

I.P. for record - Miesissippian Foratient 4-28 & 29-61• On 12 hour t.est
on 20/64* choke, prodneed 20 bols. of condensate, for a figure of LO bola.
condensate per day• Gas metered at 1600 MCF/D, 00R 37,500, flowing press-
are 900#.



GENERALOFFICES,200 EASTGOLF ROAD, PALATINE, ILLINOIS

NORTHERNPRODUCINGDIVlSION

FOURCORNERSDISTRICT
P. O. Box 265

MOAB,UTAH

May 17, 1961

Mr. Cleon B. Feight, Executive Secretary
Utah Oil and Gas Conservation Commission
310 Newhouse Building
Salt Lake City 11, Utah

Dear Mr. Feight:

Enclosed please find the following various notices for wells in the North-
west Lisbon Field:

Northwest Lisbon USA-A No. 2: Notice of Intention to Dual Complete
the well which has been dated March 1, 1961 in order to comply with Rule C-16 of
the Commission. Copies of the Supplementary Well History on this well as sub-
mitted this date to the U. S. Geological Survey, Durango, Colorado.

Northwest Lisbon USA-C No. 2: Notice of Intention to Repair the
Northwest Lisbon USA-C No. 2 along withthe Supplementary Well History as of
May 16, 1961.

Northwest Lisbon USA-C No. 3: Notice of Intention to Recomplete this
well. Also, copies of the Supplementary Well History as submitted March 17 and
April 26, 1961, in case copies were not received in your office.

Northwest Lisbon USA-B No. 2: Notice of Intention to Change Plans to
whipstock this well from 6639'.

I sincerely regret that these notices were not previously filed with your
office• Please be assured that it is our intent to fully comply with the rules
and regulations of the Commission.

If there are any other reports that should have been filed, or that you
have not received, please advise.

Yours very truly,

HE PUR OIL OMPANY

ohn B. Strong
District Chief Clerk

cc:
Bob Schmidt

ALL QUOTATIONS SUBJECT TO CHANGE WITHOUT NOTICE.
ALLAGREEMENTSCONTINGENTUPON



Budget Bureau No. 42-R358.4.
Form 9•881a Approval expires 12-31-40.

(Feb.1 1)

i (SUBMIT IN TRIPLICATE) Land Omee

i i Leas
-·-r-- - UNITED STATES

- --- - DEPARTMENT OF THE INTERIOR
GEOLOGICAL SURVEY

SUNDRY NOTICES AND REPORTS ON WELLS
NOTICE OF INTENTIONTO DRILL. _ ___...-- ... ..._ _......_ _____ SUBSEQUENT REPORT OF WATER SHUT OFF.

NOTICE OF INTENTION TO CHANGE PLANS. -..... ---.....__-..... SUBSEQUENT REPORT OF ACIDIZING

NOTICE OF INTENTION TO TEST WATER SHUT-OFF..__......._
...... SUBSEQUENTREPORT OF ALTERING CASING . ....

NOTICE OF INTgTION TO RE-DRILL OR REPAIR WELL.__... ....__ SUBSEQUENTREPORT OF RE-DRILLINGOR REPAIR ....

NOTICE OF INTENTION TO SHOOT OR ACIDIZE.____........_......... SUBSEQUENTREPORT OF ABANDONMENT... . ....

NOTICE OF INTENTIONTO PULL OR ALTER CASING . ....... ....... SUPPLEMENTARY WELLHISTORY.

NOTICE OF INTENTIONTO ABANDON WELL

(iNDICATE ABOVE BY CHECK MARK NATURE OF REPORT, NOTICE, OR OTHER DATA)

.Rebaumy .28,
------------- -------, I942-

Nei mest Lisbon USAM
WellNo. ..... 2._ is located 1895.. ft. from . lineand 155._ ft. from line of sec. ..10----.

II. ..Sah.10. ....... .. 308............. ..2hB ..... .. Salt Labe..
(¼Bec. and Beo. No.) (Twp.) (Range) (Meridian)

ResMmmat.1Aaben
..... .. ....._ _ __.Banâma ... ..... ... .... ... ........... Stah.. ....

(Field) (County or Subdivision) (State or Territory)

grand
The elevation of the , above sea level is AG31_ ft.

DETAILS OF WORK
(State names of and expected depths to objective sands; show sizes, weights,and lengths of proposed casings; indicate mudding jobs, cemen&-

ing points, and all other important proposed work)

gebruser to. 396r,
Pumped 40 herrele NoCracken eil dem Oe osaing to fin the tamag, fonowed sta
500barrels of 1¾ NCAAeid and Egg herrels of flush eil thromghperforaMose8tSk•-8844*,82789-8282· and 8320*-8330* by Hallibuten, when290 barrels flesh
oil was pumped into eastag, presawe immediately ineressed trem sero to 1760 lbe.
Freeswa ineressed from 1760 to 1800 lb a, at a rate of 1/2 bb1 per minute, vM1e
in,1eoMag 35 barrels oil. Pressure €*11 trom 1800 to sero in ten mLautes after
pumps were shut desa. Left well shut in for 3 hows.. Vast a total of 315 barrels
of load oil, shieb will be reeovered. Baker Nodel *K* Paeker set at 7620* and
Baker Nodel *D* Packer set at $100*.

I understand that this plan of work must receive approval in writEng by the Coological Survey before oper e e raenced.

Company ..

Address ..

_f•_S•
Moab, tah By ....

. a. strong
_293-3901

.. Title . DLatriot Chiet maak.
GPO



Budget Bureau No. 42-R358.4.
Form 9-881a Approval expires 12-31-00.

(Feb. 1951)

(SUBMIT IN TRIPLICATE)

UNITED STATEs
-- DEPARTMENT OF THE INTERIOR

----
GEoLOGICAL SURVEY

Seo. 10
SUNDRY NOTICES AND REPORTS ON WELLS

NOTICE OF INTENTIONTO DRILL-----........__-................-..... SUBSEQUENTREPORT OF WATERSHUT-OFF.

NOTICE OF INTENTION TO CHANGE PLANS----------------------- ----- SUBSEQUENT REPORT OF SHOOTINGOR ACIDIZING.
NOTICE OF INTENTION TO TEST WATER SHUT-OFF....----......

...... SUBSEQUENT REPORT OF ALTERINGCASING....... ..

NOTICE OF INTENTION TO RE-DRILL OR REPAIR WELL............... SUBSEQUENTREPORT OF RE-DRILLINGOR REPAlR ...

NOTICE OF INTENTION TO SHOOT OR ACIDIZE.______..-.. ...._ ------ SUBSEQUENTREPORT OF ABANDONMENT.

NOTICE OF INTENTION TO PULL OR ALtER CASING.................... SUPPLEMENTARY WELL HISTORY.

NOTICE OF INTENTIONTO ABANDON WELL. ..... .

(INDiCATE ABOVE BY CHECK MARK NATURE OF REPORT, NOTICE, OR OTHER DATA)

Lisbon Unit
WellNo. is located ft. from lineand ft. from line of sec.

E 88 See• 10 308 214 SIM

Mahan San Juan Utah

The elevation of the allimit it above sea level is - ft.

DETAILS OF WORK
(State names of and expected depths to objective sands; show sizes, weightsgand lengths of proposed casings; indicate mudding jobs, coment-

ing points, and all other important proposed work)

Well designation changeddus 40 uniMeation of Reben Field eithetive 6/3/62.
Om DESIGUATI W DESIGxaTION

Nos most uskonUSA *A" #2 Raban Unit #D-820

I understand that this plan of work must receive approval in writing by the Geological Survey before operations may be commenced.

Company

Aaa.. . o. n.. as

. By

.....
Title

GPO



Budget Bureau No. 42-R358.4.
Biorm 9-881a Approval expires 12-31-60.

(Feb. 1951)
und Oflice(SUBMIT IN TRIPLICATE)
Lease No.

UNITED STATES Lisboa
---- - DEPARTMENT OF THE INTERIOR "

i 10
-- _L ____

GEOLOGICAL SURVEY

SUNDRY NOTICES AND REPORTS ON WELLS
NOTICE OF INTENTIONTO DRILL.----------------. ---------...-- ... SUBSEQUENT REPORT OF WATERSHUT-OFF......

NOTICE OF INTENTION TO CHANGEPLANS----------------------- ------ SUBSEQUENT REPORT OF SHOOTINGOR ACIDIZING
NOTICE OF INTENTION TO TEST WATER SHUT-OFF......--------...... SUBSEQUENT REPORT OF ALTERINGCASING. .........

NOTICE OF INTIJNTIONTO RE-DRILL OR REPAIR WELL--------------- SUBSEQUENT REPORT OF RE-DRILLINGOR REPAIR ...........

NOTICE OF INTENTION TO SHOOT OR ACIDIZE._-_ ____......_ __ _______ SUBSEQUENT REPORT OF ABANDONMENT ....... ----.

NOTICE OF INTENTION TO PULL OR ALTER CASING.................... SUPPLEMENTARY WELL HISTORY._ ...... .... ...... --

NGTICE OF INTENTIONTO ABANDON WELL

(INDICATE ABOVE BY CHECK MARK NATURE OF REPORT NOTICE, OR OTHER DATA)

Antr_R R ., 19&
Lisbon Un&4

WellNo. is located Å¾ ft. from lineand ft. from line of sec. ...¾

(¼ Sec. and Bec. No.) (Twp.) (Itange) (Meridian)

Lieben aaninn stah
.

(Field) (County or Subdivision) (State or Territory)

The elevation of the .. above sea level is EL ft.

DETAILS OF WORK
(State names of and expected depths to objective sands; show sizes, weights,and lengths of proposed casings; indicate mudding jobs, coment-

ing points, and all other important proposed work)

Wall Classifteattaa ehanged from Smb In das Well to Gas Thgeotten We11.

I understand that this plan of work must receive approval in writing by the Coological Survey before operations may be commenced.

Company ...
...Ÿ¾®_. Û$ÂÛMOJUJ

-.. .. ...

Address ?•._Ÿ•.
Renh,_ Bah



May 21, 1964

MENDFOR FILING:

Re: Pure Oil Company
Lisbon D-810
Sec. 10, T. 30 S., R. 24 E.,
San Juan County, Utah

I talked by phone today with Pat Cochran of Pure Oil Company. They
are now injecting gas into the Mississippian Formation through tubing
and producing oil from the McCracken Formation, through a dual string
all in the same well. They plan to pull the injection string of
tubing and commence injecting gas down the annulus of this well while
still producing oil through tubing from the McCracken. I told Mr.
Cochran this would be satisfactory so long as communication was pre-
vented.

They will be sending a request for this plan of operation shortly.

HARVKYL. COONTS
PETROLEUMENGINEER

HLC:cfm

cc: Jerry W. Long, Dist. Eng.
USGS - Durango,



4

" Ni TED STATES sgaartygy gr=· (g*TMNo
4 R1424

DEPARTA ... T OF THE INTERIOR ver...so ') LEABM DESIGNATION AND

GEOLOGICAL SURVEY
. FF rmDIAN, ALLO TRIBE NAME

SUNDRY NOTKES AND REPORTSON WELLS
\ Do not use this form for proposals to drill or to deepen or plug back to a diferent reservoir

Use "APPLICATION FOR PERMIT " for such propoemis.)

1. UWIT Mammal-NT Mixa

LL ELL OTHER

2 NAME OF OPERATOE 8. PERM OR LEARS NAME

Union OR Compesy of Calitarnia 1.ggnie4.5,A. "A"
3 ADDRESS OF OPERATOR 0 esLL Wo

P. O. Box 1611 - Casper, ayemang 3601 · • igpCrephen
4 Lat ATION OY w El Repor n-h n aer rdan ti ,n 4 mir r n are jf ritto ANO rdOL, UN Y Af

SURVEY R ABBA

... », r->. a-as
14 PERLIIT N 15 BI VArioNs tShow whethe r my og .tr NTY À PÃl het I

GL 6,631' ama¿naa Utah

Check Appropnate Box fo indicate Nature of Nonce, Repon, o OdberDopo
NOTICE OF INTENTION TU BUBBBQURNT REPORT or

TEST WATER SHUT-Orr PCLL OR ALTER CASING WATER SHUTOFF REFURING WEl

FRACTURETREAT .\llLTIPLE COMPIETE FRACTURE TREATMENT AITKft!Na CAgl

SHOOT OR ACIDIZE ABANDON* SHOUTING OR ACIDIZING inA%DONMBys r'

REPAIR WELL CHANGE PLANs (Other)
(NOTE: Report regialts of Inultiple colaplettori ou o

(Other) Completion or Reedmpletion Report and Ing furis.
17 IÆSt RIBE l'ROPOSED OR CO31PLETED OPERATIoas (Cleartv state all pertinent details, and ive pertinent dates, including estimated date et sta any

proposed work. If well is directionally drilled, give subaurface locations and mensored and true vertical depths for all markere aM z s perti-
nent to this work.) *

As per arbel approval from tr. Leag and Mr. Sohmidt, 9.8.0.0. Darango, Colamede,
the MeCreoben formation was olegged and ebendoned April 15, se to11eues

Killed Mississippien iornation with uster. Pulled rods, paup, $·•7/W Bettroos tobiry
(necreeken), 2-7/e• 08 Hydril taking (Missiesippian) and Baker Model I geeher.

Set Baker DR plug in Nedel 9 peaker at 6,100*
. Omaped 4-1/2 eBR et Dement en 4ep

of modela peaker. PSTD 8,079•.

18 i hereby certify that the foregoing is true and correct

SIGNED TITLE DAT$

(This sp er e ornce se)

APPROVED BY TITLE DATR
CONDITIONS OF APPROVAL, IF ANY:

*See Instructions on Reverse



UT,'2-g, ITED STATES SUBMIT IN 1 CATE* eta .No. 42-R1424.
DEPARTiviENTOF THE INTERIOR År'sheesidinstructson re-

5. LEASE DESIGNATION AND SERIAL NO.

GEOLOGICAL SURVEY gggh &gg
6. IF INDIAN, ALLOTT TRIBE NAME

SUNDRYNOTICESAND REPORTSON WELLS
(Do not use this form for proposals to drill or to deepen or plug back to a different reservoir,

Use "APPLICA'fION FOR PERMIT-" for such proposals.)

1. 7. UNIT AGREEMENT NAME
OIL GAS
WELL WELL OTIIER

2. NAME OF OPERATOB 8. FARM OR LEASE NAME

Union 011 Company of Californie Lisbon U.S.A.. "A"
3. ADDRESS OF OPERATOR

. WELL NO.

P. O. Box 1611 - Casper, Wyoming 82601 D•810 - Matracken
4. LOCATION OF WELL (Report location clearly and in accordance with any State requirements.* 10. FIELD AND POOL, OR WILDCAT

See also space 17 below.)
At surface Lisbon - Rodracken

1Ì, SEC., T., B., M.4 OR BLK. AND
BURVEY OR AREA

Sea. 10, T•306, A-¾E
14. PERMIT No. 15. ELEVATIONs (Show whether DF, RT, GR, etc.) 1& dOUNTY QR PARIBH 13. STATE

GL 6,6319 San Juan Ut.ah
16- CheckAppropriate BoxTo indicate Nature of Notice, Report,or Other Data

NOTICE OF INTENTION TO : SUBSEQUENT REPORT OF :

TEST WATER SHUT-OFF PULL OR ALTER CASING WATER SHUT-OFF REPAIRING WELL

FRACTURE TREAT 31ULTIPLE COMPLETE FRACTURE TREATMENT ALTERING CASJNG

SHOOT OR ACIDIZE ABANDON* SHOOTING OR ACIDIZING ABANDONMENT*

REPAIR WELL CHANGE PLANS (Other)
(NoTE : Report results of multiple completion on Well(Other) Completion or Recompletion Report and Log forms)

17. DESCRIBE PROPOSED OR CO31PLETED OPERATIONS (Clearly state all pertinent details, and give pertinent dates, including estimated date of starting any
proposed work. If well is directionally drilled, give subsurface locations and measured and true vertical depths for all markers and zones perti-
nent to this work.) *

As per Verbal approval from Kr. Long and Mr. Schmidt, U.S.G.S., Darangot ¾1Mö,
the McCracken format.ion was pingged and abandoned April 15, 1966 as followat

K511ed Mississippien fortution with unter. N11ed rode, namp, 7•7/8" Battaress tubing
(heCracken), 2-7/6* CS Hydril tubing (Hississippien) and Baker Modél K peaker.

Set, Baker DR plug in Model D paoker at 8,100*
. Naped 4-1/2 ser of cemänt en top

of Model D packer. PBTD 8,079*.

18. I hereby certify th tþe foregoing is true and correct

SIGNED r TITLE DATE

(This space or eËer e odice use)

APPROVED BY TITLE DATE
CONDITIONS OF APPROVAL, IF ANY :

*See Instructionson Reverse



CHECKLIST FOR IN3ECTION WELL APPLICATION AND FILE REVIEW

Ooerator: Well No. / O
County: T R SU/ g Sec. / A APIF

New Well Conversion 1 'bisposal Well Enhanced Recovery Well

YES NO

UIC Forms Completed

Plat including Surface Owners. Leaseholders,
and wells of available record

Schematic Diagram

Fracture Information

Pressure and Rate Control

Adequate Geologic Information

Fluid Source

Analysis of INjection Fluid Yes No S

Analysis of Water in Formation Yes C--~No TOSto be injected into

Known USDW in area Depth /2
Number of wells in area of review Pred. ÔË, P&A

Water d2 Inj. Û
Aquifer Exemption Yes NA 6--

Mechanical Integrity Test Yes No '

Date Type

Comments: A 1

Reviewed



UnionOilCompanye' ilifornia

Post Office Box 760, Moab, Utah 84532
Telephone (801) 686-2236

um&n
June 21, 1985

Mr. Cleon B. Feight GES ^lMNG:
Utah Oil, Gas & Mining
355 W. North Temple
3 Triad Center, Suite 350
Salt Lake City, Utah 84180-1203

LISBON FIELD
UIC REQUIREMENTS

Dear Mr. Feight:

In your letter dated May 18 you requested missing informa-
tion required by Rule I-4. A location plat of the Lisbon
Field is enclosed. Copies of the authorized existing enhanced
recovery wells form DOGM-UIC-8, the authorized existing dis-
posal wells form DOGM-UIC-9, and the notice of completion form
DOGM-UIC-2 for each authorized existing well are attached.
Also attached is a corrected schematic diagram of the Lisbon
Unit #D-810 and an analysis of our produced/injected water.

All injection wells are completed in the Mississippian for-
mation. This zone consists of limestone and dolomite. The
overlying and underlying strata consists mainly of shale
with little or no permeability. The fracturing pressure for
the Mississippian is about 5,500 psig BHP. -Since the .gas
injectors are operating at less than 3,000 psig and the water
injectors are operating at pressures less than 2,000 psig,
all wells are well below any fracture pressures.

Both injection systems are protected by high pressure shut
downs. The gas injection compressors shut down at 3,500
psig and the water injection pumps shut down at 3,000 psig.
If a well failure should occur, our contingency plan is to
shut in the well, isolate the problem and correct the problem.
The mechanical integrity of the tubing, casing and packer will
be monitored by pressure tests every five



FORM DOGM-Ulc.2 PLEASETYPE OR USE BLACKINK ONLY
(Rule I-5 (b) 2
(Revised 1982) (To be filed within 30 days after drilling is completed) COMPLETION & TEST DATA BY PROOUCING FORMATION

COUNTY 1 2 3
DEPARTMENT OF NATURALRESOURCESAND ENERGY LEASENO I

API NO DIVISION OF Olt, GAS, AND MINING FORMATION
e4oxe,,, Rooma24istoteoffic.auilding McCracken Mississinpian

N Salt Lake Oty, Utah 84114 SPACING& SPACING

COUNTY S Juan SEC. _UL TWP. 3 ÛÑ RGE. 2 AE
ORDER NO.

¯¯¯¯

COMPANYOPERATING Union Oil Co. of Ca. (otsposÌËÔÅnANNCED
TempOrarill GaS

OFRCE ADDRESS P. 0 . Box 60 RECOVERY, LP GAS STORAGE) Abandoned Injection

E TOWN Moab STATE ZIP UT 845'32 PERFORATED 8254-64 ' 7686-7760 '
FARM NAME Lisbon Unit WELLNO.
DRILUNGSTARTED

6-25 ,60_ DRILUNGFINISHED 19 6_0_ S278-82 ' 7800-7980 '

DATE OF FIRSTPRODUCTION 6 Û COMPLETEo 9 -12- 6 0 INTERVALS gggg _ gg i

WELLLOCATED ¼ ¼

1895 FT.FROMSLOF¼SEC.A TES FT.FROMMOF¼SEC. 1,000 gals 5,000 gals
ELEVATION DERRICK FLOOR GROUND 6 r ACIDiZEDT XFW Acid 15%

TYPECOMPLETION

sinsl•z... X 10,000# 20;
Muldple Zone

FRACTURETREATED† 4 0 sd 15 , Of 0
Comingled gal Oll

LOCATION EXCEPTION INITIAL TEST DATA

OfL OR GAS ZONES
Date

00, bbl./day 2 2 5 4 0
Name From To Name From To

Gas,Cu.R./day CF 1500 Ma cr
Mississippian 7659 798Û Gas-OllRotioCu.R./Bbl· - 37,500
McCracken 8244 8357 Water-Bbl./dey 0 0

Pumping or Mowing F F
CASING & CEMENT CHOKE SIZE 2 0 / 6 4 " 2 0 / 6 4 "

Cosing Set Csg. Test Coment FLOW TUBING PRESSURE 2 2 5 8 8 0
Size Wgt. Grade Feet Psi Sax Fillup Top

A record of the formations drilled through, and pertinent remarks are presented on the reverse.

2 0 " 4 3 5 yde (use reverse side)

13- 3/ 8 " 4 8 # H-4 0 10 5 9 10 0 0 # 8 0 O Sur f ace I, the undersigned, being first duly sworn upon oath, state that this well record is true, correct and complete
14-14 occording to the records of this office and to the best of my knowledge and belief.

7-5/8" af..q N-80 8444 1300# 050 (801)
Telephone 686-22') 6 Area Supt .

Name and title of representative of company

TOTAL DEPTH 9 3 i Û
Subscribed and swom before me this day of . 19

PACKERS SET
OFPTH 75A5'

,
(Over)

NOTE: THISFORM MUST ALSO BEATTACHED WHEN FIUNG PLUGGINGFORM



FORMATION TOPS

Chinle 300

Shinärump 908

Moenkopi 981

Cutler 1,450

Upper Hermosa 2,253

Paradox "A" 3,997

Pardox "B" 4,246

Salt Top 4,331

Salt Base 7,491

Mississippian 7,659

Ouray 7,988

Elbert 8,073

McCracken 8,244

Cambrian



WELL BORE DIAGRAM

Field: LISBON
Well : 08 I u
Location°4ec

.10 TÌ0SR24E Drilled:9-Í960
Last Stimulation Date: 4-66

KB 9 ft above GL

Casing Detail

13 3/8" 48# H40 @ 1059.32'
7 5/8" 29.7.26.4 NBO @ 8444'

w/ 850ax

Pachen fuld-Caonox 235

Tubing Detail

I \

240 jta 3.5" eue 9.3¾ Sad
7571;¶¥~

\
1 pup 3.5 eue 9.3# 6.00 '

¿ncludes Baken Model F pachen Perf Record
het w/ 8000# Tenalon

Miaalaa¿pplan-
KB 9.00 7686-7700, 2 ap£

7586.09' 7800-7836' 2 ap£
7836-7970' I ap£
7970-7980 2 ap£
cement top 8079'
Model D w/ÐR plug 8100'

Mecxachen-
8254-8264 4 ap£

7 8278-8282
- 8320-8339
: PS 8370-8600 w/ 50 ax

cag 8444'

TD



Well # Ñ-ÑlO UNION OIL COMPANY OF CALIFORNIA
Field LISBON CENTRAL REGION
Unit MLe_ CASPER DISTRICT
Date A;<.I,aW MOAB AREA
Elevation G.L. 4 43 I

'
Datum is //.£' Above L.

Pr-eduet-ion BOD: BWD: - MCFD: 79 2 / ÿ
Pressure TP: 23 / Gu/U/coc) GP-r 2FD eCupos, MP:

^c Status: _Tufecciou On Date: 1/w/P

PBTD 2°7'I

TD 9





LEASE NAME: Lisbon Unit FIELD: Lisbon

WELL NAME LOCATION TOTAL DEPTH STATUS SURFACE OWNER OPERATOR

D-84 S-4, T30S, R24E 8,858' Inj. ,well Federal Gov. Union Oil Co. of Ca
1,980' FSL & 660' FEL

C-84 S-4, T30S, R24E 8,922' Prod. Federal Gov. Union Oil Co. of Ca
2,690' FNL & 1,520' FEL

C-94 S-4, T30S, R24E 8,859' Prod. Federal Gov. Union Oil Co. of Ca
330' FSL & 1,600' FEL

B-84 S-4, T305, R24E 8,841' Prod. Federal Gov. Union Oil Co. of Ca
1,648' FSL & 2,516' FWL

C-74 S-4, T30s, R24E 9,017' Temp. Abd. Federal Gov. Union Oil Co. of Ca
1,980' FNL & 1,980'



INJECTION WELLS

NAME LOCATION OF WELLS TOTAL DEPTH (ft)

B-614 667/N & 2030/W NENW 9022
Sec. 14-T30S-R24E

B-610 563/N & 2050/W NENW 8440
Sec. 10-T30S-R24E

D-810 76 1895/S & 755/E NESE 9310
Sec. 10-T30S-R24E

D-84 ¡Q26Û 1980/S & 660/E NESE 9126
Sec. 4-T30S-R24E

DISPOSAL WELLS

B-624 710/N & 166/W NENW 9648
Sec. 24-T30S-R24E

B-816 1860/W & 2250/S NESW 8650
Sec. 16-T30S-R24E

PRODUCTION WELL within 1/2 mile of Injection Wells and Disposal Wells

C-84 2690/N & 1520/E NWSE 896A .

Sec. 4-T30S-R24E
B-84 1648/5 & 2516/W, Sec. 4-T30S-R24E 8766
C-74 1980/N & 1980/E SWNE 9017

Sec. 4-T305-R24E
C-94 330/S & 1600/E SWSE 8859

Sec. 4-T30S-R24E
C-93 765/S & 2105/E, Sec. 3-T30S-R24E 8430
D-610 565/N & 964/E, Sec. 10-T30S-R24E 8510
B-616 1310/N & 2660/E NENW 8689

Sec. 16-T30S-R24E
D-816 1620/S & 1220/E, Sec. 16-T30S-R24E 8666
D-715 2450/N & 335/E, Sec. 15-T30S-R24E 8896
B-814 1482/W & 2601/S, Sec. 14-T30S-R24E 8735
A-814 1980/S & 660/W, Sec. 14-T30S-R24E 9015

WATER WELLS

Plant Well #1 2780/N & 2450/E from SW 500
corner Sec. 22-T30S-R24E

Shop Well #2 2346/N & 2586/E from Sw 500
corner Sec. 22-T30S-R24E

All land within a half mile of each injection well is federally, state
and Union owned and the operator of all the wells within a half mile
of the injection wells is Union Oil of



DEPARTMENT OF NATURAL RESOURCES

Norman H. Bangerter
DIVISIONOF OIL, GAS AND MINING

Governor

Dee C. Hanseri
355 West North Temple

Ex"entive Dire<tor 3 Triad Center. Suite 350
'

Dianne R Nielson Ph D. Salt Lake City. Utah 84180-1203

Dis,sion Director 801-538-5340

December 2, 1988

Union Oil Company of California
P.O. Box 760
Moab, Utah 84532

Gentlemen:

Re: Pressure Test for Mechanical_Integrity, Lisbon Unit Wells D-84, D-610,
B-614, B-624, San Juan County, Utah

The Underground Injection Control Program which the Division of 011, Gas
and Mining (DOGM)administers in Utah, requires that all Class II injection
wells demonstrate mechanical integrity. It has been past policy of the
Division to require pressure testing of all Class II salt water disposal wells
and other injection wells not reporting monthly annulus pressures in
accordance with rule R615-5-5.3 of the 011 and Gas Conservation General
Rules. This rule requires that the casing-tubing annulus above the packer be
pressure tested at a pressure equal to the maximumauthorized injection
pressure or 1,000 psi, whichever is lesser, provided that no test pressure is
less than 300 psi. This test shall be performed at least every five year
period beginning October, 1982. Our records indicate the above referenced
wells are due for testing for the second five year period. Please make
arrangements and ready the wells for testing on January 4, 1988 as outlined
below:

1. Operators must furnish connections, and accurate pressure gauges,
hot oil truck (or other means of pressuring annu1us), as well as
personnel to assist in opening valves etc.

2. If mechanical difficulties or workover operations make it
impossible for the well to be tested on this date the test may be
rescheduled.

3. Company personnel should meet DOGMrepresentatives at the well site
or other location as negotiated.

4. All bradenhead valves with exception of the tubing on the injection
well must be shut in 24 hours prior to testing.

an equal opportunity



Page 2
Pressure Test
December 2, 1988

Please contact Mr. Dan 3arvis at (801) 538-5340 to arrange a meeting time
or negotiate a different date if this one is unacceptable.

Sincerely,

Gil Hunt
Environmental/Geological Supervisor

bd



Form approved.

o"", gas, UNI 'O STATES sgsy T, y,Ty,Irg
Ë$fre'sÌuitN31, 11090845-0135

Formerly 9-331) DEPARTMEN .)F THE INTERIOR ver.••ta•> 5. LEASE DESIGNATION AND SERIAL NO.

BUREAU OF LAND MANAGEMENT U-014903

SUNDRYNOTKES AND REPORTSON WELLS
6. IF INDIAN, ALLOTTEE OB TRIBE NAME

Do not use this form for proposals to drill or to deepen or plug back to a different reservoir.
Use "APPLICATION FOR PERMIT-" for such proposals.)

7. UNIT &GBBEMENT NAME

W LL
ESLL

OTHER Gas Injection Lisbon Unit
.

2. NAME OF OPERATOR 8. F&RM OB LEASE NAME

Union Oil Company of California Lisbon Unit
3. ADDRESS OF OPERATOB 9. WELL NO.

P. O. Box 2620 - Casper, WY 82602-2620 D-810

4 OCATION OF WELL (Report location clearly and in accordance with any State requirements.• 10. FIELD AND POOL, OR WILDCAT

See also space 17 below.)
At surface Li sbon

11. SEC., T., E., M., OR BLE. AND

1895' FSL & 755' FEL (NE SE) • =vst = *==a

Sec. 10, T.30S., R.24E.
14. PERallT NO. I 15. ELEVATIONS tShow whether Dr. RT, an. etc.) 12. COUNTT on PARIan 18. sTATE

API No. 43-037-16471 i 6631' GR San Juan Utah

16 OCÑAppropriate BoxTO Indicate Nature of Notice, Report, or OtherData
NOTICE OF INTENTION TO : Sca-IQUENT REPORT 07:

TEST WATER SHUT-Orr PCLL OR ALTER C.4SING WATER SHUT-Orr REPAIRING WELL

FRACTURE TREAT 3ICLTIPLE CON1Pl.ETE FRACTURE TREATMENT I ALTERING CASING
I

SHOOT OR ACIDIZE ABANDON* SHOOTING OR ACIDIžING I ABANDONNENT*

REPAIR WELL CHANGE PLANs (Other)
REPAIR CM ING (Norm: Report reau ta of multiple compledon on Wel

(Other> ompletion or Recos pletion Report and Log form.)

. DESCRIBE l'ROI*OSED OR CO31PLETED OPERATIONS IClearly state all pertinent details, and give pertinent dat s, including estimated date of starting any
proposea work. If well is directionally drilled. give subsurface locations riid measured and true vertical depths for all markers and gones perti-

3 ' T 8079' PBTD Perfs: 7686-7760')

20" @ 43' 7800-7836')
- Mississippian13-3/8" @ 1059' 7836-7970')

7-5/8" @ 8444' 7970-7980')

8254-8264 ' )
8278-8282') - McCracken
8320-8330 ' )

(Model 'D" packer at 8100' w/"DR"
plug in it & 4-1/2 sx cm† on top)

A pressure test of the †ubing-casing annulus of this gas injection wel I indicated
that there is a casing leak. This leak must be repaired in order †o meet federal
underground injection control requirements.

Proposed Pian of Procedure

1. MIRU pulling unit. R.U. H2S safety equipment.

2. Pump Mississippian produced water down 3-1/2" tubing to kill well. Trickle
water down weII throughout job to keep weII deid and keep casing from
colla ing.

Cog nued on Attached Sheet)
18. I bereby cert he f true

SIGNED TITLE Di s†r i ct Dr i I I i nq Sup†. DATE

(Thi pace for Fede or State ofBee use)
APPROVEDBYTHE STAT I)

ONRD TIEODNS
OF APPROVAL, IF ANY:

ND ININ(i MAR131989
DMSIONOT

Title 16 U.S.C. Section 1001, makes it a crime tor any persogkpewingiy ng gil 11y to make to any depa
tLm'e

t r ag n the
Uniteo States any false, fictitious or frauduient statements or representations as any matter within its



Union Oil Company of oalifornia

Lisbon Unit Well No. D-810
San Juan County, Utah
3-9-89
Page 2

3. N.U. and tes† BOP. Repair wellhead and X†ree as requ red.

4. POOH with tubing, laying it down. Inspect tubing and redress seal assembly.

5. RIH with retrievable bridge plug (RBP) and packer on 2-7/8" works†ring. Set
RBP at ±7550'. Test casing to find top and bottom of hole in casing seal.

6. Retrieve RBP and set appro×imately 150' below bottom of hole in casing. POOH
with packer and †ubing.

7. Dump 10 sacks of 20-40 sand on top of RBP.

8. RIH with open-ended tubing to bottom of hole in casing. Spot 150 sacks of
class "G" cement with 2¾ CaCl2, 0.5¾ D-27 fluid loss additive, and 5#/sk
gilsonite across interval with hole in casing. POOH with tubing at least
500' above top of cement and bradenhead squeeze hole in casing. SWION to
let cement set up.

9. POOH with tubing. RlH with bit and D.C.'s on works†ring. Drill out cement
to top of sand and circulate hole clean. Pressure test casing to 1500 psi.
If casing †es†s, continue to Step 10. If casing does no† †est, resqueeze
hole with cement, drill out, and re†est.

10. Reverse circulate sand off RBP. POOH with tubinc, laying down bit. RlH
with BP retrieving tool on tubing. Retrieve BP and POOH, laying down tubing
and RBP.

11. RlH with seal assembly on 3-1/2" production tubing. Land seal assembly in
model "F" packer. Load annulus with packer fluid. Pressure annulus to 1200
psi †o †est packer, casing and tubing. Release pressure, N.D. BOP, and N.U.
wellhead.

12. R.D. and release



Division of Oil, Gas and Mining •

PHONE CONVERSATION DOCUMENTATION FORM

Ro e original/cogy to•
File 4/NN -f/ O [] Suspense [] Other

& MSN À 2 (Return Date)
(Location) SecATwyfoS Rnga #E (To - Initials)
(API No.) ¥3-•©.«7 -. A 7|

1. Date of Phone Call: -
2-/- Êf Time: A.0 X~

DOGM Employee (name) --t (Initiated Call [])
Talked to:

Name (Initiated Call - Phone No. ( )

of (Company/Organization)

3 Topic of Conversation:

4. Highlights of Conversation
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5. LEAaE DESIGNATION AND SERIAL N

BUREAU OF LAND MANAGEMENT U-014903

SUNDRYNOTICESAND REPORTSON WELLS
Û IF INDIAN, ALLOTTEE OR ŸRIBE NA

(Do not use this form for proposals to drill or to deepen or plug back to a different reservotr.
Use "APPLICATION FOR PERMIT-" for auch proposals.)

7. UNIT AGREEnfENT NAIIE
°w'ELLL

i
ESLL

OTHER Gas Injection Well Lisbon Unit
2. NAME OF OPERATOR 8. PARM OR LEASE NAME

Union Oil Company of California Lisbon Unit
3. ADDRESS OF OPERATOR WELL NO.

P. O. Box 2620 - Casper, WY 8260 D-810
4. IOCATION OF WELL (Report location clearly and in accordance with a 10 rIELD AND POOL OR WILDCAT

See also space 17 below.)
At surface Lisbon

1895' FSL& 755' FEL (NE gÛg1989 11.SEC..T..R..M..OBBI.E.AND
BURTET OR ARM&

.

DMS10NO_ Sec 10, T30S, R24E
14. PERMIT NO. 15 ELEVATIONS (Show whether DF RT 12. COUNTY OB P&BISE 13. BTATE

API 43-037-16471 : 6631' GR San Juan Utah

16 Check Appropnate BoxTo Indica ture of Notice, Report, >r Other Data
NOTICE Or INTENTION TO: SUNSEQUENT REPORT OF:

TEST WATER SHUT-Orr PELI OR ALTER srNr. WATER SHET-Orr REPAIRING WELL

FRACTURE TREAT ilt! IPLE (Di!P TE FRACTL'RE TREATMENT ALTERING CASING

SHOOT OR ACIDIZE ABANDON* SHOOTING OR ACIDIZING ABANDONMENT*

ILEPAIR MELL CETANGE PLANs (Other) Repairmg Casing 7
(NOTE: Report results of multiple completion on WelliOther) Completion or Retorapletion Report and Log form.)

17. DESCRIBE PROIN)SED OR CO>fPl.ETED OI'ERATIOW 14 le:It y state all pertinellt details. and give pertinent dites, including estimated date of starting any
proposed work. If well is directionally drilled, give subsurface locations and nicastired and true vertical depths for all markers and zones perti-
nent to this work.) *

9310' TD; 8079' PBTD

MIRU well service unit on 4-10-89. Pumped 60 bb1s. produced water down
annulus. R.U. H2s safety equipment. Pumped 60 bbls. produced water
down tubing to kill well. N.U. and tested BOP t3 1500 psi, O.K. POOH
with 3-1/2" tubing. P.U. bridge plug and RIH on 2-7/8" tubing. Tagged
top of Model "F" packer at 7585'. POOH. RIH aith retrievable bridge
plug (RBP) and packer, setting RBP at 7540' and packer at 7521'. Tested
RBP to 1000 psi, O.K. Located hole in 7-5/8" casing with packer at
1150'. Dumped 5 sacks of sand on RBP. Pumpe3 10 bbls. water down
7-5/8" casing followed by 220 sacks of class "B" cement with 10# Cal-
Seal per sack and 1% CaCl , mixed at 15 ppg and pt mped at 1-1/2 to 2 bpm
at 50 psi. Displaced with 47 bbls. water at 1 bpm at 50-100 psi. Had
full returns up 7-5/8" x 13-3/8" annulus after pumping 20 bbls. cement
down 7-5/8" casing. SDON.

P.U. 6-1/2" bit and TIH on 2-3/8" workstring. Tagged soft cement at
850' and drilled to 1050'. Drilled firm cemert from 1025' to 1165'.

(Continued on Attached Sheet)

18. I bereby cer y at t

District Drilling Supt. 5-2-89
SIGNED TITLE DATE/ • John Un nill
(This ace for Fede or State omce use)

A ROVED BY TITLE DATE
NDITIONS OF APPROVAL, IF ANY:

*See Instructionson ReverseSide

Title 18 U.S.C. Section 1001, makes it a crime tor any person knowingly and willfully to make to any department or agency of theUnited States any false, fictitious or fraudulent statements or representations as to any matte within its



Union Oil Company of California
Lisbon Unit Well No. D-810
Lisbon Field
San Juan County, Utah
5-2-89
Page 2

Circulated hole clean. Tested casing as follows: Pressured up to
1000 psi, bled to 900 psi/3 mins.; to 1500 psi, bled to 1400 psi/3
mins.; and to 1500 psi, bled to 400 psi/30 mLns. Tested 7-5/8"
casing down tubing to 3000 psi, O.K. Tested ennulus to 3000 psi,
O.K. Broke down squeeze #1 at 1160' at 2300 pei back to 2100 psi.
Established injection rate at 2-1/2 bpm at 1600 Isi. Released packer
and TOOH.

Pumped squeeze #2 with 250 sacks of cement at 2 bpm at 1600-1000-700
psi. Displaced with 11 bbls. water at 700-1200 psi. ISIP 1000 psi.
15 mins. 525 psi. 1 hr. 400 psi. Tagged cement at 985'. Drilled
cement to 1170'. Circulated hole clean. Pressure tested
squeeze/casing to 1250 psi/15 mins. with no leak-off. TOOH.

RIH with casing scraper to 1300', O.K. POOH. Tagged sand at 7500'.
Cleaned out to 7545'. Tested casing to 1030 psi; held O.K.
Circulated back sand off RBP. TOOH with RBP. N.D. BOP and spool.
N.U. BOP and tubing head. RIH with seal assembly and latch-in
assembly on 3-1/2" tubing. Landed tubing at 7587.25'. Tested to
1000 psi for 15 mins., o.K. Unlatched seal assenbly and loaded hole
with packer fluid. Stung back into packer and latched in. Pressure
tested to 1000 psi. (Test witnessed by Jim Monroe, BLM, Moab, Utah.)
N.U. tree. Released rig on 4-27-89. Returned to injection on 4-29-
89 at rate of 13,215 MCFD at 2400 psi. Injecting at rate of 14,026
MCFD at 2400 psi on 4-30-89 and 15,200 MCFD at 2400 psi on
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Unocal North American
Oil & Gas Division
Unocal Corporation
14141 Southwest Freeway
Sugar Land, Texas 77478
P.O. Box 4551
Houston, Texas 77210-4551
Telephone (713) 491-7600

UNOCAL®
May 14, 1993

State of Utah
Attn: Mr. Gil Hunt . DMS!DNO
Department of Natural Resources "

["Y
Division of Oil, Gas, & Mining
335 West North Temple
3 Triad Center, Suite 350
Salt Lake City, Utah 84180-1200

RE: Conversion of a Gas Injection
Well to Helium Storage

Dear Mr. Hunt:

As per our conversation in November of 1992, please fmd enclosed capies of the sundry
notice filed with the BLM. The sundry requests permission to convert a gas injection well
at our Lisbon Unit to a helium storage well when reservoir blowdowr commences in July
1993. This conversion requiring no surface or subsurface modificaticns.

If you require any additional information concerning this matter, please call the
undersigned at (713) 287-7280.

Sincerely,

Union Oil Company of California

Tom E. Baiar
Petroleum Engineer

TB/bjt

Printed on 100% Recycled



Form 3160-5 UNITED STATES FORM APPROVED

. June 1990) Budget Bureau No. 1004-4135
DEPARTMENT OF THE INTERIOR Špires:March31,1993

BUREAU OF LAND MANAGEMENT ase Deslanauon ana Senal No.

SUNDRY NOTICES AND REPORTS ON WELLS an.conecor inoe.same

o not use this form for prooosals to drill or to deeoen or reentry to a different reservoir.
Use "APPLICATION FOR PERMIT- for sucn p

t or CA. Agreement Designanon
SUBMIT IN TRIPLICATE

of wou Lisbon Unit
OG ·¯ Gas 8 Well Name and No.well weil - Other

Name of Operator
.

OMSONO API Wen NoUnton Oil Company of California
Aadress ana Teicohone No

14141 SW Freeway, Sugar Land, TX 77478 (7 \3)287-7280 10. Field and PooL or Exploratory Area

- Locanon o 11 Footage. Sec.. T., R.. M.. or Survey Descnonont Lisbon
11. County or Pansh, State

San Juan, Utah

CHECK APPROPRIATE BOX(s) TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

(PE OF SUBMISSION TYPE OF ACTION

Notice of Intent Abandonment Change of Plans

Recompleuon New Construcnon

Subsecuem Repon Plugging Back Non-Routme-Fracinnng

Casmg Repair Water Shut-Off

Final Abandonment Nouce Ahenng Cu Con-n m In
co verting gas injection well to

.

- Other Dispose Water
hote. Reportresultsof multaphecompietsonon Well

Ìlclillill STOf3ge WelÌ CompidionorRecom Reponandl.ogform.)

Descnbe Propose<1or Completed Operanons (Clearly state all oemnent detatis, and give pertment dates. meludmg estunated date of stamng any proposed work. If weil is direenonally dnlled,
give subsurface locanons and measured and true vemcal depths for all markers and zones pemnent to this work.)•

Union Oil Company of California requests permission to convert one of the four gas injection
wells (B-610, B-614, D-84, & D-810) at our Lisbon Unit to a helium storage well when reservoir
blowdown commences in July 1993. At this time, the most likely candidate to be converted is the
Lisbon Unit No. B-610 located in Sec. 10. T30S, R24E. This conversion requires no surface or
subsurface modifications.

During plant start-up, the well will be used to temporarily store helium rich gas. After plant start-

up, the well will be used for temporary helium and/or helium rich gas storage when the helium
' extraction facility is shut-down for repairs or when plant storage capacity is exceeded.

Accepted by De State
of Utah Divis ca of
Oil, Gas and ng
Date: LÍÁ $

l herecy cernry that the foregomg is true ana correct

signeo>sm
,

I;a, Petroleum Engineer oate 3/WS3
:This space for Federal or State office use:

Approved by Federal Appoys; ,, . Title Date
Conditions of approval, if any: Action is Necessary/

de 18 U.S.C. Section 1001, makes it a crune tor any person Knowmgly and wdifully to make to any deparunent or agency of the Umted States any false, ficanous or fraudulent statements
r representauons as to any mauer within its junsdicaon.

'See Instruction on Reverse



Form 3160-5 UNITED STATES FORM APPROVED
(June 1990) DEPARTMENT OF THE INTERIOR Budget Bureau No i 135

BUREAU OF LAND MANAGEMENT 5 inse Designanon and sermiNo
U-014903

SUNDRY NOTICES AND REPORTS ON WELLS o irinuun. Anonce or Tribe same
Do not use this form for proposals to drill or to decoen or reentry to a different reser'oir.

Use "APPLICATION FOR PERMIT-' for such proposals
7. If Umt or CA. Agreement Designauon' SUBMIT IN TRIPLICATE

E TYPe of Well Lisbon UnitOL a O o., 8. Wed Name and No
2 Name of Operamr D-810

Union Oil Company of California . API Wen No.
3 Address and TclophoneNo. 43-037-16471

P.O. Box 760, Moab, Utah 84532 801-686-2236 10. Field and Pool, or Exploratory Area
4 Locanon of Well (Foorage. 5ec.. T.. R., M.. or Survey Description) giggggggppigg

11. County or Parish. State

ISec. 10, T-30-S, R-24-E : San Juan Co., Utah
12 CHECK APPROPRIATE BOX(s TO INDICATE NATURE OF NOTICE, RIIPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF AC ION

Notice of intent Abandonment Change of Plans
O a....,..... O Nw ComuucuonO ... a.,,,, O ri...., s.ca O No-Rotme Fmcmnng
O CamagRepmr O Water Shuteff

O Final Abandonmem Nun Ahemg Caing Convermon m Ingon
O om., O Dispose Water

(Note Reponresultsof muitspiccompicuononWell
Compictson or Recompienen Repon and Log torm i

13 Describe Proposed or Completed Operanons (Clearly state all perunent daraus. and give pertinent dates, including esumated date of starung any proposed work. If well is direcuonally drilled.give subsurface locanons and measured and true vertical depths for all markers and zones pertinent to this work.)*

Union Oil Company of California dba Unocal requests a dual status for Lisbon Unit well
#D-810R. This is a reinjection well for the Lisbon Plant. When not used as reinjection
it will flow gas to I.isbon Plant as well #D-810. Site equipment will include a 3 phase
separator, electronic and mechanical gas matering equipment. The present metering for
reinjectg a gas well #D-810 R will be left in place. See attached site drawing.

Accepted by the State
of Utah Division of
Oil, Gas anci ng
Date: 7

14. I hereby ce in

Title Date
(This space for ralAr State..office use)

Approved by Title Manat•r o.teCondinons of app . if any:

Tule 18 U.S.C. Secnon 1001. makes a a cnme tor any person imowmgly ana wdlfully to make to any department or agency of the Umted States any false. ñctmous or fraudulem statementsor represemanons as to any mauer within its wrisdicuon

*See instruction on Reverse
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Dual Status (Producing/Injection)
Union Oil Company of California
Well No. D-810
Sec. 10, T. 30 S., R. 24 E.
San Juan County, Utah
Lisbon Unit(Lease U-014903)

CONDITIONSOF APPROVAL

1. Notifythis office by sundry notice (Form 3160-5) anytimethe well's status
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Form 3160-5 UNITED STATES l FORM APPROVED
(June 1990) DEPARTMENT OF THE INTERIOR Budget Bureau No. 1004-0135

Expires: March 31, 1993
BUREAU OF LAND MANAGEMENT 5. Lease Designation and Serial No.

U-014903
SUNDRY NOTICES AND REPORTS ON WELLS 6. If Indian. Allottee or Tribe Name

Do not use this form for proposals to drill or to decoen or reentry to a different reservoir.
Use "APPLICATION FOR PERMIT-' for such proposals

SUBMIT IN TRIPLICA TE
7. It unitor cA. Agreement Designanon

1. Type of Well Lisbon Unit
O °w"a O GWae

i Oder 8. Well Name and No.
2. Name of Operator D-810

Union Oil Company of California 9. API Well No.
3. Address and Telephone No. 43-037-16471

P.O. Box 760, Moab Utah 84532 (801) 686-2236 10. Field and Pool, or Exploratory Area
4. Location of Well (Footage. Sec., T., R.. M.. or Survey Description) Mississippian

1l. County or Parish, State

Sec. 10, T-30-S, R-24-E
San Juan Co. Utah

12. CHECK APPROPRIATE BOX(s) TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION

Notice of Intent Abandonment Change of Plans
Recompletion New ConstructionO Subsequent Repon Plugging Back Non-Routine Fracturing
Casing Repair Water Shut-Off

O Final Abandonment Notice Mering Caing Convemon to Injection
Other Ÿirst ŸTOductio Dispose water

(Note: Reportresultsof multiplecompletionon Weil
Completion or Recompletion Report and Log term i

13. Describe Proposed or Completed Operations (Clearly state all pertinent details, and give pertinent dates, including estimated date of starting any proposed work. If well is directionally drilled.give subsurface locations and measured and true vertical depths for all markers and zones pertinent to this work.)*

Union Oil Co. of California, dba Unocal, gives notice that on 2-27-96, Lisbon Unit

well D-810 was put on production. D-810-R, reinjection has ceased.

DEC19 1996

DIV.OFOlL,GAS&MINING

14. I hereby certi that the fore ng is true and correct

Signed Title f Date
(This space for Federal or State office Br2nCÍlOf FluidMinerals
Approved by Title i<#r Î DateConditions otapproval, if any:

Title 18 U.S.C. Section 1001, makes it a crime for any person knowingly and willfully to make to any department or agency of the United States any false, fictitious or fraudulent statementsor representations as to any matter within its jurisdiction.

*See instruction on Reverse
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Dual Status (Producing/Injection)
Union Oil Company of California
Well No. D-810
Sec. 10, T. 30 S., R. 24 E.
San Juan County, Utah
Lisbon Unit (Lease U-014903)

CONDITIONSOF APPROVAL

1. Notifythis officeby sundry notice (Form 3160-5) anytimethe well's status



Form 3160-5 UNITED STATES ORM APPROVED
:June ¡990) DEPARTMENT OF THE INTERIOR 'ire Mac.31

9943m

BUREAU OF LAND MANAGEMENT 5 Lease Designanon and Senal No.

U-014903SUNDRY NOTICES AND REPORTS ON WELLS e it indian. Anottee or tone same
Do not use this form for proposals to orill or to decoen or reentry to a different reservoir.

Use-APPLICATION FOR PERMIT-" for such proposals

If Umt or CA. Agreement Designation
SUBMIT IN TRIPLICATE

E Type of well Lisbon Unit
11

GWaesil
Other 8. Well Name and No.

.. Name of Operator D-810
Union Oil Company of California 9 API Well No.

3 Address and Telephone No 43-037-16471
P.O. Box 760, Moab Utah 84532 (801) 686-2236 10. Field and Pool. or Exploratory Area

4 Location of Well (Footage. Sec.. T.. R., M.. or Survey Description Mississippian
11. County or Parish. State

Sec. 10, T-30-S, R-24-E
San Juan Co. Utah

CHECK APPROPRIATE BOX(s) TO 'NDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION

Notice of Intent Abandonment L- Change of Plans
Recompiction New Construction

ubsequent Report Plugging Back Non-Routine Fracturing
Casing Repair Water Shut-OffO Final Abandonment Notice Altermg Casing Convemon to Injection
Other FirSt Production Dispose Water

(Note: Reportresultsof multipiccompletiononWell
Compleuon or Recompletton Report and Log form.I

13 Describe Proposed or Completed Operations (Clearly state all pertment detaus, and give pertinent dates. including estimated date of starting any proposed work. If well is directionally drilledgive subsurface locations and measured and true vertical depths for all markers and zones pertinent to this work.)*

Union Oil Co. of California, dba Unocal, gives notice that on 2-27-96, Lisbon Unit

well D-810 was put on production. D-810-R, reingeetion has ceased.

DV.OFO!L,GAS&

Sihenreby c fo

Title Date
(This space for Federal or State office use i BranchofFluidMinerals
Approved by Title r, icfr Î DateConditions of approval, if any:

Title 18 U.S.C. Section 1001, makes it a cnme for any person knowingly and willfully to make to any department or agency of the United States any talse. fictitious or fraudulent statemeneor representations as to any matter within ns junsdiction.

'See instruction on Reverse





Division of Oil, Gas and Mining
ROUTING

OPERATOR CHANGE WORKSHEET
2. CDW
3. FILE

Change of Operator (Well Sold) Designation of Agent/Operator

X Change of Name Merger

The operator of the well(s) listed below has changed, effective: g./g‡¾g
FROM: (Old Operator): TO: ( New Operator):
N9885-Tom Brown, Inc. N2175-EnCana Oil & Gas (USA) Inc.

555 17th St, Suite 1850 370 17th St, Suite 1700
Denver, CO 80202 Denver, CO 80202

Phone: 1-(720) 876-5157 Phone: l-(720) 876-5068

CA No. Unit: LISBON

WELL(S)
NAME SEC TWN RNG API NO ENTITY LEASE WELL WELL

NO TYPE TYPE STATUS
LISBON C-94 04 300S 240E 4303716247 8123 Federal OW S
LISBON UNIT D-84 04 300S 240E 4303716250 8123 Federal OW P
LISBON B-84 04 300S 240E 4303730054 8123 Federal OW S
LISBON B-94 04 300S 240E 4303730695 8123 Federal OW S
LISBON C-69 09 300S 240E 4303716245 8123 Federal OW S
LISBON D-89 09 300S 240E 4303716251 8123 Federal OW P
LISBON C-99 09 300S 240E 4303730693 8123 Federal OW P
NW LISBON USA A-2 (D-810) 10 300S 240E 4303716471 8123 Federal GW P
LISBON C-910 I 10 300S 240E 4303731805 12892 Federal D PA
LISBON B912 12 300S 240E 4303715769 8123 Federal OW S
LISBON A-713A 13 300S 240E 4303716236 8123 Federal GW PA
LISBON B-613 13 300S 240E 4303716240 8123 Federal OW S
NW LISBON USA B-1 (B-614) 14 300S 240E 4303716468 8123 Federal OW P
LISBON B-814 14 300S 240E 4303730082 8123 Federal OW S
LISBON B-615 15 300S 240E 4303715123 8123 Federal OW P
LISBON A-715 15 300S 240E 4303716237 8123 Federal WD A
NW USA D-1 (B-624) 24 300S 240E 4303716516 99990 Federal WD A

OPERATOR CHANGES DOCUMENTATION
Enter date after each listed item is completed
1. (R649-8-10) Sundry or legal documentation was received from the FORMER operator on: 1/27/2005
2. (R649-8-10) Sundry or legal documentation was received from the NEW operator on: 1/27/2003

3. The new company was checked on the Department of Commerce, Division of Corporations Database on: 2/23/2005
4. Is the new operator registered in the State of Utah: YES Business Number: 5053175-0143
5. If NO, the operator was contacted contacted on:

6a. (R649-9-2)Waste Management Plan has been receivedon: In PLACE
6b. Inspections of LA PA state/fee well sites complete on: n/a

Encana 5 FORMB.xls



7. Federal and Indian Lease Wells: The BLM and or the BIA has approved the merger, name change,
or operator change for all wells listed on Federal or Indian leases on: BLM not yet BIA

8. Federal and Indian Units:
The BLM or BIA has approved the successor of unit operator for wells listed on: n/a

9. Federal and Indian Communization Agreements ("CA"):
The BLM or BIA has approved the operator for all wells listed within a CA on: äfè

10. Underground Injection Control ("UIC") The Division has approved UIC Form 5, Transfer of Authority to

Inject, for the enhanced/secondary recovery unit/project for the water disposal well(s) listed on: n/a

DATA ENTRY:
1. Changes entered in the Oil and Gas Database on: 2A247000#

2. Changes have been entered on the Monthly Operator Change Spread Sheet on: 2/24/2005

3. Bond information entered in RBDMS on: 2/kil/4005

4. Fee/State wells attached to bond in RBDMS on: ,MW

5. Injection Projects to new operator in RBDMS on: MOOS

6. Receipt of Acceptance of Drilling Procedures for APD/New on: n/a ,

FEDERAL WELL(S) BOND VERIFICATION:
1. Federal well(s) covered by Bond Number: EE1005

INDIAN WELL(S) BOND VERIFICATION:
1. Indian well(s) covered by Bond Number: ala

FEE & STATE WELL(S) BOND VERIFICATION:
1. (R649-3-1) The NEW operator of any fee well(s) listed covered by Bond Number RLBOOO7875

2. The FORMER operator has requested a release of liability from their bond on: n/a
'

The Division sent response by letter on: n/a

LEASE INTEREST OWNER NOTIFICATION:
3. (R649-2-10) The FORMER operator of the fee wells has been contacted and informed by a letter from the Division

of their responsibility to notify all interest owners of this change on: n/a

COMMENTS:
Merger and rider of bond from Tom Brown, Inc.

Encana 5 FORM B.xis
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FORM 9 STATE OF UTAH
DIVISION OF OIL, GAS AND MINING 5. Izase Designationand ScrialNo.

SUNDRY NOTICES AND REPORTS ON WELLS 6. If Indian, Allotte or Tribe Name
Deustusethis famforpopmaisteëilinsw walls, dupenedsdas wells.or tereenterpluggedaimisbudmedmils.

UseAPPLICATIONPORPERMIT TO DRILL ORDEBPENformfor suchpro sals 7. Unit AgreementName

1. Type of Well 8. Wel1Nameand Number
O oilweil O Gas Well Other

|Contact: Jane Washburn 9. API Well Number2. Name of Operator: EnCana Oil & Gas (USA) Inc.
...................rr.. l...r..ai..inna Phone: 720/876-5431

3.Addressand Telephone No. 10. Field and Pool, or ExploratoryArea
370 Seventeenth Street, Suite 1700, Denver, CO 80202

4. lacation of Well
Footages: SEE ATTACHED LIST OF WELLS County:
QQ,SecT,R,M: State:

11. CHECK APPROPRIATE BOX(ES) TO INDICATELATURE OF NOTICE, REPORT, OR OTHER DATA
NOTICE OF INTENT SUBSEQUENT REPORT

(Submit in Duplicate) (Submit Original Form Only)
O Abandon O New Cmnstmction O Abandon* O New Constmction
O nepaircasing O Puller Airercasino O nepaircasing O runor mercasing
O Change Plans O necompi* O Change Plans O necomplete
O cavertto Inwion O neverrot• O convertto ingion O a.perforate
O Fracture Tseat or Acidire O ventor Fia'e O Fracture Treat or me Ü Vent or Fla e
O muplemoi.uon O Water Shut-O Water Shut-OW

O Other Other
Chan¶,eof Operator

Approximate date work will start Date of work completion
Reportmulls of MultipleCompletionsamlRecampkticasto diffematreservoirs
onWELLCOMPLETIONORRECOMPLEHONREPORTANDLOGfonn.
* Must be accompanied by a cement verificadon report.

D. Ducribe Proposedor compiciedOpemion(clearlystateaDpeninentdetails,incindingestimated startingdeinof anyproposed workandapproximale duraticathereo£
Ethe proposal is to deepcadiraclicaaDyor recomplainhorizoolaHy,give subsurfacelocationsandmeasured amltmo verlical depds afai pertincatmarkers and soms.

Anachthe Bondunderwhichtheworkwiu be per rmedor provide the BondNo.on filewiikthe BLM/BIA.Requiredsubsequentreporis shai be fdedwidiin 30days
foHowingcompletionofthe involvedoperations.Ethe operationresuks ina makiplemmplelica or recompleiion ina newinierval,A form3160-4shaMbe fdedonce
taily has beencampicimLFinal AbandonmentNoticesstiaB be fucdonly aner au requiremcats,includingreclamation,havebocacompleted,and theoperator has
detmninedthat the siteis ready forSaal inspection.)

Nf 8'35 Naf/W
The merger of Tom Brown, Inc. with EnCana Oil & GasÏUSA) Inc. was effective January 1, 2005.
It is, therefore,requested that the Operatorof all properties on the attached list be changed '
from Tom Brown, Inc. to EnCanaOil & Gas (USA) Inc RECE iVED

JAN2 / 2M
DIVCF01. GAS&MINING

is.
Name(Printed/Typed) Title

Jane Washburn r OperationsEngineeringTech
Signature bate

01/24/2005
(Thisspacef use

APPROVED,,...ga / As~

DivisionofON,Gasd mg
EarleneRusseß,



tombrown to encana.xl:
well name sec twsp rng api entity lease well stat flag unit name lease num ytr qtr td md d apd op no
BIG INDIAN 36-42 36 290S 240E 4303731827 State GW APD ST-UT-37067 SESW 5750 N9885
FEDERAL 14-18 18 250S 060E 4301530060 436 Federal NA PA UTU-69447 SWSW N9885
NW USA D-1 (B-624) 24 300S 240E 4303716516 99990 Federal WD A UTU-070034 NENW N9885
FEDERAL 15-25 25 290S 230E 4303730317 4776 Federal GW S UTU-986 SWSE N9885
BIG INDIAN 35-24 35 290S 240E 4303731829 14409 Federal GW DRL C UTU-077077 SENE N9885
BIG INDIAN 27-34 27 290S 240E 4303731828 Federal GW APD C N9885

BIG INDIAN UNIT 1 33 290S 240E 4303716219 8122 Federal OW S BIG INDIAN UTSL-067131 SENE N9885
BIG INDIAN 4 14 300S 250E 4303716221 8124 Federal GW TA BIG INDIAN UTSL-089097 SWSW N9885
BIG INDIAN 34-11 34 290S 240E 4303731818 14004 Federal D PA C BIG INDIAN UTU-Ol4905 NWNW N9885

BULL HORN U 10-43 10 300S 250E 4303731831 14393 Federal GW DRL C BULL HORN UT-73190 SWSE N9885

LISBON B-615 15 300S 240E 4303715123 8123 Federal OW P LISBON UTU-09179 NENW N98
LISBON FED 2-21F 21 300S 250E 4303715768 4l0 Federal GW S LISBON UTU-094674 SENW N98L
LISBON B912 12 300S 240E 4303715769 8123 Federal OW S LISBON UTU-06922 SESW N9885
LISBON A-713A 13 300S 240E 4303716236 8123 Federal GW PA LISBON UTSL-070034 SWNW N9885
LISBON A-715 15 300S 240E 4303716237 8123 Federal WD A LISBON UTU-020691A SWNW N9885
LISBON B-613 13 300S 240E 4303716240 8123 Federal OW S LISBON UTSL-070034 NENW N9885
LISBON C-69 09 300S 240E 4303716245 8123 Federal OW S LISBON UTU-09179 NWNE N9885
LISBON C-94 04 300S 240E 4303716247 8123 Federal OW S LISBON UTU-66582 SWSE N9885
LISBON UNIT D-84 04 300S 240E 4303716250 8123 Federal OW P LISBON UTU-015445 NESE N9885
LISBON D-89 09 300S 240E 4303716251 8123 Federal OW P LISBON UTU-Ol5445 NESE N9885
NW LISBON USA B-1 (B-614) 14 300S 240E 4303716468 8123 Federal OW P LISBON UTSL-070008A NENW N9885
NW LISBON USA A-2 (D-810) 10 300S 240E 4303716471 8123 Federal GW P LISBON UTU-14903 NESE N9885
LISBON B-84 04 300S 240E 4303730054 8123 Federal OW S LISBON UTU-09179 NESW N9885
LISBON B-814 14 300S 240E 4303730082 8123 Federal OW S LISBON UTSL-070008A NESW N9885
LISBON C-99 09 300S 240E 4303730693 8123 Federal OW P LISBON UTU-09179 SWSE N9885
LISBON B-94 04 300S 240E 4303730695 8123 Federal OW S LISBON UTU-Ol5445 SESW N9884
LISBON C-910 I 10 300S 240E 4303731805 12892 Federal D PA LISBON UTU-0141903 SWSE N98(
LISBON D-616 16 300S 240E 4303715049 8123 State OW P LISBON ML-13692 NENE 9120 9120 N9885
LISBON B-616 16 300S 240E 4303716242 8123 State OW S LISBON ML-8366 NESW 8689 8689 N9885
BELCO ST 4 (LISBON B-816) 16 300S 240E 4303716244 8123 State WD A LISBON ML-8366 NESW 8730 9100 N9885
LISBON UNIT D-716 16 300S 240E 4303731034 8123 State OW P LISBON ML-13692 SENE 8794 8775 N9885

LISBON U B-610 10 300S 240E 4303716469 8123 Federal OW P LISBON (MCCRACKEN) UTU-014903 NENW N9885
LISBON U B-610 10 300S 240E 4303716469 9740 Federal OW P LISBON (MCCRACKEN) UTU-014903 NENW N9885
LISBON U D-610 10 300S 240E 4303730694 9740 Federal GW P LISBON (MCCRACKEN) UTU-014903 NENE N9885
LISBON UNIT A-911 11 300S 240E 4303731014 9740 Federal GW P LISBON (MCCRACKEN) UTSL-070008A SWSW N9885
LISBON C-910 10 300S 240E 4303731323 9740 Federal OW P LISBON (MCCRACKEN) UTU-Ol4903 SWSE N9885
LISBON B-614A 14 300S 240E 4303731351 9740 Federal OW TA LISBON (MCCRACKEN) UTSL-070008A NENW N9885
LISBON B-810 10 300S 240E 4303731433 9740 Federal OW P LISBON (MCCRACKEN) UTU-014903 NESW N9885
LISBON (MCCRACKEN) D-615 15 300S 240E 4303731817 Federal OW LA LISBON (MCCRACKEN) N9885
LISBON (MCCRACKEN) A-610 10 300S 240E 4303731821 Federal OW LA LISBON (MCCRACKEN) N9885



Defaware
PAGE 1

'The first State

I, EARRIET SMITH WINDSOR, SECRETARY OF STATE OF THE STATZ OF

DZLAmaRE, DO REREBY CZRTIFY TEE ATTACBZD IS A TRUE AND CORRECT

COPY OF TBZ CERTIPTCATE OF MERGER, WHICE MERGES:

"TBI PIPELINZ COMPANY", A DZLAWARE CORPORATION,

"TBI WßST VIRGINIA, INC.", A DZLAWARE CORPORATION,

"TOM BROWN, INC. ", A DZLAWARZ CORPORATION,

WITH AND INTO "ZNCANA OIL & GAS (USA) INC." DNDER THE NAME

OF "ENCANA OIL & GAS (USA) INC.", A CORPORATION ORGANIZED AND

EXISTING UNDER THZ LAWS OF TEE STATZ OF DELAWARE, AS RECZIVZD

AND FILED IN THIS OFFICZ TRE TWENTY•-SZCOND DAY OF DECEMBZR, A.D.

2004, AT 6:15 O'CLOCK P.M.

AND I DO RERZBY FURTHER CESTIPY THAT TEZ ZFFZCTIVZ DATZ OF

THE AFORESAID CZRTIFICATE OF MERGER IS TBE FIRST DAY OF JANUARY,

A.D. 2005.

A FILZD COPY OF TBIS CERTIFICATZ BAS BZZN FORWARDED TO THE

NEÑF CASTLE CÒUNTY RECORDER OF DZZDS .

HarrietSmithWindsor,Secretaryof State

2137895 0100M AUTERNTICATION: 3504595

040934710 DATE:
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E'IrÆD 06:15 PM 004

SRV 040934710 - 213 E'1IE

STATE OF DELAWARE
CERTIFICATE ÓP MERGER OF

DOMESTIC CORPORATIONS

Persuant to Title 8, Section 251(c) of the Delaware General CorporationLaw, the

undersignedcorporation executedthe followingCertificateof Merger:

FIRST: The name of the surviving corporationis EnCanaOil & Gas (USA) Inc.. and the

namesand jurisdictionsof the corporations being mergedinto this survivingcorporation

are as follows:

Name
JurisdictionofIncorporatíon

Tom Brown, Inc. .

Delaware corporation

TBI Pipeline Company Delawarecorporation

TBI West Virginia, Inc. Delawarecorporation

SECOND: The Agreement and Plan of Mergerhas been approved,adopted, certified,

executed and acicnowledgedby each of the constituentcorporatíons.

THIRD: The name of the surviving corporation in EnCanaOil & Gas (USA) Inc., a

Delaware corporation.

FOURTH: The Certificate of Incorporationof the surviving corporation shall be its

Certificateof Incorporation.

FIFTH: The merger is to become effectiveon January 1, 2005.

SIXTH: The Agreement and Plan of Merger is on file at 950 17' Street, Suite

2600, Denver,Colorado80202, the place of business of the surviving corporation.

SEVENTH: A copy of the Agreement and Plan of Merger will be furnished by the

surviving corporation on request, without cost, to any stockholder of the constituent

corporations.

IN WITNESS WHEREOF,said survivingcorporationhas caused this certificate to be

signedby an authorized officer,the 17thday of December,A.D, 2004.

ENCANAOIL & GAS (USA)JNC,

27'
Ma/A. Viviano,Secretary

Q:\EttCareA282412004CorporateiteorganintionWrojoetDhcWtxtsPiNog



STATE OF UTAH UIC FORM 5

DEPARTMENTOF NATURALRESOURCES
DIVISIONOF OIL,GAS AND MINING

TRANSFER OF AUTHORITY TO INJECT
Well Name and Number API Number

Lisbon D-810 4303716471

Location of Well Field or Unit Name

Footage: þÿÿ S I count,.Utl JUnti LISBON
Lease Designationand Number

QQ, Section, Township, Range: 24 State : UTAH UTU-014903

EFFECTIVE DATE OF TRANSFER: 1/1/2005

CURRENT OPERATOR

Company: Tom Brown, Inc· Name: Darrin Henke

Address: 555 17th Street, Suite 1850 Signature:

city Denver state CO zip 80202 Title: Attorney-in-fact

Phone: (720) 876-5157 Date: 2/17/2005

Comments:

NEW OPERATOR

Company: EnCana Oil &Gas (USA) Inc. Name: Doug VanSteelandt

Address: 370 17th Street, Suite 1700 Signature: Û¾ ,

city Denver state CO zip 80202 Title: Attorney- -fact

Phone: (720) 876-5068 Date: 2/17/2005

Comments:

(This space for State use only)

Transfer approved by:
.

Approval Date:

Title:

Comments: ' RECEIVED

MMÝ 702- <
FEB23 2005

DNOFOlL,GAS&MINING



Division of Oil, Gas and Mining ROUTING
OPERATOR CHANGE WORKSHEET (for state use only) CDW

X - Change of Operator (Well Sold) Operator Name Change/Merger
The operator of the well(s) listed below has changed, effective: 5/14/2010

FROM: (oldOperator): TO: ( New Operator):
N2175-EnCana Oil & Gas (USA) Inc. N3670-Patara Oil & Gas, LLC

370 17th Street, Suite 1700 333 Clay Street, Suite 3960
Denver, CO 80202 Houston, TX 77002

Phone: 1 (303) 623-2300 Phone: 1 (713) 357-7171

CA No. Unit: LISBON
WELL NAME SEC TWN RNG API NO ENTITY LEASE TYPE WELL WELL

NO TYPE STATUS
SEE ATTACHED

OPERATOR CHANGES DOCUMENTATION
Enter date after each listed item is completed
1. (R649-8-10) Sundry or legal documentation was received from the FORMER operator on: 5/11/2010
2. (R649-8-10) Sundry or legal documentation was received from the NEW operator on: 5/11/2010
3. The new company was checked on the Department of Commerce, Division of Corporations Database on: 5/11/2010
4a. Is the new operator registered in the State of Utah: Business Number: 7655540-0161
5a. (R649-9-2)Waste Management Plan has been received on: * * requested 9/27/10
5b. Inspections of LA PA state/fee well sites complete on: * * requested 9/27/10
5c. Reports current for Production/Disposition & Sundries on: ok
6. Federal and Indian Lease Wells: The BLM and or the BIA has approved the merger, name change,

or operator change for all wells listed on Federal or Indian leases on: BLM not yet BIA
7. Federal and Indian Units:

The BLM or BIA has approved the successor of unit operator for wells listed on: 6/28/2010 & 9/2/2010
8. Federal and Indian Communization Agreements ("CA"):

The BLM or BIA has approved the operator for all wells listed within a CA on: n/a
9. Underground Injection Control ("UIC") Division has approved UIC Form 5 Transfer of Authority to

Inject, for the enhanced/secondary recovery unit/project for the water disposal well(s) listed on: 6/29/2010
Lisbon B-816 only

DATA ENTRY:
1. Changes entered in the Oil and Gas Database on: 9/14/2010
2. Changes have been entered on the Monthly Operator Change Spread Sheet on: 9/14/2010
3. Bond information entered in RBDMS on: 9/14/2010
4. Fee/State wells attached to bond in RBDMS on: 9/14/2010
5. Injection Projects to new operator in RBDMS on: 9/14/2010
6. Receipt of Acceptance of Drilling Procedures for APD/New on: 5/11/2010
BOND VERIFICATION:
1. Federal well(s) covered by Bond Number: UTBOOO428
2. Indian well(s) covered by Bond Number: n/a
3a. (R649-3-1) The NEW operator of any state/fee well(s) listed covered by Bond Number RLB0013207

& BOO6008
3b. The FORMER operator has requested a release of liability from their bond on: not yet
LEASE INTEREST OWNER NOTIFICATION:
4. (R649-2-10) The NEW operator of the fee wells has been contacted and informed by a letter from the Division

of their responsibility to notify all interest owners of this change on: n/a

COMMENTS:

Patara (Lisbon) FORM A.xls



STATE OF UTAH FORM 9
DEPARTMENTOF NATURAL RESOURCES

DIVISIONOF OlL, GAS AND MINING 5. LEASEDESIGNATIONANDSERALNUMBER:

SUNDRY NOTICES AND REPORTS ON WELLS 6. IFINDIAN,ALLOTTEEORTRIBENAME:

7. UNTTor CA AGREEMENTNAME:Do notuse this form for proposals to drillnewwells, significantlydeepen existing wells below current bottom-hole depth, reenter plugged wells,or to
drillhorizontal laterals. Use APPLICATIONFOR PERMITTO DRILLform for such proposals.

1. TYPE OF WELL 8. WELL NAMEand NUMBER:OIL WELL GAS WELL OTHER

2. NAMEOF OPERATOR: 9. API NUMBER:
ENCANA OIL & GAS (USA) INC.

3. ADDRESSOF OPERATOR: PHONE NUMBER: 10. FIELDAND POOL, OR WILDCAT:
370 17th Street, Suite 1700 Denver CO 80202 (303) 623-2300

4. LOCATIONOF WELL

FOOTAGES AT SURFACE: See Attached List COUNTY:

QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:
UTAH

11. CHECKAPPROPRIATE BOXES TO INDICATENATUREOF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION

ACIDIZE DEEPEN REPERFORATE CURRENT FORMATIONNOTICE OF INTENT
(Submit in Duplicate) ALTER CASING FRACTURETREAT SIDETRACKTO REPAIR WELL

Approximate date work willstart CASING REPAIR NEW CONSTRUCTION TEMPORARILYABANDON

CHANGETO PREVIOUS PLANS OPERATOR CHANGE TUBINGREPAIR

CHANGE TUBING PLUG ANDABANDON VENT OR FLARE

SUBSEQUENT REPORT CHANGE WELLNAME PLUG BACK WATER DISPOSAL(Submit Original Form Only)
CHANGEWELLSTATUS PRODUCTION (START/RESUME) WATERSHUT-OFF

Date of work completion:

O COMMINGLEPRODUCING FORMATIONS RECLAMATIONOF WELLSITE OTHER:

CONVERT WELLTYPE RECOMPLETE - DIFFERENT FORMATION

12 DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Effective May 4, 2010 Patara Oil & Gas LLC, 333 Clay Street, Suite 3960, Houston, TX 77002, will take over completions and
operations and is designated as agent operator for the subject wells on the attached list.

Bond coverage for all vities will be covered by Patara's BLMStatewide Oil & Gas Bond No. UTBOOO428 and UDOGM Bond
No. Pending. (p ÔQ
Patara Oil , L Kinc non, Vice-P ent, Land & Business Developrnent $$ ŸÖ
Signature Date 5/4/2010

NAME(PLEASE PRINT) Ric D. Gallegos
TITLE

Attorney-in-Fact

SIGNATURE DATE 5/4/2010

(This space for State use only)

APPROVED / / RECEIVED

(5/2000) (See Instructions on Reverse Side)
Divmon of Oil,GasandMining '

EarleneRussell, EngineeringTechnician DIV.OFOIL,GAS&



ENCANAO-G (N2175) to PATARAO-G (N3670)
eñective May4,2010

LISBON UNIT

well name sec twp rng api entity lease well stat C
LISBON D-616 16 300S 240E 4303715049 8123 State OW S
LISER3>IB-615 15 300S 240E 4303715123 8123 Fedend CA¥ P
LISBON B912 12 300S 240E 4303715769 8123 Federal OW S
LISBON A-715 15 300S 240E 4303716237 8123 Federal WD I
LISBON B-613 13 300S 240E 4303716240 8123 Federal OW S
LISBON B-616 16 300S 240E 4303716242 8123 State OW S
BELCO ST 4 (LISBON B-816) 16 300S 240E 4303716244 8123 State WD A
LISBON C-69 09 300S 240E 4303716245 8123 Federal OW S
LISERJNC-94 04 300S 240E 4303716247 8123 Federed CA¥ S
LISBON UNIT D-84 04 300S 240E 4303716250 8123 Federal OW P
LISBON D-89 09 300S 240E 4303716251 8123 Federal OW S
NW LISBON USA A-2 (D-810) 10 300S 240E 4303716471 8123 Federal GW P
LISBONB-84 04 300S 240E 4303730054 8123 Federal OW S
LISEM3blB-814 14 300S 240E 4303730082 8123 Fedend TVI) At
LISBON C-99 09 300S 240E 4303730693 8123 Federal ,OW IS
LISBON B-94 04 300S 240E 4303730695 8123 Federal OW S
LISBONUNIT A-911 11 300S 240E 4303731014 8123 Federal GW P
LISBON UNIT D-716 16 300S 240E 4303731034 8123 State OW S
LISBON C-910 10 300S 240E 4303731323 8123 Federal OW S
LISBONB-614A 14 300S 240E 4303731351 8123 Federal .OW .S
LISBON B-810 10 300S 240E 4303731433 8123 Federal OW P

1



United States Department of the Interior
BUREAU OF LAND MANAGEMENT

H 3 Utah State Office YAKE RI
P.O. Box 45155 AM

Salt Lake City, UT 84145-0155
http://www.blm.govlut/stlen.html

IN REPLY REFER TO
3180
UT-922

June 28, 2010

David M. Laramie
Patara Oil & Gas, LLC
621 17thStreet, Suite 1345
Denver, CO 80293

Re: Successor Operator
Lisbon Unit, UTU63037O
San Juan County, Utah

Dear Mr. Laramie:

On June 25, 2010, we received an indenture dated May 4, 2010, whereby EnCana Oil&Gas (USA),
Inc. resigned as Unit Operator and Patara Oil & Gas, LLC was designated as Successor Unit
Operator for the Lisbon Unit, San Juan County, Utah. The indenture was executed by both parties
and the signatory parties (working interest owners) have complied with Sections 5 and 6 of the unit
agreement.

The instrument is hereby approved effective June 28, 2010. In approving this designation, the
Authorized Officer neither warrants nor certifies that the designated party has obtained all required
approval that would entitle it to conduct operations under the Lisbon Unit Agreement.

Your statewide oil and gas BLM Bond No. UTBOOO428will be used to cover unit operations.

It is requested that you notify all interested parties of the change in unit operator. Copies of the
approved instruments are being distributed to the appropriate Federal offices, with one copy
returned herewith.

Ifyou have any questions, contact Leslie Wilcken of this office at (801) 539-4112.

Sincerely,

RECE!VED
/s/Roger L. Bankert

Roger L. Bankert
Û2ÛÍÛ Chief, Branch of Minerals

Enclosure DEOF01 GAS&
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STATE OF UTAH . FORM 9
DEPARTMENT OF NATURALRESOURCES

DIVISIONOF OIL, GAS AND MINING 5. LEASEDESIGNATIONANDSERIALNUMBER:
U-014903

6. IF INDIAN,ALLOTTEEOR TRIBE NAMESUNDRY NOTICES AND REPORTS ON WELLS
7. UNITor CA AGREEMENT NAME:

Do not use thisform for proposals to drill new wells, significantly deepen existing wells below current bottom-hole depth, reenter plugged wells, ort° Lisbon Unitdrill horizontal laterals. Use APPLICATION FOR PERMIT TO DRILLform for such proposals.
1. TYPE OF WELL 8. WELL NAMEand NUMBER:

OIL WELL GAS WELL 2 OTHER Lisbon D-810
2. NAMEOF OPERATOR: 9. API NUMBER:

Patara Oil and Gas, LLC 4303716471
3. ADDRESS OF OPERATOR: PHONE NUMBER: 10. FIELD AND POOL, OR WILDCAT:
600 17th St., Suite 1900S Y Denver STATE CO ZIP 80202 (303) 563-5369 Lisbon

4. LOCATIONOF WELL

FOOTAGES AT SURFACE: COUNTY: San Juan

QTR/QTR, SECTION, TOWNSHIP, RANGE, MERII3]AN: STATE:
UTAH

ii. CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION

,
ACIDIZE DEEPEN REPERFORATE CURRENT FORMATION

NOTICE OF INTENT
(Submit in Duplicate) ALTER CASING FRACTURE TREAT SIDETRACKTO REPAIR WELL

Approximate date work willstart: CASING REPAIR NEW CONSTRUCTION TEMPORARILYABANDON

CHANGE TO PREVIOUS PLANS OPERATOR CHANGE TUBING REPAIR

CHANGE TUBING PLUG ANDABANDON VENT OR FLARE

O SUBSEQUENT REPORT CHANGE WELL NAME PLUG BACK WATER DISPOSAL
(Submit Original Form Only)

CHANGE WELLSTATUS PRODUCTION (START/RESUME) WATER SHUT-OFF
Date ofwork completion:

COMMINGLEPRODUCING FORMATIONS RECLAMATION OF WELLSITE OTHER: Dual complete in
CONVERT WELLTYPE RECOMPLETE - DIFFERENT FORMATION McCracken / Miss.

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Patara Oil & Gas, LLC proposes to workover the Lisbon D-810 well to repair a casing leak and dually complete the well in the
Mississipian and McCracken formations. The well is currently a Mississipian gas producer with the McCracken oil zone
temporarilyplugged off beneath a packer capped with cement. A mechanical integrity test was performed on the annulus and it
failed, indicating a casing leak.

A proposed workover procedure is attached along with the current & proposed wellbore schematics, log section, production
plots and proposed frac procedure. In summary Patara will repair the casing leak, cut out the packers over the Mississippian
and McCracken formation, install a new packer over the McCracken, fracture stimulate the McCracken interval (8254 - 8330'
OA) via a 3 1/2" frac string, dually completethe McCracken with the Mississippian interval (7688 - 7980' OA) using a dual
packer to isolate the zones. The McCracken oil formation willbe gas lifted using gas liftvalves installed during the workover.

consemoopsanon RECEIVED
osa Lg· 2 2b II JUN16 2011
Initiale:
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NAME(PLEASE PRINT) John rn TITLE Production Manager

SIGNATURE DATE 5/20/2011

(This space for State use only)
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(5/2000) eÙnstructionson Reverse
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WELLBORE D I A GR A M operator: Tom Brown, Inc.
Well Name: Lisbon D-810

Lease Number:
Surface Loc: 1895' FSL, 755' FEL Location: NESE Sec 10-T30S-R24E

Field: Lisbon
County: San Juan County,UT

FORMATIONS API Number: 43-037-16471

Diagram Date: 04/16/2004

Mississippian 7660' M
McCracken 8244'

-- GL 6631'

Well History

) ) Spud Date 6/25/1960
( ( TD Reached
) ) Rig Released 09/07/1960
( ( Completion Date

Cmt'd w/800 sx (

) ) Sqzd hole in csg @ 1150' (4/89)
( ( #1 220 sx "B" Cmt
) ) #2 250 sx cmt

RECEIVED

DIV.0FOlL,GAS&MINING

( ( 3 1/2", EUE, Brd J-55 9.3# Tbg set @7587.25' (4/89)

) ) Baker Model "F" Packer @7585'

) Mississippian Perfs: 7686-7760; 7800-7846'; 7836-7970'; 7970-7980'

( ( PBTD 8079' w/4 1/2 sx cmt on top of packer
) lili ) Model "D" Pkr w/"DR"plug @8100'

) '‡-- McCracken Perfs: 8254-8264; 8278-8282';8320-8330'

(
PB 8370-8600 wl50 sx

( ( 7-5/8" 29.4 & 26.4# csg @8444'
) TD 9310' ) Cmt'd w/850 sx & 90 gals



Lisbon D-810
NE SE Section 10-T30S-R24E

San Juan County, Utah

Recommended Dual Recompletion for McCracken
April 20, 2011 John Warren AFE #1139

Proposal:

It is proposed to workover the Lisbon D-810 to repair a casing leak and re-establish production
from the McCracken formation utilizinggas lift. The currently producing Mississippian intervals
will be set up as a dual completion. The McCracken perforations will be re-perforated then
fracture stimulated using a frac string.

Current Status:

The Mississippian formation is flowinga consistent 1,338 mcfd. The gas is high in H2S and
should be considered lethal. The gas stream also contains approximately 47% CO2 and N2.
Mississippian gas and fluids flowcombined down to the Lisbon Plant for processing. The well is
47 years old. Recommend performing an MIT on the wellbore at 1000 psi before commencing
work.

A mechanical integrity test was performed on the well and it is suspected that a casing leak
exists and willneed to be repaired.

No production facilities or tanks remains on site for the McCracken oil production. Facilities will
have to be constructed to handle an estimated 200 bopd with high paraffin content. There is a
Model D packer positioned above the McCracken and 4 ½ sacks of cement have been on top of
the packer and inside the tailpipe. The amount of tailpipeis unknown but there is a DR plug in
the base of the tailpipepreventing the cement on top of the pkr to have flowed down the
wellbore.

Well Data:

KB: 6641' Spud Date: 6/25/1960 RECEiVED
GL: 6631' Completion: 9/7/1960

JUN18 2011
Surface Casing: 13 3/8" csg set at 1059'

Cemented to surface wl 800 sx DIV.0FOIL,GAS&MINING

Production Casing: 7 5/8" 29.7 &26.4# csg set at 8444'
Cemented to surface wl 850 sx cement & 90 gals Latex additive.
No bond log available

Capacity: 0.0459 bbis / ft ID: 6.75"
Burst: Based on csg age, limit to 1000 psi whenever possible. Frac
using a frac string.

Tubing: 3 ½" 9.3# J-55 8rd EUE set into a Baker Model F pkr at 7587 in 4/89.
Capacity: 0.00870



RECEIVED '

JUNi 6 2011
Original and proposed wellbore diagrams are attached.

DIV.0FOlL,GAS&MINING
Recommended Workover Procedure:

1. Trident Steel Corp (Dan Patterson @ 800-777-9687) has 270 jts of 2 3/8" 4.7#lft J-55
8rd EUE tbg w/ double beveled I turned down couplings ready to be shipped to this
location for use in the dual production strings. Also ready to ship 10 additional double
beveled / turneddown couplings to be used on the gas lift mandrels and spacer pups.
Offload this tbg & couplings onto site when needed. This will be the long string for the
McCracken.

Oilfield Tubulars (Jay Couch @ 714-328-5367) has 7,830' of 2 3/8" 4.7#/ft L80 smls
TSHP R2 tubing ready for the Mississippian dual string. Also have 2 sets of 2',4',6',8'
and 10' pups with TSHP threadavailable for spacers and a double pin 8rd EUE x TSHP
cross-over.

Weatherford (Michael Gray 303-482-7530) is to have 2 3/8" x 7 5/8" packer and 2 3/8"
seal assy ready for the workover. Be sure they ship a 2 3/8" x 3 ½" 8rd cross-over for
the frac string.

Baker (Nathan Prach 303-595-3675) is to have the 47D4 AL-5 Dual Hydrostatic packer,
seal assy, crossovers for both strings, to fit into the dual packer, ready in their
Farmington shop. They need to supply a packer hand to run the dual packer and dual
strings.

3 ½" 8rd EUE frac string has been inspected at theTuboscope Farmington facility and is
ready to ship (yellow band only). Dee Foote has the contact info. Be sure to save the
threadprotectors to install back on the string when finished.

Superior Services has the gas lift valves and mandrels ready (James Staton 970-263-
0400).

2. RU safety crew to monitor H2S levels during the workover. RU separator and flare stack
for burning off H2S vapors if needed. All personnel on site are to be trained in H2S
safety.

3. RU Monument rig. Set a frac tankand fillwl 6% KCL water. Killthe Mississippian zone
w/ 6% KCL water. ND tree and NU BOPs. Set a plug in the 3 1/2" tubingto prevent
possible U-tubing of H2S gas to surface when the packer fluidis released in theannulus.

4. PU on 3 ½" tubingand release out of the Baker Model F Packer at 7585'. Cut off tbg if
necessary. POOH LD the 3 1/2" tbg. Be careful to keep the well dead and monitorfor
H2S. Perform visual inspection on the tubing. If it appears in good shape, ship it to
TuboScope in Farmington for cleaning and inspection. If it is close to being junk,take it
to the Lisbon yard.

5. MU pkr and plug. RIH to test for casing leak. If needed plan to run a casing inspection
log from Baker F pkr to



6. Set CIBP below csg leak and a retainer above the leak. RU BJ Services and squeeze
the leak. Pressure squeeze to 1000 psi hydrostatic. Reverse out tbg. RD BJ. WO
cement at least one day before drlg.

7. Drillout cement squeeze. Pressure test to 1000 psi. If squeeze does not hold, perform
a second squeeze.

8. MU mill,washpipe, collars and tools to wash over Baker Model F pkr. TlH and wash
over packer using fresh water. Fish out packer. BHP in Mississippi is very low. All
further downhole workwillhave to be performed using N2.

9. MU washover tools. TlH to tag cement on top of Model D packer. Use N2 foam to
circulate cuttings to surface if possible. Burn off H2S gas in flare. Millcement and wash
over packer. Killwell wl 6% KCLwater and TOOH. If the packer has a short tailpipe
and can be pushed 35 ft below the McCracken intervals, it can be left there. If it has a
long tailpipethen it willhave to be retrieved.

10. MU grapple and TlH. Fish out model D packer.

11. RU Lone Wolf wireline. RIH w/ a Hollow Carrier gun and reperf the McCracken 2 spf at
120 degree phasing: 8254 - 8264', 8278 - 8282', 8320 - 8330'.

12. MU setting tool&Weatherford 2 3/8" x 7 5/8" packer. RIH on electric line and set packer
at 8210'. RD Lone Wolf. (Set via wirelineas depth is critical in spacing w/ dual pkr).

13. Set frac tanks and CO2 vessels and load per volumes shown in the BJ Services
recommended frac procedure. AIIwater used is to be 6% KCL.

14. Keep well dead w/ 6% KCL water. Unload 3 ½" frac string, 2 3/8" seal assy, x-o and
handling tools.

15. MU 2 3/8" seal assy, SN, x-o, 3 ½" frac string. TIH. Land tbg and NUfor frac.

16. RU BJ Services, CO2 services and ProTechniques. Frac McCracken formation per BJ
Services recommendation. Trace wl 3 isotopes placed in 1 ppg, 2 ppg and 3&4 ppg
proppant. Flush w/ CO2. Keep annulus dead w/ 6% KCL water. Take ISIP, 5 min, 10
min and 15 min pressures. Open well to flowback tank. Clean up frac best possible.

17. Kill well w/ 6% KCL and POOH LD 3 ½" frac string. Offload 2 3/8" tbg from Trident
Steel.

18. Have Baker packer hand on location along w/ Superior Service (gasliftequipment). MU
2 3/8" seal assy, SN and 2 3/8" J-55 8rd tbg to space out 570 feet, MU Baker AL-5 Dual
Hydrostatic Packer wl SN & plug and minimum 4' tailpipeon Mississippian side, finish in
hole with 2 3/8" tbg while spacing out the gas liftmandrels at 7640', 6850', 5950', 4875',
and 3550' per the Superior Energy Services design. Land seal assy in btm packer and
set the AL-5 packer. Hang off McCracken side in the dual hanger. Keep well dead and
continue to monitorfor H2S.

19. Offload 2 3/8" TSHP tubingfrom OilfieldSupply. MU2 3/8" seal assy, SN and TIH wl
tbg. Tag dual packer and space out. Hang off in dual hanger. RECEIVED

DIV.OFOlL,GAS&



PROPOSEDWELLBORE DIAGRAM

Company: Patara Oil & Gas LLC
Lease Name: Lisbon D-810

Lease Number:
Location: NE SE Section 10-T30S-R24E

County: San Juan County, Utah
Date: 019/11 J Warren

New Dual Tree Installed
15-May-11 KB 6641'
Weathorford Treo & Hanger

WELL HISTORY
GL 6631' Spud Date: 6/25/1960

) Completion 9/7/1960

) Tubing Detail
( Mississippian Tubing String
) Btm totop
( 1.81"XN nipple Brd thd

( Baker AL5 Dual pkr
13 3/8" csg set @ 1059' ( ) Baker 2 3/8" seat assy TSHP thd
Cemented w/ 800 Sx ) ( 1.87" F nipple TSHP thd

) ( 246 jts 2 3/8" L-80 TSHP tubing
( ) 2 3/8" spacer pup jts
( ( 2 3/8" TSHP x 2 3/8" Brd double pin XO

Squeezed Hole in Casing ( ( McCracken Production string
at 1150' (4/89) ) ) 2 3/8" J-55 4.7 #|ft 8rd EUE
#1 wl 220 Sx B Cement ) ) Turned down coltars I double beveled
#2 w/ 250 Sx Cement ( ( Btm to top

) ) 2 3/8" 1.81 XN nipple
( ( 4' 2 3/3" J-55 Brd pup jt

Gas Lift Valves ) ) Weatherford seal bore pkr @8200'
3559' ) ) Weatherford seal assy
4865' ( ( 2 3/8" 1.87" F nipple
5954' ) ) 18 jts 2 3/8" J-55 4.7#lft Brd tbg
6857' ( ( Baker AL5 Dual Packer, top @7633'
7636' 6G'2 8" J 5n5Brd pu7pjt

25 jts 2 3/8" J-55 Brd tbg
Gas lift mandrel @6857'
29 jts 2 3/8" J-55 Brd tbg

Baker AL5 Dual Packer Gas lift mandre1@ 5954'
Top of pkr at 7638' 35 jts 2 3/8" J-55 Brd tbg

Gas lift mandrel @4865'
42 jts 2 3/8" J-55 8rd tbg
Gas lift mandrel @3559'
114 jts 2 3/8" J-55 Brd tbg

7688 - 7760' 2 3/8" J-55 8rd spacer pup jts
7800 - 7846'
7836 - 7970'
7970 - 7980' Mississippian Perfs

RECEIVED
Weatherford seal bore
packer set at S200' JUN16 2011

( 8254 - 8264'
i 8278 -8282' McCracken Perfs DIV.0FOIL,GAS&MINING

( ( 8320 - 8330'

( Cement Plug )
) 8370 -8600' (
( wi 50 Sx )

) 7 5/8" 29 & 26# Csg @8444'
) TD 9310' ( Cmt'd w/ 850 sx & 90 gals



Proposal No: 703750424A

Patara Oil & Gas LLC
LISBON UNIT#D 810

API # 43-037-16471-0000
LISBON Field
10-30S-24E

San Juan County,Utah
April21, 2011

Fracturing Proposal

Prepared for: Prepared by:
John Warren Frank Culler
Petera Oil &Gas DistrictTechnical Supervisor
Bus Phone: 303 349-8560 Farmington, New Mexico
Email: . jwarren@pataraog.com

POWERVisloN°

PowsuPao • PowcaTR.sx • PowenLt.NK

Service Point: Service Representatives:
Farmington Harry Mitchell
Bus Phone: (505) 327-6222 Senior Sales Rep
Fax: (505) 327-5766 Farmington, New Mexico

RECEIVED
JUN16 2011

DIV.0FOlL,GAS&MINING



Ope.rator Name: Patara Oi! &Gas LLC &
Well Name: LISBON UNIT#D 810
Job Description: 70Q CO2 foam írac
Date: April 21, 2011

Proposa! No: 703750424A

JOB AT A GLANCE

Surface Treating Pressure (max) 5,884 psi

Total HHP (max) 4,198 hhp

Fluid HHP (avg) 1,387 hhp

CO2 HHP (avg) 1,960 hhp

Total Rate (max) 27.67 bpm

Fluid Rate (max) 13.67 bpm

CO2 Rate (max) 16.85 bpm

Estimated Pump Time (HH:MM) 00:49

Nitrogen Cooldown Volume 10,000 scf

CO2 Volume 138.40 tons

CO2 Cooldown 15.00 tons
Foamed Fluid 51,251 gals 70Q CO2 Medallion

Foamed Flush 3,080 gals 70q LINEAR

Proppants 100,000 lb Super LC, 20/40

CO2, vessells, boost pump etc. is to be furnished by Praxair and billed directly to Patara Oil &Gas LLC.

Pro-Technics willbe contacted to furnish tracingof fluids.

Baker Hughes StimPlus willfurnish 500# of parasorb 5005 to be pumped with the sand stages @45
ppt
of fluid.
500 LBS total expected cost to be ~ $ 5,000 to Patara Oil & Gas LLC.

RECEIVED

JUN16 2011

DIV.0FOIL,GAS&MINING

Recon Printed or: Apri[ 21, 2011 12.00 PM Gr4111
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Operator Name: Patara OR &Gas LLC
Well Name: LISBON UNIT#D 810
Job Description: 700 CO2 foam frac
Date: April 21, 2011

Proposal No: 703750424A

WELL DATA

RESERVOIR DATA

Formation McCracken
Formation Type Sandstone
Depth to Middle Perforation 8,292 ft
Reservoir Pressure 1,122 psi
Fracture Gradient 0.60 psilft
Bottom Hole Fracture Pressure 4,975 psi
Bottom Hole Static Temperature 140 ° F

PERFORATED INTERVAL

DEPTH(ft) Shots per Foot Perf Diameter Total Perfs
MEASURED TRUE VERTICAL (in)

8,254 - 8,264 8,254 - 8,264 2 0.34 20
8,278 - 8,282 8,278 - 8,282 2 0.34 8
8,320 - 8,330 8,320 - 8,330 2 0.34 20

Total Number of Perforations 48
Total Feet Perforated 24 ft

TUBULAR GEOMETRY Tog Bottom
Casing 7 5/8" O.D. (6.969" .\.D) 26.4 # N-80 0 8,444
Tubing 3 1/2" O.D. (2.750" .\.D) 12.95 # P-110 0 8,210

Packer Depth 8,210 ft
End of Tubing 8,210 ft
Pump Via Casing

RECEIVED
JUN18 2011

DIVOFOIL,GAS&MININO

STIMULATIONo CEMEMTING o COMPLETIONSERVICES o SERVICE TOOLS o COILEDTUBING o PRODUCTION CHEMICALS
CASINGAND TUBING RUNNINGSERVICES o PIPEUNE SERVICESo WELL CONTROL o CHEMICAL



Operator Name: Patara Oit& Gas LLC
Well Name: LISBON UNlT #D 810
Job Description: 700 CO2 foam frac
Date: April 21, 2011

Proposa! No: 703750424A

FLUID SPECIFICATIONS

Foamed Fluid: 70Q CO2 Medallion
Foam Volume: 51,251 Gallons
Pumped Liquid 16,758 Gallons
Pumped Gas Volume: 127.50 tonsCO2

Components:
7 gpt Superset-W, 55 gal drum Resin Activator

(Pump with all proppant)
6.25 gpt GW-38LBF Gelling Agent

5 gpt FAW-4 Foaming Agent
2 gpt NE-900, drum Non-Emulsifier
2 ppt GBW-5 Gel Breaker

(LAST 2000 GAL FLUID)
2 ppt High Perm CRB Gel Breaker
1 gpt InFlo 250W Surfactant

0.8 gpt XLW-60 Crosslinker
0.05 gpt Magnacide 575 Bacteria Control Product

Foamed Flush: 70q LINEAR
Foam Volume: 3,080 Gallons
Pumped Liquid 31 Gallons
Pumped Gas Volume: 10.90 tons CO2

Components:
6.25 gpt GW-38LBF Gelling Agent

5 gpt FAW-4 Foaming Agent
2 ppt GBW-5 Gel Breaker
1 gpt InFlo 250W Surfactant

0.5 gpt Enzyme G-I Gel Breaker
0.05 gpt Magnacide 575 Bacteria ControlProduct

Proppants 100,000 lb 100% Super LC, 20/40

RECEIVED
JUN16 2011

DIV.0FOIL,GAS&MINING

Report Prints on Apnl 21, 200 12 00 PM Gr4127
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Operator Name: Patara Od &Gas LLC
Well Name: LISBON UNIT #D 810
Job Description: 70Q CO2 foam frac
Date: April 21, 20 11

Proposal No: 703750424A

FRACTURE TREATMENTSCHEDULE
CARBON DIOXIDEGAS SYSTEM

INPUT.PARAMETERS
TVD Depth (Mid Perforation) 8,292 ft
MD Depth (Mid Perforation) 8,292 ft
Perforations Number 48
Perforation Diameter 0.340 in
Bottom Hole Frac Pressure 4,975 poi
Bottom Hole Static Temperature 140 ° F
CO2 Transport Pressure 250 psi
Fluid Specific Gravity 1.010
Fluid Temperature in Tanks 70 ° F

Tog Bottom
Casing 7 5/8" O.D. (6.969" I.D.) 26.4 # N-80 0 8,444
Tubing 3 1/2" O.D. (2.750" I.D.) 12.95 # P-110 0 8,210

CALCULATED TEMPERATURES

Maximum Minimum
CO2 Discharge 20 ° F 14° F
System at Wellhead 48 ° F 15° F
System at Perforation 72° F 72° F

CALCULATED RATES, PRESSURES & HHP REQUIREMENTS

Maximum Minimum Average
Surface Treating Pressure (psi) 5,884 1,455 5,458
Surface CO2 Rate (high pressure bpm) 16.8 0.1 14.6
Slurry Rate (bpm) 13.7 0.0 10.4
Proppant Rate (lbs/min) 4,256 1,768 3,084
Slurry Hydraulic Horsepower 1,768 2 1,387
CO2 Hydraulic Horsepower 2,430 3 . 1,960

RECEIVED
JUN16 2011

DIV.0FOlL,GAS&MINING

Volumes, Rates and Qualities are based on Downhole Temperature and Pressures.
R pod Pr ntel on: Apol 21. 2011 12:00 PM GN153Page 4
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Operator Name: Patara Off &Gas LLC
Well Name: LISSON UNIT#D 810
Job Description: 70Q CO2 foam frac
Date: April 21, 2011

Proposa! No: 703750424A

FRACTURE TREATMENTSCHEDULE
CARBON DIOXIDEGAS SYSTEM

RATE SCHEDULE

Downhole System Wellhead Rates
Clean Prop. Total Total Clean Blender Clean Prop Carbon

Volume Conc. Rate System System Slurry Fluid (Ib/min) Dioxide
Stage (gal) (ppa) (bpm) (bpm) (bpm) (bpm) (bpm) (bpm)

1 9000 0.000 30.0 25.9 25.8 9.0 9.0 0.0 16.8
2 1 0.000 0.1 0.1 0.1 0.0 0.0 0.0 0.1
3 6000 0.000 30.0 25.9 25.8 9.0 9.0 0.0 16.8
4 10000 1.500 30.0 26.3 24.4 10.9 9.0 1767.8 15.4
5 10000 2.500 30.0 26.6 23.5 12.1 9.0 2824.5 14.5
6 10000 3.500 30.0 26.8 22.7 13.2 9.0 3797.4 13.7
7 6250 4.000 30.0 26.9 22.3 13.7 9.0 4255.5 13.3
8 3080 0.000 16.0 12.6 12.6 0.2 0.2 0.0 12.5

FLUID & PROPPANT QUANTITIES

Surface Stage Totals Surface Cumulative Totals
Slurry Prop. CO2 Slurry Prop. CO2

Stage (bbis) (Ibs) (bbis) (tons) (bbis) (Ibs) \ (bbis) (tons)
1 64.3 0 120.3 23.2 64.3 0 120.3 23.2
2 0.0 0 0.0 0.0 64.3 0 120.3 . 23.2
3 42.9 0 80.2 15.5 107.2 0 200.5 38.7
4 92.8 15000 130.3 25.1 200.0 15000 330.9 63.7
5 107.1 25000 128.1 24.6 307.1 40000 459.0 88.4
6 121.4 35000 125.9 24.2 428.4 75000 584.9 112.5
7 80.3 25000 78.0 15.0 508.7 100000 662.8 127.5
8 0.7 0 57.1 10.9 509.5 100000 720.0 138.4

NOTE: CO2 Barrel Volumes calculated for high pressure barrels.

RECEIVED
JUNi 6 La

DIV.0FOfL,GAS&MINING

Volumes, Rates and Qualities are based on Downhole Temperature and Pressures.
ReconPrinteden Apd21.201112:00PNl
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Operator Name: Patara O:1&Gas LLC
Well Name: LISBON UNIT#D 810
Job Descr¡ption: 70Q CO2 foam frac
Date: April 21, 2011

Proposa! No: 703750424A

FRACTURE TREATMENT SCHEDULE
CARBON DIOXIDEGAS SYSTEM

PROCEDURE

Downhole Volumes
ProppantCleán Slurry

System Fluid System Type Stage Cum Prop.
(gals) (gals) (bbis) (gais) (bbls) (Ibs) (Ibs) (Iblmin)

1 9000 270 64.3 9000 214 33ump in
2 1 0 0.0 1 0.0 Shut Down 5 M
3 6000 1800 42.9 6000 142.9 3ad

4 10000 3207 76.4 10691 254.6 100%Super LC, 20/40 15000 15000 1767.8
5 10000 3346 79.7 11152 265.5100%Super LC, 20/40 25000 40000 2824.5
6 10000 3484 83.0 11613 276.5100%Super LC, 20/40 35000 75000 3797.4
7 6250 2221 52.9 7402 176.2 100%SuperLC, 20/40 25000 100000 4255.5
8 3080 31 0.7 3080 73.321ush 100000

Totals 54331 16789 399.7 58940 1403.3 100000 100000

TREATMENT SCHEDULE

Proppant Wellhead Rates Slurry CO2 Stage
Concentration BIndr Clean Volume Pump

(ppa) Slurry Fluid CO2 Without CO2 (tons) Time
Form. Blender (bpm) (bpm) (bpm) (bb1s) (cum) (stg) (cum) hh:mm:ss

1 0.000 0.000 9.00 9.0 16.8 64.3 64.3 23.2 23.2 00:07;08
2 0.000 0.000 0.03 0.0 0.1 0.0 64.3 0.0 23.2 00:00:14
3 0.000 0.000 9.00 9.0 16.8 42.9 107.2 15.5 38.7 00:04:45
4 1.500 4.677 10.94 9.0 15.4 92.8 200.0 25.1 63.7 00:08:29
5 2.500 7.472 12.10 9.0 14.5 107.1 307.1 24.6 88.4 00:08:51
6 3.500 10.046 13.17 9.0 13.7 121.4 428.4 24.2 112.5 00:09:13
7 4.000 11.258 13.67 9.0 13.3 80.3 508.7 15.0 127.5 00:05:52
8 0.000 0.000 0.16 0.2 12.5 0.7 509.5 10.9 138.4 00:04:34

Total Pump Time:

RECEIVED

JUN16 2011

DIV.0FOlL,GAS&MINING

Volumes, Rates and Qual¡ties are based on Downhole Temperature and Pressures.

STIMULATIONo CEMENTING o COMPLETIONSERVlCES o SERVICE TOOLS o COILED TUBlNG o PRODUCTION CHEMICALS
CASING ANDTUBING RUNNINGSERVICES o PIPELINE SERVICES o WELLCONTROL o CHEMICAL



Operator Name: Patara Oil & Gas LLC g )WeW Name: LISBON UNIT#D 810 3
Job Description: 70Q CO2 foam frac
Date: April21, 2011

Proposa! No: 703750424A

FRACTURE TREATMENT SCHEDULE
CARBON DIOXIDEGAS SYSTEM

SYSTEM QUALITIES

Mitchell Quality Slurry Quality
Stage Wellhead Perforations Formation Wellhead Perforations Formation

CTCTCTCTCTCT
1 65 65 67 67 70 70 65 | 65 67 67 70 70

3 65 65 67 67 70 70 65 | 65 67 67 70 70
4 63 63 65 65 68 68 66 | 66 67 67 70 70
5 62 62 63 63 67 67 66 | 66 67 67 70 70
6 60 60 62 62 65 65 66 ) 66 67 67 70 70
7 60 60 61 61 64 64 67 67 67 67 70 70
8 99 99 99 99 99 99 99 99 99 99 99 99

C = Carbon Dioxide and T = Total
NOTE:The MitchellQuality is the Gas Rate divided by the Gas + Gel Rate. It is the Quality ignoring

Proppant. The Slurry Quality includes proppant as a portion of the Internal Gas Phase. The
Total Slurry Quality is commonly designed at a constant quality or 'Constant Internal Phase'.

MISCELLANEOUS DATA

Surface Average Carbon Dioxide Stage Total
Treating System Pump PumpStage Pressure Specific Conc. Solubility Time Time

(psi) Gravity scf/bbt scf/bbl hh:mm:ss hh:mm:ss
1 5884 0.923 6206 240 00:07:08 00:07:08
2 1455 0.923 6206 228 00:00:14 00:07:22
3 5881 0.923 - 6206 240 00:04:45 00:12:08
4 5662 1.036 5650 240 00:08:29 00:20:37
5 5503 1.103 5317 240 00:08:51 00:29:28
6 5348 1.165 5011 240 00:09:13 00:38:41
7 5275 1.195 4867 240 00:05:52 00:44:34
8 4545 0.862 255714 240 00:04:34 00:49:09

Total Pump Time: 00:49 0Ã
15000 gallons 70Q foam as pad.
10000 gallons 70Q foam ramp proppant 1 ppg -2 ppg (3.17-6.35 @blender) RECEIVED
10000 gallons 70Q foam ramp proppant 2 ppg -3 ppg (6.35-9.2 @blender)
10000 gallons 70Q foam ramp proppant 3 ppg -4 ppg (9.2-11.63 @blender) JUN16 2011
6250 gallons 70Q foam held @4 ppg (11.63 @blender)
3080 gallons of CO2 flush· DIV.0FOlL,GAS&MINING

Volumes, Rates and Qualities are based on Downhole Temperature and Pressures.
Report Prined om April21, 20t 1 12:00 PM Gr4153

STIMULATIONo CEMENTING o COMPLETIONSERVICES o SERVICE TOOLS o COILED TUBING o PRODUCTIONCHEMICALS
CASlNG ANDTUBING RUNNINGSERVICESo PIPELINE SERVICES o WELL CONTROL o CHEMICAL



20. Keep well dead. ND BOPs and handling tools. NU new dual tree from Weatherford.

21. Remove plug in SN in both strings. Swab in the Mississippian side if necessary to return
it to sales. RD rig.

22. Build battery for the McCracken production. Hook up gas lift line w/ line heater.
Commence gas lifting the McCracken oilformation. Be sure to cut for paraffin buildup.

RECEIVED
JUN16 2011

DIV.0FOlL,GAS&



O
STATE OF UTAH FORM 9

DEPARTMENT OF NATURAL RESOURCES
DIVISION OF OIL, GAS AND MINING 5. LEASEDESIGNATIONANDSERIALNUMBER:

U-014903
6. IF INDIAN,ALLOTTEE OR TRIBE NAME

7. UNIT or CA AGREEMENT NAME:
Do not use this form for proposals to drill new wells, significantlydeepen existing wells below current bottom-hole depth, reenter plugged wells, or t° Lisbon Unitdrill horizontal laterals. Use APPLICATION FOR PERMIT TO DRILLform for such proposals.

1. TYPE OF WELL 8. WELL NAME and NUMBER:
OIL WELL GAS WELL O OTHER Lisbon D-810

2. NAME OF OPERATOR: 9. API NUMBER:

Patara Oil and Gas, LLC 4303716471
3. ADDRESS OF OPERATOR: PHONE NUMBER: 10. FIELD AND POOL, OR WILDCAT:
600 17th St., Suite 1900S Denver STATE CO zie 80202 (303) 825-0685 Lisbon

4. LOCATION OF WELL

FOOTAGES AT SURFACE: 1895' FSL & 755' FEL COUNTY: San Juan

QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: NESE 10 308 24E S STATE:
UTAH

11. CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION

O ACIDIZE DEEPEN REPERFORATE CURRENT FORMATIONO NOTICE OF INTENT
(Submit in Duplicate) ALTER CASING FRACTURE TREAT SIDETRACK TO REPAIR WELL

Approximate date work willstart: CASING REPAIR NEW CONSTRUCTION TEMPORARILY ABANDON

O CHANGE TO PREVIOUS PLANS OPERATOR CHANGE TUBING REPAIR

O CHANGE TUBING PLUG AND ABANDON VENT OR FLARE

SUBSEQUENT REPORT CHANGE WELL NAME PLUG BACK WATER DISPOSAL
(Submit Original Form Only)

O CHANGE WELL STATUS PRODUCTION (START/RESUME) WATER SHUT-OFF
Date of work completion:

O COMMINGLE PRODUCING FORMATIONS RECLAMATION OF WELL SITE OTHER:

O CONVERT WELL TYPE RECOMPLETE - DIFFERENT FORMATION

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Patara Oil & Gas, LLC has completed workover operations on the Lisbon D-810 wellto repair a casing leak and recomplete
complete the well in the Mississipian formations. The well is currently producing Mississipian gas througha newly installed
tubingstring. The Notice of Intent filed for thiswell on May 20, 2011 outlined intentions to dually complete the Mississipian and
McCracken formations, however due to a collapse in the casing between 7855-7801', only the Mississipian is producing.

A current wellbore schematic is attached.

Patara repaired the casing leak, with a squeeze job from 2198-2232' with 300sks cement, removed the packers over the
Mississippian formation, recognized a casing collapse, installed a new packer over the Mississipan, installed new tubingand
the well is currently producing from the Mississipian perf at 7688-7760' & 7800-7846'. AIIlower perforations were rendered
unusable during the collapse.

Please contact Patara Production Manager John Warren at (303) 563-5369, or jwarren@pataraog.comwith any questions or
concerns. Thank you.

NAME (PLEASE PRINT) Christopher Noonan TITLE Production Technician

SIGNATURE DATE 8/4/2011

(This space for State use only)

AUS17 2011
DIV.0FOlL,GAS&MINING

(5/2000) (See Instructions on Reverse



CURRENT WELLBORE DIAGRAM

Company: Patara Oil & Gas LLC
Lease Name: Lisbon D-810

Lease Number: U-014903

Location: NE SE Section 10-T30S-R24E

County: san Juan county,Utah
Date: 8/2/11 B. Noonan

New Dual Tree Installed
15-May-11 KB 6641'
Weatherford Tree & Hanger WELL HISTORY

Spud Date: 6/25/1960
GL 6631' Completion 9/7/1960

( ) Recompletion 5/24/2011

( ) TUBING DETAIL
) ( Mississippian Tubing String
( ) Btm to top
) ( 1181 R nipple
( ) 1 jnt 2-3/8" tbg
) ( 1.87 F nipple

13 3/8" csg set @ 1059' ( ) 5 jts tbg
Cemented w/ 800 Sx ) ( Packer

) ( On-off tool
Squeezed Hole in Casing ( ) 248 jts 2-3/8" J-55 tbg
at 1150' (4/89) ( (
#1 w/ 220 Sx B Cement ) )
#2 w/ 250 Sx Cement ( (

Squeezed Hole in Casing ) )
from 2198 - 2232' (5/11) ( (
#1 wl 150sks neat wl fluid loss ) )
#2wl150sksneatcmt ( (

Top of packer at 7622' )

EOTat7801' ) )

( 7688 - 7760'
Collapse in casing ) 7800 -7846'

mi5c5ounteredat 6 Mississippian Perfs

( y 8254 - 8264'
) ; 8278 - 8282' McCracken Perfs
( \ 8320 - 8330'

( Cement Plug )
) 8370 -8600' (
( wl 50 Sx )

( ) 7 5/8" 29 & 26# Csg @8444'
) TD 9310° ( Cmt'd w/ 850 sx & 90 gals



FORM 9

STATE OF UTAH
DEPARTMENTOF NATURALRESOURCES

DIVISION OF OIL, GAS, AND MINING 5.LEA51E D IGNATION AND SERIAL NUMBER:

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen e×isting wells below current
bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION FOR PERMIT TO 7.uNIT or CA AGREEMENT NAME:

DRILL form for such proposals. LISBON

1. TYPE OF WELL 8. WELL NAME and NUMBER:

Gas Well NW LISBON USA A-2 (D-810)

2. NAME OF OPERATOR: 9. API NUMBER:

PATARAOIL & GAS, LLC 43037164710000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:

600 17th Street Ste 1900S , Denver, CO, 80202 303 825-0685 Ext LISBON

4. LOCATION OF WELL COUNTY:
FOOTAGESATSURFACE: SANJUAN

QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:
Qtr/Qtr:NESE Section: 10 Township: 30.05 Range: 24.0E Meridian: S UTAH

11.
CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

O ACIDIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT
Approximate date work will start: CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME

12/1/20 11 O CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT DEEPEN FRACTURE TREAT NEW CONSTRUCTION

Date of Work Completion:
O OPERATOR CHANGE PLUG AND ABANDON O PLUG BACK

O PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION

O SPUD REPORT
Date of Spud: REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL O TEMPORARY ABANDON

O TUBING REPAIR VENT OR FLARE WATER DISPOSAL

O DRILLING REPORT WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

Report Date:

WILDCAT WELL DETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR C( MPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Please see attached documentation including copy of a letter to the BLM
outlining Patara's proposed sidetrack of the referenced well. Please send

copies of all correspondence to Danielle Gavito at dgavito@pataraog.com.

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Danielle Gavito 303 563-5378 Regulatory Technician Apprrmarthythe

SN/6ANATURE D1 7E/2011 Utah ÛMSIOn Of
11,Gm auadMining

AnderalAppmval of Inis
Actionla



R. 24 E. N

N 88°53'17" E 2629.73' N 88'53'17" E 2629.80'

GLO BC GLO BC

SCALE 1" = 1000'

LISBON D-810
GRADED ELEVATION: 6634.8'

T. 30 S.

LATITUDE (NAD 83)
NORTH 38.190169 DEG.
LONGITUDE (NAD 83)

GLO BC WEST 109.268650 DEG.
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LAT/TUDE (NAD 27)

BHLLATITUDE (NAD 83)
et NORTH 38.190180 DEG.

NORTH 38.191304 DEG.
LONGITUDE (NAD 27)

BHL LONGITUDE (NAD 83)
738. WEST 109.267983 DEG.

WEST 109.268440 DEG. 1
'

u NORTHING

BHL LATITUDE(NAD 27)
562392.83

NORTH 38.191315 DEG.
EASTING

BHL LONGITUDE (NAD 27)
¯~ ~¯ ¯¯ 2641461.74

WEST 109.267773 DEG. DATUM
BHL NORTHING SPCS UTS (NAD 27)

562808
BHL EASTING

2641512

GLO B
2 GLO BC

1000 500 0 1000 2000

SCALE FEET
SURVEYOR'S STATEMENT

I, BRIAN L. FORBES, OF ROCK SPRINGS, WYOMING,HEREBY STATE: THIS MAP WAS MADE FROM NOTES TAKEN
DURING AN ACTUAL FIELD SURVEY DONE UNDER MY DIRECT SUPERVISION ON OCTOBER 21, 2011 AND THAT THIS
PLAT CORRECTLYSHOWS THE LOCATIONOF THE EXISTINGLISBON 0-810 AS LOCATEDON THE GROUND.

LEGEND

WELL LOCATION
O BOTTOMHOLE LOC. (APPROX)
e FOUND MONUMENT UTAH W 7 87-2201
O CALCULATEDCORNER

PLAT OF DRILLING LOCATION
NESE SECTION 10 FOR

RIFF/N & ASSOGIATES, INC. '

sonse2-sage 1414 ELK ST., ROOK SPRINGS, WYB2901 PATARA OIL & GAS, LLC.
DRAwN: 11/2/2011 - DEH SCALE: 1"= 1000' 1867 F/SL & 738' F/EL, SECTION 10,

REVISED: N/A DRG JOB No. 18885 T. 30 S., R. 24 E., SLBM
EXHIB/T 1 SM.TUAN COUNTY,



United States Department of the Interior

BUREAU OF LANDMANAGEMENT
Utah State Office

P.O. Box 45155
Salt Lake Cit:7, Utah 84145-0155

IN FŒPLY REEBR TO:
3160
(UT-922)

December 9, 2011

Memorandum

To: Assistant Field Office Manager Resources,
Moab Field Office

From: Michael Coulthard, Petroleum Engineer

Subject: 2011 Plan of Development Lisbon McCracken
Unit, San Juan County, Utah.

Pursuant to email between Diana Whitney, Division of Oil, Gas and
Mining, and Mickey Coulthard, Utah State Office, Bureau of Land
Management, the following well is planned for calendar year 2011
within the Lisbon McCracken Unit, San Juan County, Utah. The well
will be re-entered and sidetracked because of collapsed casing.

API# WELLNAME LOCATION

(Proposed PZ McCracken)

43-037-16471 Lisbon D-810 Sec 10 T30S R24E 1867 FSL 0738 FEL
BHL Sec 10 T30S R24E 2280 FSL 0678 FEL

This office has no objection to permitting the well at this time.

Digitally signed by Michael L.Coulthard

Ihh IdMS LC DN:cn=Michael L Coulthard, o=Bureau of Land Management,

IC ae . OUt a r ou=Branch of Minerals, email=Michael Coulthard@bim.gov, c=US
Date:2011.12.0913:09:26-0700'

bcc: File - Lisbon McCracken Unit
Division of Oil Gas and Mining
Central Files
Agr. Sec. Chron
Fluid Chron



PATARA OIL & GAS, LLC
Field: San Juan County, UT
Site: Lisbon

Well: D-810 420
Wellpath: ST e,

Plan: Plan #2 Jo

PBHL D-180

McCracken
G Azimuths to Grid North

T / \ M True North: -1.37° 400
Magnetic North: 9.32°

Magnetic Field D-810 (OH)

Strength: 51371nT
Dip Angle: 64.40°

Date: 9/28/2011 _ Start HoldModel: IGRF2010
Leadville

- ST KOP MD:7600' 380
Start DLS 2.00 TFO 180.00

7200 Start DLS 7.86 TFO 131.25

360

7400
-0 20 40 60 80

West(-)/East(+) [20ftlin]

7496 376 3° 7510 MD Start DLS 7.86 TFO 131.25

7586 380
5° 7600 MD Start DLS 2.00 TFO 180.00

7600 ST KOP MD:7600'

Leadville

7711 387 3°7725 MD Start Hold
FORMATION TOP DETAILS

No. TVDPath MDPath Formation

1 7646.00 7659.90 Leadville

7800
2 8222.00 8236.74 McCracken

SECTION DETAILS

Sec MD Inc Azi TVD +N/-S +El-W DLeg TFace VSec Target

2 8000 1 7510.00 3.25 300.00 7496.48 376.40 15.73 0.00 0.00 375.54
2 7600.00 5.50 45.00 7586.32 380.73 16.57 7.86 131.25 379.94
3 7725.00 3.00 45.00 7710.96 387.28 23.12 2.00 180.00 387.24
4 8465.05 3.00 45.00 8450.00 414.67 50.51 0.00 0.00 417.73

|
8200

McCracken

TARGET DETAILS

Name TVD +N/-S +El-W Northing Easting Shape

SHL D-180 0.00 0.00 0.00 562392.83 2641461.74 Point
PBHL D-180 8450.00 414.67 50.41 562807.50 2641512.15 Point

8400

8450 418 3°8465MDTD

PBHL D-180

8600
D-810 (OH)

-0 200 400 600 800

Vertical Section at 6.94° [200ftlin]

Plan Plan#2(D-810/ST)

Created8y TylerCarison Date 11/4/2011

ML LEAM DRILLINGSYSTEMS, INC. en.exse oat.

2010 East Davis Conroe, Texas 77301 a-- oate

Ðrilling Systems, Inc.
Phone: 936-756-7577 Fax: 936-756-7595 ^mo-



& Patara Oil & Gas LLC
600 17'" Street, Suite 1900 S, Denver, CO 80202 Phone (303) 815-0685 Fax (720) 235-4560

Mr. Jeffrey Smith November 7, 2011
Bureau of Land Management
Moab Field Office
82 East Dogwood Avenue
Moab UT 84532

RE: Sundry Notice for Sidetracking of Original Wellbore
Patara Oil & Gas LLC
Lisbon D-810
SHL: 1,867' FSL 738' FEL (NE/4 SE/4)
BHL: ±2,280' FSL ±678' FEL (NE/4 SE/4)
Sec. 10 T30S R24E
Federal Mineral Lease: UTUl4903
Surface: Federal
San Juan County,Utah

Dear Mr. Smith:

Patara Oil & Gas LLCwishes to sidetrack the above referenced well which is drilled in the NE/4 SE/4 Sec. 10, T305, R24E, 1867' FSL&

738' FELdue to collapsed casingat 7855 ft. Currently the well is producing from the Mississippian formation above the casing

collapse at a rate of 834 mcfd. Patara wishes to not only restore the entire Mississippian section to productivity but also intends to

reopen the underlying Mccracken oil bearing sandstone that was plugged off in the original wellbore prior to the loss of casing

integrity.

The existing wellbore contains 7 5/8" casing which has been tested to be intact above the collapse in the lower Mississippian

section. It is proposed to pump a 355 ft cement plug using 90 sacks of 15.8ppg Class G cement will be pumped to squeeze off the

lower portion of the original wellbore below the collapse and squeeze off the current producing perforations from 7688 - 7855'.

The cement plug will be set from 7855' to 7500'. The rig will utilize the upper portion of the plug above the Mississippian to kick off

the well by drilling to a kickoff point at 7600' and sidetracking out with a 6 ½" hole to a depth of 100' below the top of the

McCracken formation (8450' TVD). Pay sections will be cased off with 5" flush-joint liner. Cement will be circulated from TD to the

top of the liner hanger which will be set at 7400'. It is proposed to cement the production liner using 55 sacks of 12.5ppg 35:65 Poz

Type Ill cement with a yield of 2.16 cu ft/sk with a 15% excess cement volume.

Once the production liner is cornplete, the intent is to dually complete the McCracken and Mississippian formations. Both zones will

be fracture stimulated and produced through separate surface facilities. The Mccracken oil production will be gas lifted using the

annulus area above the dual packer.

The sidetracking and completion operation are expected to last approximately 21 days.

Sincerely,

anielle Gavito

Regulatory &Operations



H2S Contingency Plan
(Emergency Response and Public Protection Plan)

Lisbon D-810MC

Patara Oil &



H2S Contingency Plan

Company Name: Patara Oil & Gas
Address: 600 17th St, Suite 1900S

Denver, CO 80202

Phone: 303-623-2300

Well Name: Lisbon D-810
TD: 8,450'
Location: NESE Sec 10 T30S R24E
Field Name: Lisbon
County : San Juan County, Utah
Surface Casing: 1,059'
H2S Formation and Depth: Leadville formation at 7,660'
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1.00 PURPOSE

This Emergency Response Plan and Public Protection Plan (Plan) is specific to the Lisbon D-
810 well location operated by Patara Oil & Gas, LLC. This document is designed to provide
for the safety and welfare of Patara Oil & Gas, LLC personnel and contract personnel, the
community, the environment, and property.

This Plan establishes evacuation procedures, assigns response duties to specific individuals,
provides for notification of outside agencies, and provides details of actions to alert and protect
the public. This Plan will be activated immediately upon the release of a potentially hazardous
volume of hydrogen sulfide (H2 ·

2.00 GENERAL INFORMATION ON AND PHYSIOLOGICAL RESPONSES TO
HYDROGEN SULFIDE (H2S) AND SULFUR DIOXIDE (SO2)

2.10 HYDROGEN SULFIDE (H2S)

Hydrogen sulfide is a flammable, highly toxic, colorless gas that is heavier than air, with the
odor of rotten eggs. It can be detected by smell at a concentration in air of only 0.002 parts per
million (ppm). Above concentrations of 100 ppm, it will deaden the sense of smell in a few
minutes, and at a concentration of 700 ppm, a single breath can be fatal. If ignited, it burns
with a blue flame. In still air it tends to accumulate in low places in dangerous concentrations.
However, if it is warmer than the surrounding air, it may tend to rise. The upper flammability
limit of H2S in air is 44% and the lower flammability in air is 4%.

Breathing low concentrations of H2S can cause headaches. Higher concentrations (0.01
percent by volume) cause irritation of the eyes, nose, throat, and lungs. Eyes become red and
swollen, accompanied by sharp pain in more severe cases. Still higher concentrations (0.05
percent by volume) cause dizziness, unconsciousness, and failure of respiration.

The Threshold Limit Value (TLV) is 10 ppm (0.001%)in air. This is the limit for eight hours
of continuous exposure as recommended by the American Conference of Governmental
Industrial Hygienists. The health and safety reference values of various concentrations of H2S
are listed in the toxicity chart below. A Manufacturers Safety Data Sheet (MSDS) for
hydrogen sulfide is included in Appendix D.

2.20 SULFUR DIOXIDE (SO2)

Sulfur dioxide is formed with the burning of hydrogen sulfide gas. Sulfur dioxide is a pungent,
irritating, suffocating, colorless gas. This gas is normally heavier than air and concentrations
above 400 ppm are considered dangerous for even brief exposures.

Under special circumstances hydrogen sulfide gas may be ignited in order to dissipate a gas
cloud and reduce the impact on a local area. Often these burning temperatures are enough to
raise and mix the SO2 with air in a ratio well below toxic levels. However, great care and
proper monitoring should be used when this is attempted.

Due to the irritating effect of SO2 RÍ ÌOW CORCenÍTRÍÍORS Of ÌCSS than 5 ppm, there is usually no
doubt as to it's presence in an area, which provides better warning characteristics than H2S.



2.30 TOXICITY CHART

SPECIFIC TLV2 HAZARDOUS LETHAL
NAME 1 a 4GRAVITY (ppm) LIMIT CONCENTRATION

Hydrogen Sulfide 1.18 10 100 ppm/l hr. 700 ppm
Sulfur Dioxide 2.21 2 50 ppm/1 hr. 400 ppm

Notes:
(1) Specific gravity of air = 1.00.
(2) TLV - Threshold Limit Value.
(3) Hazardous Limit - concentration that may cause death with short term exposure.
(4) Lethal concentration - Concentration that may cause death with only a few breaths.

3.00 TREATMENT PROCEDURES FOR H2S AND SO2 EXPOSURE

A. Remove the patient to fresh air. Personnel should always use fresh air breathing
equipment when entering an area to retrieve a person who has been overcome with H2S.

B. Call a physician and get patient under his care as soon as possible.

C. If breathing has ceased, begin artificial respiration immediately. Give cardiopulmonary
resuscitation (CPR) only if there is no pulse and no breathing. Continue revival efforts
until physician arrives or, if patient is mobile and it is determined that he should go to
the hospital, continue oxygen inhalation under the physician's direction.

D. Administer oxygen to help eliminate toxic substances from blood stream.

E. Keep the patient at rest and protect from chilling.

4.00 INDIVIDUAL RESPONSIBILITIES

It is the responsibility of all personnel on the location to familiarize themselves with the
procedures outlined in this contingency plan.

A. All Personnel
1. Responsible for their assigned safety equipment.
2. Responsible for familiarizing themselves with the location of all safety
equipment.
3. Responsible for reporting any indications of H2S to those in the area and to a
supervisor.

B. Operations Supervisor
1. Responsible for thoroughly understanding and seeing that all aspects of this
contingency plan are enforced.
2. Responsible for implementing all phases of this contingency plan.



3. Responsible for keeping a minimum of personnel on the location during expected
hazardous operations.
4. Responsible for coordinating all well site operations and communications in the
event that an emergency condition develops.
5. Responsible for ensuring that all visitors are in approved respiratory protection
programs. A visitors log will be maintained by the air monitoring service provider, as
well as a list of all personnel on location after work over operations have started.

4.10 LOCATION LAYOUT

The location will consist of at least two pre-determined safe muster areas to assemble at
in the event of an emergency. These locations should be located 180 degrees to one
another, and located up wind and or up hill from well bore if possible..

A. H2S monitor system with at least four heads. One located at or near the well head, one
located at or near the reserve pit or blow down tank, a third one at or near the rig floor
(if applicable) and lastly one located at on near the rig operators control platform (Head
level).

The location and type of all air masks. Self-contained breathing apparatus for
use by rig personnel for this well will be kept in the following location(s):

Type: 1-30 min rescue unit Location: Rigsite Supervisor's Trailer
Type: 2-30 min rescue unit Location: Briefing Area #1
Type: 2-30 min rescue unit Location: Briefing Area #2
Type: 5-Hoseline work unit Location: Safety Trailer
Type: 5-5 min escape unit Location: Rig Floor (if applicable)
Type: 1-5 min escape unit Location: Tubing board (derrick if

applicable)

If a cascade system is utilized, indicate the location(s);
Type: 12 cylinder cascade Location: Safety Trailer with 12 cylinder cascade

is to be located at or near the rig sub structure.

The location of windsocks or streamers. The wind direction indicators for this
well will be located at:

Type: Windsock Location: Briefing Area #1
Type: Windsock Location: Briefing Area #2
Type: Streamers Location: On floor & pits or tanks

The location of any other safety equipment used, such as flare guns or bug
blowers.

Type: Flare gun Location: Safety Trailer
Bug Blowers: On location for use if needed



The location of all telephones and/or means of communications are as follows:

Type: Cell-Sat phone Location: Rigsite Supervisor's Trailer

Warning Signs:
"No Smoking" signs should be strategically located around the location. The
following locations are appropriate:
Entrance to location
Rig Floor (If applicable)
Dog House (If applicable)
Lower landing of all stairs to rig floor

"Poison Gas" signs should also be strategically located around the rig and well
location. The following locations are appropriate:
All entrance's leading onto location.
Lower landings of all stairs leading to rig floor
Various points along the perimeter of the radius of exposure

NOTE: All warning signs should be of readable size at a distance.

4.20 OPERATING PROCEDURES

The following operating procedures will be utilized for drilling and work over operation in
areas with H2S.

A. Plan of operation for handling gas kicks and other problems. Any gas kick will be
controlled by using approved well control techniques. Upon evidence that ambient
H2S concentrations have reached 10 ppm, all non-essential personnel will be evacuated
to pre-determined safe areas. Personnel remaining on the rig floor will don appropriate
respiratory protection equipment and continue to control the well until the situation
indicates the area is safe to re-enter.

Special Operations:

All equipment with potential for H2S exposure shall be suitable for H2S
service, i.e. Casing, Well Head, Blowout Preventer (BOP) equipment, Kill
Lines, Choke Manifold and Lines.
A flare pit may need to be located a minimum of 100' from wellhead and 30'
from the reserve pit or blow down tank.



4.30 OPERATING CONDITIONS

Operating conditions are defined in three categories. A description of each of these conditions
and the required action to take for each are provided below.

A. Condition I - Normal Operating Conditions, Potential Danger
Characterized by: Normal Operations in zones which contain or may contain
H2S.
Warning Flag: Yellow
Alarm: None
Probable Occurrence: No detectable gas present at surface
General Action:
Know location of safety equipment.
Check safety equipment for proper function. Keep it available.
Be alert for a condition change.
Follow instructions of supervisor.

B. Condition II- Moderate Danger to Life
Characterized by: H2S gas present. Concentration less than 10 ppm.
Warning Flag: Orange
Alarm: Flashing light at 10 ppm H2S. Intermittent blasts

on horn at 10 ppm H2S.

Probable Occurrence:
As trip gas when circulating bottoms up.
When a well kick is circulated out.
Surface pressure, well flow or lost operations.
Equipment failure during testing operations.

General Action:
Follow instructions of supervisor.
Put on breathing equipment if directed, or if conditions warrant it.
Stay in "SAFE BRIEFING AREA" if instructed and not working to correct the
problem.
The Drilling or Completions Consultant will initiate action plans to reduce the
H2S concentration to acceptable levels.

C. Condition III - Moderate to Extreme Danger to Life
Characterized by: H2S present in concentrations at or above 10 ppm. Critical
well operations or well control problems. In the extreme, loss of well control.
Warning Flag: Red
Alarm: Flashing light and continuous blast on horn at 10

ppm H2S.

Probable Occurrence:
As trip gas when circulating bottoms up.
When a well kick is circulated out.



Surface pressure, well flow or lost return
problems.
Equipment failure during testing operations.

General Action:
Put on breathing equipment. Move to "SAFE BRIEFING AREA" and remain
there if not working to correct or control problem.
Follow instructions of the Drilling or Completions Consultant or other
supervisor.
The Drilling or Completions Consultant will initiate emergency action as
provided in the contingency plan and as appropriate to the actual conditions. If
testing operations are in progress, the well will be shut in.
The Drilling or Completions Consultant will conduct any necessary operations
with an absolute minimum level of personnel. All persons in the immediate
area will wear breathing apparatus. All other personnel will restrict their
movements to those directed by the Drilling or Completions Consultant.
If gas containing hydrogen sulfide (H2S) is ignited,. the burning hydrogen
sulfide will be converted to sulfur dioxide which is poisonous.

5.00 HYDROGEN SULFIDE EMERGENCY PROCEDURES

The procedures listed below apply to Drilling and Completions and testing operations.

A. If at any time during Condition I, any person who detects H2S, will notify the
Drilling or Completions Consultant. All personnel should keep alert to the
Drilling or Completions Consultant's orders. He/She will do the following:
1. Immediately begin to ascertain the cause or the source of the H2S and take
steps to reduce the H2S concentration to zero.
2. Order non-essential personnel out of the potential danger area.
3. Order all personnel to check their safety equipment to see that it is working
properly and in the proper location. Persons without breathing equipment will
not be allowed to work in a hazard area.
4. Notify immediate Supervisor of condition and action taken.
5. Continue gas monitoring activities and continue with caution.
6. Display the orange warning flag.



B. If the H2S concentrations exceed 10 PPM the following steps will be taken:
1. Put on breathing equipment.
2. Display red flag.
3. Rig Crew - prepare to shut the well in.

a. Close BOP's if necessary.
4. If testing operations are in progress, the well will be shut-in.
5. Help anyone who may be affected by gas.
6. Evacuate quickly to the "SAFE BRIEFING AREA" if instructed or
conditions warrant.

C. In the event a potentially hazardous volume of H2S is released into the
atmosphere, the following steps must be taken to alert the public:
1. Remove all rig personnel from the danger area and assembly at a pre-
determined safe area, preferable upwind from the well site.
2. Alert public safety personnel, regulatory agencies, and the general public of
the existence and location of an H2S release. See List of Emergency Telephone
Numbers.
3. Assign personnel to block any public road (and access road to location) at
the boundary of the area of exposure. Any unauthorized people within the area
should be informed that an emergency exists and be advised to leave
immediately.
4. Request assistance from public safety personnel to control traffic and/or
evacuate people from the threatened area.

D. Procedure and Reporting Changes:

1. Whenever H2S is encountered the Operator shall notify state and federal
regulatory officials of its presence as soon as possible but in no event shall
notification take longer than 24 hours. The results of all field measurements
shall be included.

Contact: UDOGM Area Engineer Dustin Doucet at 801-538-2117 and BLM
Area Engineer Eric Jones at 435-259-2117

2. The Operator shall capture a gas sample and have compositional analysis
performed on it to quantify the percentage of H2S present. The Operator shall
report the results of this analysis, the depth from which the sample came and the
name of the formation on a sundry notice to the area UDOGM and BLM offices
within 24 hours of receipt of the results.



6.0 TRAINING PROGRAM

All personnel associated with the drilling and completions operations will
receive training to ensure efficient and correct action in all situations. This
training will be in the general areas of:
(A.) Personnel Safety (B.) Respiratory Protection (C.) Well Control
Procedures.

A. Personnel Safety Training All Personnel shall have received H2S training in
the following areas:

1. Hazards and characteristics of H2S.
2. Effect on mental components of the system.
3. Safety precautions.
4. Operation of safety equipment and life support systems.
5. Corrective action and shutdown procedures.
6. Respiratory Protection

B. Rig Operations. All rig personnel shall have received training in the following
areas.

1. Well control procedures (for rig operator)
2. Layout and operations of the well control equipment.
3. Respiratory Protection

NOTE: Proficiency will be developed through BOP drills which will be
documented by the Completions Consultant.

C. Service Company Personnel. All service personnel shall have been trained by their
employers in the hazards and characteristics of H2S and the operation of safety
equipment and life support systems in addition to the following:

1. Respiratory Protection

Visitors. All first time visitors to the location will be required to have training
in and be current with a Patara approved respiratory protection program.

7.00 PROTECTION OF THE GENERAL PUBLIC
Public The public within the area of exposure may be given an advance
briefing by Patara safety personnel if deemed necessary. This briefing must
include the following elements:
Hazards and characteristics of hydrogen sulfide. It is an extremely dangerous
gas. It is normally detectable by it's "rotten egg" odor, but odor is not a reliable
means of detections because the sense of smell may be dulled or lost due to
intake of the gas. It is colorless, transparentand flammable. It is heavier than
air and may accumulate in low places.



The necessity of an emergency action plan. Due to the danger of persons
exposed to hydrogen sulfide and the need for expeditious action should an
emergency occur, this action plan will be put into effect if and when a leak
should occur.

The manner in which the public will be notified of an emergency.
Steps to be taken in case of an emergency.
Notify-necessary agencies and request assistance for controlling traffic and
evacuating people.

7.10 NOTIFICATION OF POTENTIAL DANGER

- Warning signs will be prominently displayed at the well site and at all access points.

7.20 EMERGENCY EVACUATION AND ISOLATION OF DANGER AREA

In the event toxic gases are released in such quantities as to be a possible hazard to the public
the following steps (in addition to the procedure outlined in Section 5.0) will be taken by the
person in charge:

Evacuate all unnecessary personnel from the immediate hazardous area of the release.

- Choose a command post site in a safe area, and assume Incident Command.

- Alert by telephoneor radio the Safety Field Coordinator and notify the person of the situation
and your choice of a command post.

- Notify local Law Enforcement Officials of the need to restrict entry to the area and the
location of your command post. Request their assistance in restricting entry into the danger
area by placing roadblocks or barriers in safe areas.

Note-Alternate command posts and roadblocks may be required; the Incident Commander may
make changes in the locations listed above. Care should be taken to notify all responders of
the changes.

- If evacuation cannot be accomplished in a timely manner and the H2S release is posing
an immediate threat to human life, the Incident Commander may choose to ignite the
gas. Because of the increased risks igniting the gas can pose for response personnel,
only the Incident Commander can give this order.



APPENDIX C
EMERGENCY CONTACT

EPA 24-Hour Spill Notification Number 303.293.1788
Department of Transportation National Response Center 800.424.8802
Naturita Area Fire Department 970.864.7333
Monticello Ambulance 435.587.2237
Fire (Monticello, Utah) 435.587.2237
St Mary's Care Flight 800.332.4923
U.S. Dept. of Interior, Bureau of Land Management 970.878.5555
Patara Oil & Gas Corporate Office 303.623.2300
Patara Oil & Gas Lisbon Gas Plant Office 435.686.7600
Patara Oil & Gas Lisbon Gas Plant Control Room 866.774.8385
Patara Oil & Gas Lone Cone Field Office 970.864.7591
Dayne Doucet EHS Field Coordinator 970.739.3916
San Miguel County Sheriff 970.728.1911
San Juan County Sheriff 435.587.2237

Emergency calls should dial 911.
Note: If 911 is unavailable, call the applicable county Sheriff Dispatch number.



1 PATARA OIL & GAS, LLC.

LISBON D-810 Sidetrack
SAN JUAN COUNTY, UTAH

1. ESTIMATED FORMATION TOPS:

Formation MD TVD SS
Penn - Paradox Salt 4,331' 4,326' 2,318'
Penn - Base Paradox Salt 7,488' 7,475' -831'

Penn - Leadville 7,660' 7,646' -1,002'

Penn - McCracken 8,236' 8,222' -1,578'

2. ESTIMATED DEPTHS OF MINERAL BEARING -FORMATION:
Estimated depths at which water, oil, gas or other mineral-bearing formations are
expected to be encountered:

Formation Depth
TVD

Gas Leadville 7,646'
Oil McCracken 8,222'

3. CASING and CEMENT PROGRAM:
Existing/Proposed Casing Program:

CasingPurpose Interval Weight Grade Thread
Size

Surface 0-1,059' 13-3/8" 54.5 ppf J-55 ST&C
(existing)

0-8,444'
Production (collapsed at 7-5/8" 29 & 26 ppf L-80 LT&C
(existing) 7,855')

Production 7,400'-8,450' 5"-FJ 15 ppf L-80 Flush-Jt
(proposed)

Production Liner
Plan is to sidetrack out of 7-5/8" casing at +/- 7600', drilling 6.5" hole to TD at
approximately 8450' (100' below McCracken formation). Pay sections will be cased
off with 5" flush-joint liner. Cement will be circulated from TD to the top of the liner
hanger set @+/- 7400'.

Lisbon D-810 Sidetrack
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Proposed Cement Program:

%
Casing Amount and Type of Cement Interval excess

Production 55 sx 12.5 ppg (35:65) Poz Type III 7,400' 15%
Liner (Yield 2.16 cuft/sk) 8,450'

Cement volumes are approximate. Actual volumes will be calculated from caliper log
data.

4. OPERATORS MINIMUM SPECIFICATION FOR BOPE:

The surface casing will be equipped with a flanged casing head of 3,000 psi working
pressure. Pressure control equipment rating will be 3,000 psi. This equipment will be
nippled up on the surface casing and tested to 250 psi low test/3,000 psi high. The
BOPE will be hydraulically operated.

5. PROPOSED MUD PROGRAM

Interval Type Mud Viscosity Fluid Loss
Weight
8.4-9.0 28-45

7,600'-TD WBM <10
ppg Sec.

Nitrogen assist may be utilized in mud system to combat losses that are probable drilling
through the depleted Leadville formation.

6. LOGGING PROGRAM:
LOGS Interval

Triple Combo (AIT/GR/SP &
CNL/LDT/GR/Cal (2.65 gm/cc SS 8,450'-7,600'

Matrix)) with BHC Sonic

Stimulation Program: Evaluate open hole logs and perforate selected intervals of
the Mississippian and McCracken formations. Acidize Mississippian and fracture
stimulate McCracken down the 3-1/2" frac string and 5" liner.

Completion plans are to drill, log, case, and perforate the Mississppian and
McCracken Formations prior to stimulation. Stimulation design is pending results
of formation height, permeability and porosity. Design to be performed after
initial logging results and pressure transient data is acquired.

Lisbon D-810 Sidetrack
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7. ABNORMAL PRESSURE, TEMPERATURE, POTENTIAL HAZARDS:
The maximum anticipated bottomhole pressure is ±2,500 psi and will be controlled
with mud weight and BOP equipment. The anticipated bottomhole temperature is
135 °F. Hydrogen sulfide gas is present in this field and proper monitoring equipment
will be utilized. The fracture gradient is anticipated to be 0.85 - 0.90 psi/ft.

8. ANTICIPATED AGENDA:
The operation is expected to commence soon after a permit is issued, subject to rig
availability. Drilling operations will last about 21 days.

Lisbon D-810 Sidetrack



Patara Oil & Gas, LLC
REV. DATE DRAWN C. Noonan

PROPOSED WELLBORE SCHEMATIC APP'D J. Warren

NW Lisbon USA-A2 (Lisbon D-810) SCALE Not Drawn to Scale
API No. 43-037-16471 DATE 12/8/2011

SHL: 1,867 FSL 738 FEL

Sec. 10 T30S R24E
San Juan County, Utah

SHEETS SHEET

SPUD DATE AERIAL WELL LOCATON
June 25, 1960

ELEVATION
Ground - 6,631' Sec. 10

RKB - ±6,641'

J •

CONDUCTOR CASING Conductor Casing SHL
Set in place Set in place

SURFACE CASING
13-3/8" 54.5# J-55 ST&C

PRODUCTION CASING
7-5/8" 29 & 26# L-80 LT&C
5" FJ 15# L-80 Flush JT

TUBING sufracecasing
2-3/8" J-SS 1,059' - 13-3/8" Cement to surface with 800 sks

Squeezed Hole in Casing at 1,150' (4/89)
#1 w/ 220 Sx B Cement
#2 w/ 250 SX Cement

Squeezed Hole in Casing from 2,198' - 2232' (5/11)
#1 w/ 150sks neat w/ fluid loss
#2 wl 150sks neat cmt

Sidetrack Plans Cement plug to be set from 7,500' - 7,855'

Sidetrack out of 7-5/8" casing at ±7,600' with 90 sks 15.8ppg Class G
6.5" hole to TD 100' below McCracken formation at 8,450'.
Cemented with 55 sks 12.5 ppg 35:65 Poz Tubing

Type lil (Yield 2.16 cuft/sk) with 15% excess ||| 7,801' - 2-3/8" to surface
from 7,400' - 8,450 Top of packer at 7,622'

Mississi pian Perforation DataP
Top of liner hanger at 7,400 -- 7,688' - 7.760'

7,800' -

7,846°

7,836' - 7,970'
7,970' - 7,980'

Casing collapse from 7,855' -7,871'

Planned perforations of
McCracken and Mississippian
Formation during completions.

- - McCracken Perforation Data
8,254' - 8.264'
8,278' - 8,282'
8,320' - 8,330'

Production Casing
8,444' - 7-5/8" Cement to surface with 850 sks & 90 gals Latex

.
7,400' - 8,450 - Cement from TD to topof liner hanger set at ±7,400

Sidetrack Hole Original Hole
Total Vertical Depth - 8,450' Total Vertical Depth - 9,310'

Cement Plug 8,370 -8,600' with 50 Sx

Please note:
E atures in black
Key we1I features in blue
Proposed chagnes in



PATARA OIL & GAS, LLC
Field: San Juan County, UT
Site: Lisbon

Weli: D-810 420
Wellpath: ST e

Plan: Plan #2 Wo
PBHL D-180

McCracken
G Azimuths to Grid North

T / \ M True North: -1.37° 400
Magnetic North: 9.32°

Magnetic Field D-810 (OH)
Strength: 51371nT

Dip Angle: 64.40°
Date: 9/28/2011

Model: IGRF2010 Start Hold
Leadville

- - ST KOP MD:7600' 380
Start DLS 2.00 TFO 180.00

7200 - - Start DLS 7.86 TFO 131,25

300

7400
-O 20 40 60 80

West(-)/East(+) [20ftlin]

7496 376 i
3° 7510 MD Start DLS 7.86 TFO 131.25

7586 380 5° 7600 MD Start DLS 2.00 TFO 180.00

7600 ST KOP MD:7600'

Leadville

7711 387 3°7725 MD Start Hold
FORMATION TOP DETAILS

No. TVDPath MDPath Formation

.-.

1 7646.00 7659.90 Leadville

7800
2 8222.00 8236.74 McCracken

SECTION DETAILS

Sec MD Inc Azi TVD +N/-S +E/-W DLeg TFace VSec Target
2 8000 1 7510.00 3.25 300.00 7496.48 376.40 15.73 0.00 0.00 375.54

2 7600.00 5.50 45.00 7586.32 380.73 16.57 7.86 131.25 379.94
3 7725.00 3.00 45.00 7710.96 387.28 23.12 2.00 180.00 387.24
4 8465.05 3.00 45.00 8450.00 414.67 50.51 0.00 0.00 417.73

8200
McCracken

TARGET DETAILS

Name TVD +N/-S +El-W Northing Easting Shape

SHL D-180 0.00 0.00 0.00 562392.83 2641461.74 Point
PBHL D-180 8450.00 414.67 50.41 562807.50 2641512.15 Point

8400

8450 418 3°8465MDTD

PBHL D-180

0000
D-810 (OH) ,

-O 200 400 600 800

Vertical Section at 6.94° [200ftlin]

Plan Plan#2(D-B10/ST)

CreatedBy TylerCarlson Date 11/4/2011

ML LEAM DRILLINGSYSTEMS, INC. Checked Date

2010 East Davis Conroe, Texas 77301 Rev- oat.

Dr/Híng Systems. Inc.
Phone: 936-756-7577 Fax: 936-756-7595 ^¤' v6



LEAM Drilling Systems, Inc.
Planning Report

Company: PATARA OIL &GAS, LLC Date: 11/4/2011 Time: 14:06:20 Page: 1
Field: San Juan County, UT Co-ordinate(NE) Reference: Well: D-810, Grid North
Site: Lisbon Vertical (TVD) Reference: GL 6631 6631.0
Well: D-810 Section (VS) Reference: Well (0.00N,0.00E,6.94Azi)
Wellpath: ST Survey Calculation Method: MinimumCurvature Db: Adapti

Field: San Juan County, UT

Map System:US State Plane Coordinate System 1927 Map Zone: Utah, Southern Zone
Geo Datum: NAD27 (Clarke 1866) Coordinate System: Well Centre
Sys Datum: Mean Sea Level Geomagnetic Model: IGRF2010

Site: Lisbon

Site Position: Northing: 562837.20 ft Latitude: 38 11 29.382 N
From: Geographic Easting: 2640002.95 ft Longitude: 109 16 22.872 W
Position Uncertainty: 0.00 ft North Reference: Grid
Ground Level: 6505.50 ft Grid Convergence: 1.36 deg

Well: D-810 Slot Name:

Well Position: +N/-S -444.37 ft Northing: 562392.83 ft Latitude: 38 11 24.646 N
+El-W 1458.79 ft Easting : 2641461.74 ft Longitude: 109 16 4.738 W

Position Uncertainty: 0.00 ft

Plan: Plan #2 Date Composed: 11/4/2011
Version: 1

Principal: No Tied-to: From: Definitive Path

Plan Section Information

MD Incl Azim TVD +N/-S +El-W DLS Build Turn TFO Target
ft deg deg ft ft ft deg/100ft deg/100ft deg/100ft deg

7510.00 3.25 300.00 7496.48 376.40 15.73 0.00 0.00 0.00 0.00
7600.00 5.50 45.00 7586.32 380.73 16.57 7.86 2.50 116.67 131.25
7725 00 3.00 45.00 7710.96 387.28 23.12 2.00 -2.00 0.00 180.00
8465.05 3.00 45.00 8450.00 414.67 50.51 0.00 0.00 0.00 0.00

Survey

MD IncI Azim TVD N/S E/W VS D Build Turn Comment
ft deg deg ft ft ft ft deg/100ft deg/100ft deg/100ft

7510.00 3.25 300.00 7496.48 376.40 15.73 375.54 0.00 0.00 0.00
7550.00 2.64 3.56 7536.44 377.89 14.81 376.91 7.86 -1.53 158.90
7600.00 5.50 45.00 7586.32 380.73 16.57 379.94 7.86 5.72 82.88 ST KOP MD:7600'
7659.90 4.30 45.00 7646.00 384.35 20.19 383.97 2.00 -2.00 0.00 Leadville
7700.00 3.50 45.00 7686.01 386.28 22.12 386.12 2.00 -2.00 0.00

7725.00 3.00 45.00 7710.96 387.28 23.12 387.24 2.00 -2.00 0.00
7800.00 3.00 45.00 7785.86 390.05 25.90 390.33 0.00 0.00 0.00
7900.00 3.00 45.00 7885.73 393.76 29.60 394.45 0.00 0.00 0.00
8000.00 3.00 45.00 7985.59 397.46 33.30 398.57 0.00 0.00 0.00
8100.00 3.00 45.00 8085.45 401.16 37.00 402.69 0.00 0.00 0.00

8200.00 3.00 45.00 8185.31 404.86 40.70 406.81 0.00 0.00 0.00
8236.74 3.00 45.00 8222.00 406.22 42.06 408.32 0.00 0.00 0.00 McCracken
8300.00 3.00 45.00 8285.18 408.56 44.40 410.93 0.00 0.00 0.00
8400.00 3.00 45.00 8385.04 412.26 48.10 415.05 0.00 0.00 0.00
8465.05 3.00 45.00 8450.00 414.67 50.51 417.73 0.00 0.00 0.00

Targets
Map Map <-- Latitude ---> <-- Longitud -

Name Description TVD +N/-S +El-W Northing Easting Deg Min Sec Deg Min See
Dip.



LEAM Drilling Systems, Inc.
Planning Report

Company: PATARAOIL &GAS, LLC Date: 11/4/2011 Time: 14:06:20 Page: 2
Field: San Juan County, UT Co-ordinate(NE) Reference: Well: D-810, Grid North
Site: Lisbon Vertical (TVD) Reference: GL 6631 6631.0
Well: D-810 Section (VS) Reference: Well (0.00N,0.00E,6.94Azi)
Wellpath: ST Survey Calculation Method: MinimumCurvature Db: Adapti

Casing Points

MD TVD Diameter Hole Size Name

Formations

MD TVD Formations Lithology Dip Angle Dip Direction
ft ft deg deg

0.00 Paradox Salt 0.00 0.00
0.00 Base Paradox Salt 0.00 0.00

7659.90 7646.00 Leadville 0.00 0.00
8236.74 8222.00 McCracken 0.00





APPENDIX B
H2S EMERGENCY RESPONSE LAYOUT
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IR)RKSHEET
APPLICATION FOR PERMIT TO DRILL

APD RECEIVED: 11/07/2011 API NO. ASSIGNED: 43-037-16471

WELL NAME: NW LISBON USA A-2 (D-810)

OPERATOR: PATARA OIL & GAS, LLC ( N3670 ) PHONE NUMBER: 303-563-5378

CONTACT: DANIELLE GAVITO

PROPOSED LOCATION: INSPECT LOCATN BY: / /

NESE 10 300S 240E .

Tech Review Initials Date
SURFACE: 1867 FSL 0738 FEL

BOTTOM: 2280 FSL 0678 FEL Engineering

COUNTY: SAN JUAN Geology
LATITUDE: 38.19014 LONGITUDE: -109.26868

UTM SURF EASTINGS:651618 NORTHINGS: 4228328 Surface

FIELD NAME: LISBON ( 385 )

LEASE TYPE: 1 - Federal

LEASE NUMBER: UTU-14903 PROPOSED FORMATION: MCRKN

SURFACE OWNER: 1 - Federal COALBED METHANE WELL? NO

RECEIVED AND/OR REVIEWED: LOCATION AND SITING:

Plat R649-2-3.

y Bond: Fed[1] Ind[] Sta[] Fee[] Unit: LISBON
(No. UTB000428 )

Potash (Y/N)
R649-3-2. General

Oil Shale 190-5 (B) or 190-3 or 190-13 Siting: 460 From Qtr/Qtr & 920' Between Wells

Water Permit
R649-3-3. Exception

(No. )
Drilling Unit

RDCC Review (Y/N)
Board Cause No:

(Date: ) Eff Date:

Fee Surf Agreement (Y/N) Siting:

MA Intent to Commingle (Y/N) /
\/ R649-3-11. Directional Drill

COMMENTS:
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State of Utah
DEPARTMENT OF NATURAL RESOURCES

MICHAEL R. STYLER

GARY R.HERBERT ExecutiveDirector

Governor Division of Oil, Gas and Mining
GREGORY S. BELL JOHN R. BAZA
Lieutenant Govemor Division Director

December 12, 2011

Patara Oil & Gas, LLC
600 17th Street, Ste 1900S
Denver, CO 80202

Subject: NW Lisbon USA A-2 (D-810) WelLSurface Location 1867' FSL, 738' FEL, NE SE,
Sec. 10, T. 30 South, R. 24 East, Bottom Location 2280' FSL 678' FEL, Sec. 10, T. 30
South, R 24 East, NE SE, San Juan County, Utah

Ladies and Gentlemen:

Pursuant to Utah Code Ann.§40-6-1 et seq., and Utah Administrative Code R649-3-1 et
seq., the Utah Division of Oil, Gas and Mining issues conditions of approval, and permit to drill
the listed well. This permit is issued in accordance with the requirements of R649-3-2. The
expected producing formation or pool is the McCracken Formation(s), completion into any other
zones will require filing a Sundry Notice (Form 9). Completion and commingling of more than
one pool will require approval in accordance with R649-3-22.

This approval shall expire one year from the above date unless substantial and
continuous operation is underway, or a request for extension is made prior to the expiration date.
The API identification number assigned to this well is 43-037-16471.

Sincerely,

John Rogers
Associate Director

JR/js
Enclosures

cc: San Juan County Assessor
Bureau of Land Management, Moab OfHee

UTAH

DNR

1594 West North Temple, Suite 1210, PO Box 145801, Salt Lake City, UT 84114 -5801

telephone (801) 538-5340 • facsimile (801) 359-3940 • TTY (801) 538-7458 • wwmogm.utah.go? OIL, GAS &



Operator: Patara Oil & Gas, LLC
Well Name & Number NW Lisbon USA A-2 (D-810)

API Number: 43-037-16471
Lease: UTU-14903

Surface Location: NE SE Sec. B T. 30 South R. 24 East
Bottom Location: NE SE Sec. B T. 30 South R. 24 East

Conditions of Approval

1. General
Compliance with the requirements of Utah Admin. R. 649-1 et seq., the Oil and Gas
Conservation General Rules, and the applicable terms and provisions of the approved
Application for permit to drill.

2. Notification Requirements
The operator is required to notify the Division of Oil, Gas and Mining of the following
actions during drilling of this well:
• Within 24 hours following the spudding of the well - contact Carol Daniels at 801-

538-5284 (please let a voicemail message if not available)
OR
Submit an electronic sundry notice (pre-registration required) via the Utah Oil & Gas
website at http://oilgas.ogm.utah.gov

Notify the Division prior to commencing operations to plug and abandon the well.
• Contact Dustin Doucet at (801) 538-5281 office

(801) 733-0983 after office hours

3. Reporting Requirements
All reports, forms and submittals as required by the Utah Oil and Gas Conservation
General Rules will be promptly filed with the Division of Oil, Gas and Mining, including
but not limited:
• Entity Action Form (Form 6) - due within 5 days of spudding the well
• Monthly Status Report (Form 9) - due by 5* day of the following calendar month
• Requests to Change Plans (Form 9) -- due prior to implementation
• Written Notice of Emergency Changes (Form 9) - due within 5 days
• Notice of Operations Suspension or Resumption (Form 9) - due prior to implementation
• Report of Water Encountered (Form 7) - due within 30 days after completion
• Well Completion Report (Form 8) - due within 30 days after completion or plugging

4. State approval of this well does not supersede the required federal approval, which must be
obtained prior to



Page 2
43-037-16471
December 12, 2011

5. This proposed well is located in an area for which drilling units (well spacing patterns) have
not been established through an order of the Board of Oil, Gas and Mining (the "Board"). In
order to avoid the possibility of waste or injury to correlative rights, the operator is requested,
once the well has been drilled, completed, and has produced, to analyze geological and
engineering data generated therefrom, as well as any similar data from surrounding areas if
available. As soon as is practicable after completion of its analysis, and if the analysis
suggests an area larger than the quarter-quarter section upon which the well is located is
being drained, the operator is requested to seek an appropriate order from the Board
establishing drilling and spacing units in conformance with such analysis by filing a Request
for Agency Action with the Board.

6. In accordance with Utah Admin. R.649-3-11, Directional Drilling, the operator shall submit a
complete angular deviation and directional survey report to the Division within 30 days
following completion of the



RECEIVED: Mar. 20, 2012

 

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 

FORM 9
 

5.LEASE DESIGNATION AND SERIAL NUMBER:
 UTU-14903 

SUNDRY NOTICES AND REPORTS ON WELLS

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION
FOR PERMIT TO DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
 

7.UNIT or CA AGREEMENT NAME:
 LISBON 

1. TYPE OF WELL
  Gas Well 

8. WELL NAME and NUMBER:
 NW LISBON USA A-2 (D-810) 

2. NAME OF OPERATOR:
 PATARA OIL & GAS, LLC

9. API NUMBER:
 43037164710000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 
 600 17th Street Ste 1900S , Denver, CO, 80202 303 563-5364  Ext 

9. FIELD and POOL or WILDCAT:
 LISBON 

4. LOCATION OF WELL
  FOOTAGES AT SURFACE:
     1867 FSL 0738 FEL 
  QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:
     Qtr/Qtr: NESE Section: 10 Township: 30.0S Range: 24.0E Meridian: S

COUNTY:
 SAN JUAN 

STATE:
 UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

 

    NOTICE OF INTENT
Approximate date work will start:

    SUBSEQUENT REPORT
Date of Work Completion:

 

    SPUD REPORT
Date of Spud:

3 /16 /2012

    DRILLING REPORT
Report Date:

 

     ACIDIZE       ALTER CASING       CASING REPAIR  

     CHANGE TO PREVIOUS PLANS       CHANGE TUBING       CHANGE WELL NAME  

     CHANGE WELL STATUS       COMMINGLE PRODUCING FORMATIONS       CONVERT WELL TYPE   

     DEEPEN       FRACTURE TREAT       NEW CONSTRUCTION  

     OPERATOR CHANGE       PLUG AND ABANDON       PLUG BACK  

     PRODUCTION START OR RESUME       RECLAMATION OF WELL SITE       RECOMPLETE DIFFERENT FORMATION  

     REPERFORATE CURRENT FORMATION       SIDETRACK TO REPAIR WELL       TEMPORARY ABANDON  

     TUBING REPAIR       VENT OR FLARE        WATER DISPOSAL  

     WATER SHUTOFF       SI TA STATUS EXTENSION       APD EXTENSION  

     WILDCAT WELL DETERMINATION       OTHER  OTHER: 

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

 Patara Oil & Gas, LLC commenced operations on the Lisbon D-810
sidetrack at 20:00 on March 16, 2012 with Hurrican Drilling Rig #9.

Please contact the undersigned with any questions or concerns. Thank
you.

NAME (PLEASE PRINT) PHONE NUMBER 
 Christopher Noonan 303 563-5377

TITLE
 Supervisor: Regulations & Production 

SIGNATURE
 N/A

DATE
 3 /20 /2012

March 26, 2012

Sundry Number: 24051 API Well Number: 43037164710000Sundry Number: 24051 API Well Number: 43037164710000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-14903

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7 NIT orcA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals.

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Gas Well NW LISBON USA A-2 (D-810)

2. NAME OF OPERATOR: 9. API NUMBER:
PATARA OIL & GAS, LLC 43037164710000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
600 17th Street Ste 1900S , Denver, CO, 80202 303 563-5364 Ext LISBON

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: SAN JUAN

1867 FSL 0738 FEL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NESE Section: 10 Township: 30.0S Range: 24.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

/ SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

3/ 16 /2 0 12 REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

WILDCATWELLDETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Patara Oil & Gas, LLC commenced operations on the Lisbon D-810
Accepted by the

sidetrack at 20:00 on March 16, 2012 with Hurrican Drilling Rig #9. Utah Division of
Please contact the undersigned with any questions or concerns. Thank Oil, Gas and Mining

you. FOR RECORD ONLY
March 26, 2012

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Christopher Noonan 303 563-5377 Supervisor: Regulations & Production

SIGNATURE DATE
N/A 3/20/2012

RECEIVED: Mar. 20,



DIVISION OF OIL, GAS AND MINING

SPUDDING INFORMATION

Name of Company; PATARA OIL & GAS, LLC

Well Name: NW LISBON USA A-2 (D-810)

Api No: 43-037-16471 Lease Type FEDERA;

Section 10 Township 30S Range 24E County SAN JUAN

Drilling Contractor HURRICANE RIG # 9

SPUDDED:
Date 03/16/2012

Time 8:00 PM

How ROTARY

Dr¡Iling will
Commence:

Reported by RYAN CALHOUN

Telephone # (303) 710-1713

Date 03/16 /2012 Signed



RECEIVED: Mar. 29, 2012

 

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 

FORM 9
 

5.LEASE DESIGNATION AND SERIAL NUMBER:
 UTU-14903 

SUNDRY NOTICES AND REPORTS ON WELLS

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION
FOR PERMIT TO DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
 

7.UNIT or CA AGREEMENT NAME:
 LISBON 

1. TYPE OF WELL
  Gas Well 

8. WELL NAME and NUMBER:
 NW LISBON USA A-2 (D-810) 

2. NAME OF OPERATOR:
 PATARA OIL & GAS, LLC

9. API NUMBER:
 43037164710000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 
 600 17th Street Ste 1900S , Denver, CO, 80202 303 563-5364  Ext 

9. FIELD and POOL or WILDCAT:
 LISBON 

4. LOCATION OF WELL
  FOOTAGES AT SURFACE:
     1867 FSL 0738 FEL 
  QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:
     Qtr/Qtr: NESE Section: 10 Township: 30.0S Range: 24.0E Meridian: S

COUNTY:
 SAN JUAN 

STATE:
 UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

 

    NOTICE OF INTENT
Approximate date work will start:

    SUBSEQUENT REPORT
Date of Work Completion:

 

    SPUD REPORT
Date of Spud:

 

    DRILLING REPORT
Report Date:

3 /29 /2012

     ACIDIZE       ALTER CASING       CASING REPAIR  

     CHANGE TO PREVIOUS PLANS       CHANGE TUBING       CHANGE WELL NAME  

     CHANGE WELL STATUS       COMMINGLE PRODUCING FORMATIONS       CONVERT WELL TYPE   

     DEEPEN       FRACTURE TREAT       NEW CONSTRUCTION  

     OPERATOR CHANGE       PLUG AND ABANDON       PLUG BACK  

     PRODUCTION START OR RESUME       RECLAMATION OF WELL SITE       RECOMPLETE DIFFERENT FORMATION  

     REPERFORATE CURRENT FORMATION       SIDETRACK TO REPAIR WELL       TEMPORARY ABANDON  

     TUBING REPAIR       VENT OR FLARE        WATER DISPOSAL  

     WATER SHUTOFF       SI TA STATUS EXTENSION       APD EXTENSION  

     WILDCAT WELL DETERMINATION       OTHER  OTHER: 

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

 Please find the attached monthly drilling operations update for the
subject well. All operations are complete for the month. Please contact

the undersigned with any questions or concerns. Thank you.

NAME (PLEASE PRINT) PHONE NUMBER 
 Christopher Noonan 303 563-5377

TITLE
 Supervisor: Regulations & Production 

SIGNATURE
 N/A

DATE
 3 /29 /2012

April 04, 2012

Sundry Number: 24227 API Well Number: 43037164710000Sundry Number: 24227 API Well Number: 43037164710000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-14903

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7 NIT orcA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals.

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Gas Well NW LISBON USA A-2 (D-810)

2. NAME OF OPERATOR: 9. API NUMBER:
PATARA OIL & GAS, LLC 43037164710000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
600 17th Street Ste 1900S , Denver, CO, 80202 303 563-5364 Ext LISBON

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: SAN JUAN

1867 FSL 0738 FEL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NESE Section: 10 Township: 30.0S Range: 24.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

3/29/2012
WILDCATWELLDETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Please find the attached monthly drilling operations update for the Accepted by the
subject well. All operations are complete for the month. Please contact Utah Division of

the undersigned with any questions or concerns. Thank you. Oil, Gas and Mining

FOR RECORD ONLY
April 04, 2012

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Christopher Noonan 303 563-5377 Supervisor: Regulations & Production

SIGNATURE DATE
N/A 3/29/2012

RECEIVED: Mar. 29,



RECEIVED: Mar. 29, 2012

Page  1/1

Well Name:   Lisbon D-810 (NW Lisbon USA A-2)

Report Printed:   3/29/2012www.peloton.com

Daily Activity and Cost Summary

API/UWI
43-037-16471

Surface Legal Location
NESE Sec. 10 T30S R24E

Field Name
Lisbon

License # State/Province
Utah

Well Configuration Type
Deviated

Ground Elevation (ft)
6,631.00

Casing Flange Elevation (ft) KB-Ground Distance (ft)
13.00

KB-Casing Flange Distance (ft) Spud Date
3/16/2012 20:00

Rig Release Date
12/27/2011 19:00

Patara Oil & Gas LLC

Job Category
Drilling

Primary Job Type
Sidetrack Productive Zones

Secondary Job Type Status 1

Start Date
3/16/2012

End Date
3/25/2012

AFE Number
1139;P12D09

Total AFE + Supp Amount (Cost)
824,715.00

Objective
Side Track to McCracken, bypassing collapsed casing
Summary

Contractor
Hurricane Drilling

Rig Number
9

Rig Type
Workover

Rpt # Start Date End Date Day Total (Cost) Cum To Date (Cost) Summary

1.0 3/16/2012 3/17/2012 250,713.94 250,713.94 MIRU, Blow down/kill well, NU double ram, RU slickline and set tbg plug,  
release packer and POOH laying down tbg.

2.0 3/17/2012 3/18/2012 49,228.23 299,942.17 Unload 3 ½’ drill pipe from trucks, PU Baker cement retainer, PU singles DP  
and RIH, RU cementers & test lines, Cement squeeze, Pull out of retainer and  
spot 30' cmt on top.  Reverse out 1 bbl cmt to surface. POOH standing back  
DP

3.0 3/18/2012 3/19/2012 40,367.89 340,310.06 POOH standing back DP, LD 20 jts to allow for HW, ND BOP and NU mud  
cross, double ram, annular & rotating head.  PU Mills and attempt to get in top7  
5/8" csg, change out starter mills and get into csg.  RIH w/ wiper run, Work on  
rig,  Make mill gauge run.  Mix mud and circulate.

4.0 3/19/2012 3/20/2012 55,335.00 395,645.06 Mix mud and circulate, POOH w/ mill gauge run, PU mills and set UBHO to WS  
face, RIH on single line with WS, PU gyro, RIH w/ gyro and seat in UBHO,  
lower WS and set @ 50 deg GYTF, POOH w/ Gyro, PU power swivel and  
prepare to mill window.

5.0 3/20/2012 3/21/2012 31,750.00 427,395.06 Pick up power swivel and mill window from 7606'-7626', 6 3/4" window at 50  
deg azm, C&C, Monitor well for flow, RU 2 lines and POOH, LD WS mills, clear  
cat walk and rig floor, PJSM to PU directional tools, PU directional BHA and bit  
(RTC RC 20) 3 x 14’s  

6.0 3/21/2012 3/22/2012 114,151.00 541,546.06 Pick up directional BHA and test tools.  RIH to top of window.  C&C  mud.  PU  
SD entry sub and RIH w/ gyro.  Seat gyro and pack off.  PU power swivel and  
start time drillingW/ GYRO TO 7666, POH w. gyro, DRl ahead rotate to 7695

7.0 3/22/2012 3/23/2012 92,556.40 634,102.46 DRILL AHEAD AT 5 - 6 DEG INC AND 35 - 40 AZM DEPARTING FROM OLD  
WELL PATH. SLIDE AT 180 TF TO ATTEMPT TO DROP INCLINATION NO  
RESULTS @ 8106 C & C TO POH FOR BIT CHANGE  

8.0 3/23/2012 3/24/2012 63,525.68 697,628.14 POH AND CHANGE BIT TO HUGHES PDC : RIH TO WS, CLEAN PITS AND  
CUTTING TANK, TRIP IN OPEN HOLE AND DRILL AHEAD TO 8255.SLIDE  
45 FEET @ 180 TF NO RESULTS  

9.0 3/24/2012 3/25/2012 116,327.29 813,955.43 DRILLED TO TD 8465 SHRT TRIP, C & C POH FOR E LOGS
10.0 3/25/2012 3/26/2012 813,955.43 RUN E LOGS, RAN CSG LINER NAD DP CEMENTED AND CIRCULATED  

OFF/ NO CMT BACK, POH WITH DRP  

Sundry Number: 24227 API Well Number: 43037164710000Sundry Number: 24227 API Well Number: 43037164710000

Patara Oil & Gas LLc Daily Activity and Cost Summary

Well Name: Lisbon D-810 (NW Lisbon USA A-2)
APllUWI Surface Legal Location Field Name License # State/Province Well Configuration Type
43-037-16471 NESE Sec. 10 T30S R24E Lisbon Utah Deviated
Ground Elevation (ft) Casing Flange Elevation (ft) KB-Ground Distance (ft) KB-Casing Flange Distance (ft) Spud Date Rig Release Date

6,631.00 13.00 3/16/2012 20:00 12/27/2011 19:00

Job Category Primary Job Type Secondary Job Type Status 1

Drilling Sidetrack Productive Zones
Start Date End Date AFE Number Total AFE + Supp Amount (Cost)

3/16/2012 3/25/2012 1139;P12DO9
Objective

Side Track to McCracken, bypassing collapsed casing
Summary

Contractor Rig Number Rig Type

Hurrica le Drilling 9 Workover
Rpt# Start Date End Date Day Total (Cost) Cum To Date (Cost) Summary

1.0 3/16/2012 3/17/2012 MIRU, Blow down/kill well, NU double ram, RU slickline and set tbg plug,
release packer and POOH laying down tbg.

2.0 3/17/2012 3/18/2012 Unload 3 ½' drill pipe from trucks, PU Baker cement retainer, PU singles DP
and RIH, RU cementers & test lines, Cement squeeze, Pull out of retainer and
spot 30' cmt on top. Reverse out 1 bbl cmt to surface. POOH standing back
DP

3.0 3/18/2012 3/19/2012 POOH standing back DP, LD 20 jts to allow for HW, ND BOP and NU mud
cross, double ram, annular & rotating head. PU Mills and attempt to get in top7
5/8" csg, change out starter mills and get into csg. RIH w/ wiper run, Work on
rig, Make mill gauge run. Mix mud and circulate.

4.0 3/19/2012 3/20/2012 Mix mud and circulate, POOH w/ mill gauge run, PU mills and set UBHO to WS
face, RIH on single line with WS, PU gyro, RIH w/ gyro and seat in UBHO,
Iower WS and set @50 deg GYTF, POOH w/ Gyro, PU power swivel and
prepare to mill window.

5.0 3/20/2012 3/21/2012 Pick up power swivel and mill window from 7606'-7626', 6 3/4" window at 50
deg azm, C&C, Monitor well for flow, RU 2 lines and POOH, LD WS mills, clear
cat walk and rig floor, PJSM to PU directional tools, PU directional BHA and bit
(RTC RC 20) 3 x 14's

6.0 3/21/2012 3/22/2012 Pick up directional BHA and test tools. RIH to top of window. C&C mud. PU
SD entry sub and RIH w/ gyro. Seat gyro and pack off. PU power swivel and
start time drillingWI GYRO TO 7666, POH w. gyro, DRI ahead rotate to 7695

7.0 3/22/2012 3/23/2012 DRILL AHEAD AT 5 - 6 DEG INC AND 35 - 40 AZM DEPARTING FROM OLD
WELL PATH. SLIDE AT 180 TF TO ATTEMPT TO DROP INCLINATION NO
RESULTS @8106 C & C TO POH FOR BIT CHANGE

8.0 3/23/2012 3/24/2012 POH AND CHANGE BIT TO HUGHES PDC: RIH TO WS, CLEAN PITS AND
CUTTING TANK, TRIP IN OPEN HOLE AND DRILL AHEAD TO 8255.SLIDE
45 FEET @ 180 TF NO RESULTS

9.0 3/24/2012 3/25/2012 DRILLED TO TD 8465 SHRT TRIP, C & C POH FOR E LOGS
10.0 3/25/2012 3/26/2012 RUN E LOGS, RAN CSG LINER NAD DP CEMENTED AND CIRCULATED

OFF/ NO CMT BACK, POH WITH DRP

www.peloton.com Page 1/1 Report Printed:



RECEIVED: Mar. 27, 2012

 

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 

FORM 9
 

5.LEASE DESIGNATION AND SERIAL NUMBER:
 UTU-14903 

SUNDRY NOTICES AND REPORTS ON WELLS

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION
FOR PERMIT TO DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
 

7.UNIT or CA AGREEMENT NAME:
 LISBON 

1. TYPE OF WELL
  Gas Well 

8. WELL NAME and NUMBER:
 NW LISBON USA A-2 (D-810) 

2. NAME OF OPERATOR:
 PATARA OIL & GAS, LLC

9. API NUMBER:
 43037164710000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 
 600 17th Street Ste 1900S , Denver, CO, 80202 303 563-5364  Ext 

9. FIELD and POOL or WILDCAT:
 LISBON 

4. LOCATION OF WELL
  FOOTAGES AT SURFACE:
     1867 FSL 0738 FEL 
  QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:
     Qtr/Qtr: NESE Section: 10 Township: 30.0S Range: 24.0E Meridian: S

COUNTY:
 SAN JUAN 

STATE:
 UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

 

    NOTICE OF INTENT
Approximate date work will start:

    SUBSEQUENT REPORT
Date of Work Completion:

 

    SPUD REPORT
Date of Spud:

 

    DRILLING REPORT
Report Date:

3 /24 /2012

     ACIDIZE       ALTER CASING       CASING REPAIR  

     CHANGE TO PREVIOUS PLANS       CHANGE TUBING       CHANGE WELL NAME  

     CHANGE WELL STATUS       COMMINGLE PRODUCING FORMATIONS       CONVERT WELL TYPE   

     DEEPEN       FRACTURE TREAT       NEW CONSTRUCTION  

     OPERATOR CHANGE       PLUG AND ABANDON       PLUG BACK  

     PRODUCTION START OR RESUME       RECLAMATION OF WELL SITE       RECOMPLETE DIFFERENT FORMATION  

     REPERFORATE CURRENT FORMATION       SIDETRACK TO REPAIR WELL       TEMPORARY ABANDON  

     TUBING REPAIR       VENT OR FLARE        WATER DISPOSAL  

     WATER SHUTOFF       SI TA STATUS EXTENSION       APD EXTENSION  

     WILDCAT WELL DETERMINATION       OTHER  OTHER: 

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

 This well reached TD on March 24, 2012 at 8465ft. Thank you.

NAME (PLEASE PRINT) PHONE NUMBER 
 Christopher Noonan 303 563-5377

TITLE
 Supervisor: Regulations & Production 

SIGNATURE
 N/A

DATE
 3 /27 /2012

April 04, 2012

Sundry Number: 24186 API Well Number: 43037164710000Sundry Number: 24186 API Well Number: 43037164710000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-14903

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7 NITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals.

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Gas Well NW LISBON USA A-2 (D-810)

2. NAME OF OPERATOR: 9. API NUMBER:
PATARA OIL & GAS, LLC 43037164710000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
600 17th Street Ste 1900S , Denver, CO, 80202 303 563-5364 Ext LISBON

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: SAN JUAN

1867 FSL 0738 FEL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NESE Section: 10 Township: 30.0S Range: 24.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

3/24/2012
WILDCAT WELL DETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

This well reached TD on March 24, 2012 at 8465ft. Thank you. Accepted by the
utah Division of

Oil, Gas and Mining

FOR RECORD ONLY
April 04, 2012

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Christopher Noonan 303 563-5377 Supervisor: Regulations & Production

SIGNATURE DATE
N/A 3/27/2012

RECEIVED: Mar. 27,



C
RECEIVED

STATE OF UTAH FORM 6
DEPARTMENT OF NATURALRESOURCES

DIVISIONOF OlL, GAS AND MINING AŸR S 2Ûl2

ENTITY ACTION FORM DIV OF OIL, GAS, & MINING

Operator: Patara Oil & Gas LLC Operator Account Number: N 3670

Address: 600 17th Street, Suite 1900S

city Denver

state CO zip 80202 Phone Number: (303) 825-0685

Well 1

API Number Well Name QQ Sec Twp Rng County
4303731351 Lisbon B-614A NENW 14 30S 24E San Juan

Action Code Current Entity New Entity Spud-Ðate Entity Assignment
Number Number Effective Date

Comments: Operations completed on 4/12/12 to plug off Mississippian Leadville & perforatel frac McCracken. Well
producing from oil from the McCracken liftedvia gas liftgas provided from the Lisbon plant.

Well 2

API Number Well Name QQ Sec Twp Rng County

04 L.KbOD M A (oß ESE 10 30S 24E San Juan
Action Code Current Entity New Entity Spud Date Entity Assignment

Number Number Effective Date

3/16/2012
Comments: Operations continuing to recomplete McCracken via new sidetrack wellbore. Initialproduction willbe oil

from McCracken lifted via gas liftgas provided from the Lisbon plant.

wellA3PI
Number Well Name QQ Sec Twp Rng County

Action Code Current Entity New Entity Spud Date Entity Assignment
Number Number Effective Date

Comments:

ACTION CODES:
A - Establish new entity for new well (single well only) Christopher A. Noonan
B - Add new well to existing entity (groupor unit well) Name (Ple e Print)

C - Re-assign well from one existing entity to another existing entity
D - Re-assign well from one existing entity to a new entity figrráiure
E - Other (Explain in 'comments' section) Supervisor: Production 4/20/2012

Title Date



RECEIVED: Jun. 06, 2012

 

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 

FORM 9
 

5.LEASE DESIGNATION AND SERIAL NUMBER:
 UTU-14903 

SUNDRY NOTICES AND REPORTS ON WELLS

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION
FOR PERMIT TO DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
 

7.UNIT or CA AGREEMENT NAME:
 LISBON 

1. TYPE OF WELL
  Gas Well 

8. WELL NAME and NUMBER:
 NW LISBON USA A-2 (D-810) 

2. NAME OF OPERATOR:
 PATARA OIL & GAS, LLC

9. API NUMBER:
 43037164710000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 
 600 17th Street Ste 1900S , Denver, CO, 80202 303 563-5364  Ext 

9. FIELD and POOL or WILDCAT:
 LISBON 

4. LOCATION OF WELL
  FOOTAGES AT SURFACE:
     1867 FSL 0738 FEL 
  QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:
     Qtr/Qtr: NESE Section: 10 Township: 30.0S Range: 24.0E Meridian: S

COUNTY:
 SAN JUAN 

STATE:
 UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

 

    NOTICE OF INTENT
Approximate date work will start:

    SUBSEQUENT REPORT
Date of Work Completion:

6 /5 /2012

    SPUD REPORT
Date of Spud:

 

    DRILLING REPORT
Report Date:

 

     ACIDIZE       ALTER CASING       CASING REPAIR  

     CHANGE TO PREVIOUS PLANS       CHANGE TUBING       CHANGE WELL NAME  

     CHANGE WELL STATUS       COMMINGLE PRODUCING FORMATIONS       CONVERT WELL TYPE   

     DEEPEN       FRACTURE TREAT       NEW CONSTRUCTION  

     OPERATOR CHANGE       PLUG AND ABANDON       PLUG BACK  

     PRODUCTION START OR RESUME       RECLAMATION OF WELL SITE       RECOMPLETE DIFFERENT FORMATION  

     REPERFORATE CURRENT FORMATION       SIDETRACK TO REPAIR WELL       TEMPORARY ABANDON  

     TUBING REPAIR       VENT OR FLARE        WATER DISPOSAL  

     WATER SHUTOFF       SI TA STATUS EXTENSION       APD EXTENSION  

     WILDCAT WELL DETERMINATION       OTHER  OTHER: 

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

 Patara Oil & Gas, LLC first produced this well via gas lift on 6/5/2012 at
12:30pm. The well produced 180bbls of oil over a 14 hour period, no

water, from the McCracken formation. This well has been dually
completed; the Mississippian Leadville will be produced seperatly at a

later date. A seperate notice for that formation will be sent accordingly.
A completion report will be submitted once gas and liquid analyses

have been conducted. Please contact the undersigned with any
questions or concerns. Thank you.

NAME (PLEASE PRINT) PHONE NUMBER 
 Christopher Noonan 303 563-5377

TITLE
 Supervisor: Regulations & Production 

SIGNATURE
 N/A

DATE
 6 /6 /2012

June 06, 2012

Sundry Number: 26574 API Well Number: 43037164710000Sundry Number: 26574 API Well Number: 43037164710000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-14903

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7 NIToNrcA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals.

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Gas Well NW LISBON USA A-2 (D-810)

2. NAME OF OPERATOR: 9. API NUMBER:
PATARA OIL & GAS, LLC 43037164710000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
600 17th Street Ste 1900S , Denver, CO, 80202 303 563-5364 Ext LISBON

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: SAN JUAN

1867 FSL 0738 FEL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NESE Section: 10 Township: 30.0S Range: 24.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

/ SUBSEQUENTREPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

6 / 5 / 2 0 12
OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

WILDCATWELLDETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Patara Oil & Gas, LLC first produced this well via gas lift on 6/5/2012 at Accepted by the
12:30pm. The well produced 180bbls of oil over a 14 hour period, nO Utah Division of

water, from the McCracken formation. This well has been dually Oil, Gas and Mining

completed; the Mississippian Leadville will be produced seperatly at a FOR RECORD ONLY
later date. A seperate notice for that formation will be sent accordingly. June 06, 2012

A completion report will be submitted once gas and liquid analyses
have been conducted. Please contact the undersigned with any

questions or concerns. Thank you.

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Christopher Noonan 303 563-5377 Supervisor: Regulations & Production

SIGNATURE DATE
N/A 6/6/2012

RECEIVED: Jun. 06,



RECEIVED: Jul. 09, 2012

 

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 

FORM 9
 

5.LEASE DESIGNATION AND SERIAL NUMBER:
 UTU-14903 

SUNDRY NOTICES AND REPORTS ON WELLS

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION
FOR PERMIT TO DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
 

7.UNIT or CA AGREEMENT NAME:
 LISBON 

1. TYPE OF WELL
  Gas Well 

8. WELL NAME and NUMBER:
 NW LISBON USA A-2 (D-810) 

2. NAME OF OPERATOR:
 PATARA OIL & GAS, LLC

9. API NUMBER:
 43037164710000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 
 600 17th Street Ste 1900S , Denver, CO, 80202 303 563-5364  Ext 

9. FIELD and POOL or WILDCAT:
 LISBON 

4. LOCATION OF WELL
  FOOTAGES AT SURFACE:
     1867 FSL 0738 FEL 
  QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:
     Qtr/Qtr: NESE Section: 10 Township: 30.0S Range: 24.0E Meridian: S

COUNTY:
 SAN JUAN 

STATE:
 UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

 

    NOTICE OF INTENT
Approximate date work will start:

    SUBSEQUENT REPORT
Date of Work Completion:

6 /24 /2012

    SPUD REPORT
Date of Spud:

 

    DRILLING REPORT
Report Date:

 

     ACIDIZE       ALTER CASING       CASING REPAIR  

     CHANGE TO PREVIOUS PLANS       CHANGE TUBING       CHANGE WELL NAME  

     CHANGE WELL STATUS       COMMINGLE PRODUCING FORMATIONS       CONVERT WELL TYPE   

     DEEPEN       FRACTURE TREAT       NEW CONSTRUCTION  

     OPERATOR CHANGE       PLUG AND ABANDON       PLUG BACK  

     PRODUCTION START OR RESUME       RECLAMATION OF WELL SITE       RECOMPLETE DIFFERENT FORMATION  

     REPERFORATE CURRENT FORMATION       SIDETRACK TO REPAIR WELL       TEMPORARY ABANDON  

     TUBING REPAIR       VENT OR FLARE        WATER DISPOSAL  

     WATER SHUTOFF       SI TA STATUS EXTENSION       APD EXTENSION  

     WILDCAT WELL DETERMINATION       OTHER  OTHER: 

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

 Patara Oil & Gas, LLC first produced this formation 6/24/2012 at
12:30pm. The well produced 136MMCF of gas over a 24 hour period, no
water, or oil from the Mississippian formation. This well has been dually

completed; the McCracken was first produced on 6/5/12, and
continues to flow oil, gas and water. A completion report has been

submitted to UDOGM via UPS. Please contact the undersigned with any
questions or concerns. Thank you.

NAME (PLEASE PRINT) PHONE NUMBER 
 Christopher Noonan 303 563-5377

TITLE
 Supervisor: Regulations & Production 

SIGNATURE
 N/A

DATE
 7 /9 /2012

July 09, 2012

Sundry Number: 27609 API Well Number: 43037164710000Sundry Number: 27609 API Well Number: 43037164710000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-14903

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7 NIToNrcA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals.

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Gas Well NW LISBON USA A-2 (D-810)

2. NAME OF OPERATOR: 9. API NUMBER:
PATARA OIL & GAS, LLC 43037164710000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
600 17th Street Ste 1900S , Denver, CO, 80202 303 563-5364 Ext LISBON

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: SAN JUAN

1867 FSL 0738 FEL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NESE Section: 10 Township: 30.0S Range: 24.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

/ SUBSEQUENTREPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

6/24/2012
OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

WILDCATWELLDETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Patara Oil & Gas, LLC first produced this formation 6/24/2012 at Accepted by the
12:30pm. The well produced 136MMCF of gas over a 24 hour period, nO Utah Division of
water, or oil from the Mississippian formation. This well has been dually Oil, Gas and Mining

completed; the McCracken was first produced on 6/5/12, and FOR RECORD ONLY
continues to flow oil, gas and water. A completion report has been July 09, 2012

submitted to UDOGM via UPS. Please contact the undersigned with any
questions or concerns. Thank you.

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Christopher Noonan 303 563-5377 Supervisor: Regulations & Production

SIGNATURE DATE
N/A 7/9/2012

RECEIVED: Jul. 09,



STATE OF UTAH AMENDED REPORT O FORM 8
DEPARTMENT OF NATURALRESOURCES (highlight changes)

DIVISIONOF OIL, GAS AND MINING 5. LEASEDESIGNATIONANDSERIALNUMBER:

UTUO14903

WELL COMPLETION OR RECOMPLETION REPORT AND LOG
6. IFINDIAN.ALLOTTEEORTRIBENAME

1a. TYPE OF WELL: ELLL ESLL DRY OTHER 7. UNITor CA AGREEMENT NAME

Lisbon Unit
b. TYPE OF WORK: 8. WELL NAMEand NUMBER:

wEEWL HOR EP-
RY

EFSFVR.
OTHER

2. NAMEOF OPERATOR: 9. API NUMBER:

Patara Oil &Gas LLC 4303716471
3. ADDRESS OF OPERATOR: PHONE NUMBER: 10 FIELD AND POOL, OR WILDCAT

600 17th St. Ste 1900S city Denver STATE CO zie 80202 (303) 563-5377 Lisbon
4. LOCATIONOF WELL (FOOTAGES) 11. QTR/QTR, SECTION, TOWNSHIP, RANGE,

MERIDIAN:
ATSURFACE: 1867 FSL 738 FEL (NESE) Sec 10 30S 24E NESE 10 30S 24E S
AT TOP PRODUCING INTERVALREPORTED BELOW: 2241 FSL 705 FEL (NESE) Sec 10 30S 24E

1530 fo10 12. COUNTY 13. STATE
ATTOTALDEPTH: A347 FSL452 FEL (NESE) Sec 10 30S 24E San Juan UTAH

14. DATE SPUDDED: 15. DATET.D. REACHED: 16. DATE COMPLETED: 17. ELEVATIONS(DF, RKB, RT, GL):

3/16/2012 3/25/2012 5/9/2012 ABANDONED READYTO PRODUCE 6644 RKB
18. TOTAL DEPTH: MD 8,465 19. PLUG BACKT.D.: MD 8,423 20. IF MULTIPLECOMPLETIONS, HOW MANY?* 21. DEPTH BRIDGE MD

TVD TVD 2 PLUG SET:
TVD

22. TYPE ELECTRIC AND OTHER MECHANICALLOGS RUN (Submit copyofeach) 23.

WAS WELL CORED? NO YES (Submit analysis)
Caliper Neutron Density, Quicklook, Array Induction

WAS DST RUN? NO YES (Submit report)

DIRECTIONALSURVEY? NO YES (Submit copy)

24. CASING AND LINER RECORD (Report all strings set in well)

HOLE SIZE SIZE/GRADE WEIGHT (#lft) TOP (MD) BOTTOM(MD) STAGE CPEMHENTER CNEMEONFSACKES VOLSUM
BBL) CEMENT TOP ** AMOUNTPULLED

15.75 13.3¯¾ J-55 54.5 0 1,059 G 800 0 - VIS
6.5 7.325 N-80 26.40 0 8,444 50/50 850 0 - CAL
5.5 4.5 L-80 11.60 7,606 8,464 G 100 7333 - CAL

25. TUBING RECORD

SIZE DEPTH SET (MD) PACKER SET (MD) SIZE DEPTH SET (MD) PACKER SET (MD) SIZE DEPTH SET (MD) PACKER SET (MD)

2.375 8,218 ,8,200

26. PRODUCING INTERVALS 27. PERFORATION RECORD

FORMATIONNAME TOP (MD) BOTTOM (MD) TOP (TVD) BOTTOM (TVD) INTERVAL(ToplBot - MD) SIZE NO. HOLES PERFORATION STATUS

(A) Mississippian- AB 7,688 7,980 7,688 7,980 open Squeezed

(B) McCracken- AB 8,254 9,330 8,254 9,330 open[ Squeezed

(c) Mississippian 7,688 7,762 7,641 7,963 7,688 7,762 .44 142 Open Squeezed

(D) McCracken 8,241 8,322 8,207 8,312 8,241 8,322 .44 50 open Squeezed

28. ACID, FRACTURE, TREATMENT, CEMENT SQUEEZE, ETC.

DEPTH INTERVAL AMOUNTAND TYPE OF MATERIAL

7688 -7762 Pumped 15,000 gallons HCL with 6% KCLwash and break down perfs
8241 - 8322 Frac treated with 21,300# 20/40 sand and CO2

29. ENCLOSED ATTACHMENTS: 30. WELL STATUS:

O ELECTRICAL/MECHANICALLOGS GEOLOGIC REPORT DST REPORT DIRECTIONALSURVEY

SUNDRY NOTICE FOR PLUGGING AND CEMENT VERIFICATION CORE ANALYSIS OTHER:

RECElyty
(5/2000) (CONTINUEDON BACK)

DIV.0F0ikGASA



31. INITIALPRODUCTION INTERVALA (As shown in item #26)

DATE FIRST PRODUCED: TEST DATE: HOURS TESTED: TEST PRODUCTION OIL - BBL: GAS - MCF: WATER - BBL: PROD. METHOD:

7/1/1960 RATES: -Þ

CHOKE SIZE: TBG. PRESS. CSG. PRESS. API GRAVITY BTU- GAS GAS/OIL RATIO 24 HR PRODUCTION OIL- BBL: GAS - MCF: WATER- BBL: INTERVALSTATUS:
RATES: Squeezed

INTERVALB (As shown in item #26)

DATE FIRST PRODUCED: TEST DATE: HOURS TESTED: TEST PRODUCTION OIL - BBL: GAS - MCF: WATER - BBL: PROD. METHOD:

7/1/1960 RATES: ->

CHOKE SIZE: TBG. PRESS. CSG. PRESS. API GRAVITY BTU - GAS GAS/OIL RATIO 24 HR PRODUCTION OlL - BBL: GAS - MCF: WATER - BBL: INTERVALSTATUS:
RATES: Squeezed

INTERVALC (As shown in item #26)

DATE FIRST PRODUCED: TEST DATE: HOURS TESTED: TEST PRODUCTION OIL - BBL: GAS - MCF: WATER - BBL: PROD. METHOD:

6/24/2012 5/8/2012 24 RATES: * O 136 0 Flow
CHOKE SIZE: TBG. PRESS. CSG. PRESS. API GRAVITY BTU - GAS GAS/OIL RATIO 24 HR PRODUCTION OIL - BBL: GAS - MCF: WATER- BBL: INTERVALSTATUS:

32/64 586 30.00 136 136 RATES: * O 136 0 Open
INTERVALD (As shown in item #26)

DATE FIRST PRODUCED: TEST DATE: HOURS TESTED: TEST PRODUCTION OIL - BBL: GAS - MCF: WATER - BBL: PROD. METHOD:

4/28/2012 4/28/2012 24 RATES: 142 1,400 30 Flow
CHOKE SIZE: TBG. PRESS. CSG. PRESS. API GRAVITY BTU - GAS GASIOIL RATIO 24 HR PRODUCTION OIL- BBL: GAS - MCF: WATER - BBL: INTERVALSTATUS:

64/64 110 0.87 925 | 10 RATES: 142 1,400 30 Open
32. DISPOSITION OF GAS (Sold, Used for Fuel, Vented, Etc.)

Sold
33. SUMMARYOF POROUS ZONES (Include Aquifers): 34. FORMATION(Log) MARKERS:

Show all important zones ofporosity and contentsthereof:Cored intervals and all drill-stem tests, including depth interval
tested, cushionused, timetoolopen,flowing and shut-inpressures and recoveries.

Formation Descriptions, Contents, etc. Name (Measu
edpDepth)

Mississippian 7,655 7,978 Mississippian 7,655
McCracken 8,224 8,330 Ouray 7,979

Elbert 8,098
McCracken 8,224
Aneth 8,331

35. ADDITIONALREMARKS (Include plugging procedure)

Original wellbore abandonment squeeze on Mississippian: 7636 - 8330 - squeezed with 171sxs, 16Ib, 1.12yld Class G.
Sidetrack Mississippian treatment:15,000 gallons HCL with 6 percent KCLto break down formation.
Sidetrack McCracken treatment:Frac treated with 21,300\bs 20/40 sand and CO2.
No H2S observed during well abandonment squeeze or sidetrack completion operations. AIIoperations performed to prescribed H2S safety plan.

36. I hereby certifythat the foregoing and attached Information is complete and correct as determined from all available records.

NAME(PLEASEPRINT) Christopher Nponan TITLE Regulations & Production Supervisor

SIGNATURE DATE 7/9/2012

This report must be submitted within 30 days of
e completing or plugging a new well e reentering a previously plugged and abandoned well
e drilling horizontal laterals from an existing well bore e significantly deepening an existing well bore below the previous bottom-hole depth
e recompleting to a different producing formation e drillinghydrocarbon exploratory holes, such as core samples and stratigraphic tests

* ITEM20: Show the number of completions if production is measured separately from twoor more formations.

**ITEM24: CementTop-Show how reported top(s)of cement were determined (circulated (CIR), calculated (CAL),cement bond log (CBL),temperaturesurvey(TS)).

Send to: Utah Division of Oil, Gas and Mining Phone: .801-538-5340
1594 West North Temple, Suite 1210
Box 145801 Fax: 801-359-3940
Salt Lake City, Utah 84114-5801



Patara Oil & Gas, LLC
REV. DATE DRAWN C. Noonan

AS DRILLED WELLBORE SCHEMATIC APP'D J. Warren

C. Noonan 5/30/2012 Lisbon D-810 Sidetrack (NW Lisbon USA-A 2) SCALE Not Drawn to Scale

API No. 43-037-16471 DATE 6/11/2012

SHL: 1,86T FSL 738' FEL (NESE) Sec. 10 T30S R24E

BHL: 2,317' FSL 652' FEL (NESE) Sec. 10 T30S R24E

San Juan County, Utah
SHEETS SHEET

SPUD DATE L . _

AERIALWELL LOCATION
Original Hole - June 25, 1960
Sidetrack Hole - March 16, 2012

ELEVATION c.
Ground - 6,631' BHL
RKB-±6,641' ) ( Conductor Casing

( ) Set in place SHL
CONDUCTOR CASING )
Set in place ) ( Sufrace Casing

( ) 1,059' 13-3/8" Cement to surface with 800 sks
SURFACE CASING ) (
13-3/8" 54.5# J-55 ST&C ( ) Production Casing

( 8,444' - 7-5/8" Cement to surface with 850sx &90 gals Latex
PRODUCTION CASING ( ) squeezedHole in Casing at 1,150' (4/1989)
7-5/8" 29 & 26# L-80 LT&C #1 w/ 220 sx B Cement
4-1/2" FJ 11.6# L-80 Flush JT ) ( #2 w/ 250 sx Cement

( ) Squeezed Hole in Casing from 2,198' - 2,232' (5/2011)
TUBING ) ( #1 w/ 150 sx neat w/ fluid loss
2-3/8" 4.70# J-55 McCracken String #2 w/ 150 sx neat cmt
2-1/16" 3.25# J-55 Mississippian String

( ) Tubing Detail
Gas lift mandrels - > ( 8,218' - 2-3/8" McCracken oil string to surface

) KB Corrected 10.00 ft
( 1 jnt 2-3/8" tbg 48.58 ft
) Subs - 24' of 2-3/8" 64.58 ft

) ( 114 jnts 2-3/8" tbg 3,546.54 ft
( ) Gas lift mandrel #5 3,553.46 ft

Drilling Sidetrack ) ( 43 jnts 2-3/8" tbg 4,866.06 ft
Sidetrack out at 7,333' ( ) Gas lift mandrel #4 4,872.00 ft
Top of liner hanger at 7,431' ) ( 35 jnts 2-3/8" tbg 5,942.55 ft

) Gas lift mandrel #3 5,949.47 ft
Dual Packer set at 7,406' ) ( 30 jnts 2-3/8" tbg 6,865.74 ft

( ) Gas lift mandrel #2 6,872.66 ft
Production Liner ) / ( 16 jnts 2-3/8" tbg 7,361.52 ft

7,333' - 8,464' - Cement from TD to top of liner / ) Gas lift mandrel #1 7,368.44 ft
hanger wl 100 sx 25ppg 50:50 Poz ( 1 jnt 2-3/8" tbg 7,399.00 ft

) Halliburton Dual Packer 7,406.14 ft
( 26 jts 2-3/8" 8,200.85 ft

Plug and Whipstock ) 1.87 F Nipple 8,201.70 ft
Cement plug set from 7,636' - 8,333' ( Locator Collar 8,202.10 ft
171 sx 16ppg Class G ) Weatherford 4.5 Packer 8,202.10 ft

Sub - 2-3/8" 8,207.80 ft Top of

Casing collapse in original hole ) 1.81 F Nipple 8,208.66 ft Mississippian
from 7,855' - 7,871' (5/11) Sub - 2-3/8" 8,214.72 ft 7,655'

1.78 R Nipple 8,215.56 ft &
Mississippian Perfs - Sidetrack Hole Re Entry Guide 8,215.96 ft °

7,688' - 7,718' -2spf ) ) 2 Top of Ouray
7,722' - 7,763' -2spf ( ( Tubing Detail 2 7,979'

Acidized w/ 15,000 gals 6% KCL ( ) ) 7,400' - 2-1/16" Mississippian gas string to surface 15 Top of Elbert

) ( ( KB Corrected 10.00 ft 8,098'
Isolation Packer set at 8,200' ( ) ) 225 jts 2-1/16" 7,334.54 ft

) ( ( Subs 2-1/16" 7,360.54 ft Top of
McCracken Perfs - Sidetrack Hole ( ) 1 jt 2-1/16" 7,393.08 ft Ë McCracken

8,245' - 8,250' - 1spf ) ( 1.50 F Nipple 7,393.93 ft i 8.224'

8,250' - 8,255' - 1spf ) 2-1/16" x 2-3/8" XO 7,394.27 ft
8,268' - 8,272' - 2spf ( J Latch 7,399.00 ft
8,298' - 8,303' - 2spf ) ) Stung into Dual Packer @ 7,399.00 ft
8,310' - 8,316' - 2spf ( ( Top of Aneth
8,321' - 8,326' - 2spf ) ) \ 8,331'

Treated w/ 21,300# ( ( McCracken Perfs - Original Hole Mississippian Perfs - Original Hole
20/40 sand and CO2 4/23/12 ( ) ) 8,254' - 8,264' Abandoned 7,688' - 7,760' Abandoned

( ( 8,278' - 8,282' 7,800' - 7,846'
) ) 8,320' - 8,330' 7,836' - 7,970'
( ( 7,970' - 7,980'

Please note: ( (
Existing well features in black
Key well features in blue Sidetrack Hole Original Hole
Proposed chagnes in red Total Measured Depth -8,464' Total Vertical Depth -9,310'

Cement Plug 8,370 -8,600' with 50



Patara Oil & Gas LLc Downhole Well Profile - Well Completion Report600 17th Street, Suite 1900S
Denver, CO 80202

Well Name: Lisbon D-810 (NW Lisbon USA A-2)
API/UWI Surface Legal Location Lease Field Name State/Province Well Configuration Type
43-037-16471 NESE Sec. 10 T30S R24E Lisbon Unit Lisbon Utah Deviated
Original KB Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date PBTD (All) (ftKB) Total Depth All(TVD) (ftKB)

6,644.00 13.00 3/16/2012 20:00 12/27/2011 19:00 Sidetrack 1 - 8,423.0
Wellbore Profile Wellbore Drilling Summary

Deviated -Sidetrack 1, 7/9/2012 1:15:02 PM Act Top Act Btm Act Top Act Btm
MD Section Des Size (in) (ftKB) (ftKB) Start Date End Date (TVD)(ftKB) (TVD)(ftKB)

(ftKB) Vertical schematic (actual) Production 6 1/2 7,606.0 8,465.0 3/20/2012 3/25/2012
Casing Strings

Set Depth
Csg Des OD (in) Wt/Len (lb/ft) Grade Set Depth (ftKB) (TVD)(ftKB)

Surface 13 3/8 54.50 J-55 1,059.0
Production 7 5/8 26.40 N-80 8,444.0 8,429.2
Liner 4 1/2 11.60 L-80 8,464.0
Cement
Surface Casing Cement, Casing, 6/27/1960 00:00

Est Top Est Btm Est Top Est Btm Amount Yield
Fluid (ftKB) (ftKB) (TVD)(ftKB) (TVD)(ftKB) Class (sacks) (ftalsack) Dens (Ib/gal)

otspiacement 0.0 1,059.0 G 800 0.00 0.00
Production Casing Cement, Casing, 7/1/1960 00:00

Est Top Est Btm Est Top Est Btm Amount Yield
Fluid (ftKB) (ftKB) (TVD)(ftKB) (TVD)(ftKB) Class (sacks) (fD/sack) Dens (lb/gal)

Dispiacement 0.0 8,444.0 8,429.2 50-50 Pomix 850 0.00 0.00
Cement Squeeze, Squeeze, 3/18/2012 03:30

Est Top Est Btm Est Top Est Btm Amount Yield
Fluid (ftKB) (ftKB) (TVD)(ftKB) (TVD)(ftKB) Class (sacks) (fPIsack) Dens (Ib/gal)

Squeeze 7,636.0 8,330.0 6,091.1 G 171 1.12 16.00
Liner Cement, Casing, 3/25/2012 00:00

Est Top Est Btm Est Top Est Btm Amount Yield
Fluid (ftKB) (ftKB) (TVD)(ftKB) (TVD)(ftKB) Class (sacks) (fPIsack) Dens (Ib/gal)

Lead 7,333.0 8,464.0 50:50 Poz 100 1.42 25.00
Tested Zones (Inter-formation designations for Patara G&G in-house use only)
Zone Name Wellbore Top Depth (ftKB) Bottom Depth (ftKB) Btm - Top (ftKB)
Mississippian Sidetrack 1 7,655.0 7,978.0 323.0
Status Date: 6/24/2012 Status: Flowing Fluid Type: Gas
Zone Name Weilbore Top Depth (ftKB) Bottom Depth (ftKB) Btm - Top (ftKB)
Mississippian Original Hole 7,688.0 7,980.0 292.0
Status Date: 3/28/2012 Status: Abandoned Fluid Type: Gas
Zone Name Wellbore Top Depth (ftKB) Bottom Depth (ftKB) Btm - Top (ftKB)
McCracken Sidetrack 1 8,224.0 8,330.0 106.0
Status Date: 4/10/2012 Status: Flowing Fluid Type: Oil
Zone Name Wellbore Top Depth (ftKB) Bottom Depth (ftKB) Btm - Top (ftKB)
McCracken Original Hole 8,254.0 9,330.0 1,076.0
Status Date: 3/28/2012 Status: Abandoned Fluid Type: Gas
Perforation & Frac Summary
Date Top (ftKB) Btm (ftKB) Zone Shot Dens (s... Calculated
7/1/1960 7,688.0 7,760.0 Mississippian, Original Hole 2.0 145

n2 Comment
Squeezed off during McCracken sidetrack operation

24o Date Top (ftKB) Btm (ftKB) Zone Shot Dens (s... Calculated
5/7/2012 7,688.0 7,718.0 Mississippian, Sidetrack 1 2.0 61
Comment
Acidized with 15,000 gal 6%KCL
Date Top (ftKB) Btm (ftKB) Zone Shot Dens (s... Calculated
5/7/2012 7,722.0 7,763.0 Mississippian, Sidetrack 1 2.0 83
Comment
Acidized with 15,000 gal 6%KCL
Date Top (ftKB) Btm (ftKB) Zone Shot Dens (s... Calculated
7/1/1960 7,800.0 7,846.0 Mississippian, Original Hole 2.0 93
Comment
Squeezed during McCracken sidetrack operation

2-1; Casing Joints; 7 5/8 in; Date Top (ftKB) Btm (ftKB) Zone Shot Dens (s... Calculated
6.969 in; 0.0-8,444.0 ftKB; 7/1/1960 7,836.0 7,970.0 Mississippian, Original Hole 2.0 2698,444.00 ft Comment

1 Sa g iniK Squeezed during McCracken sidetrack operation
1,059.00 ft Date Top (ftKB) Btm (ftKB) Zone Shot Dens (s... Calculated
Production Casing; 0.0-8,444.0; 7/1/1960 7,970.0 7,980.0 Mississippian, Original Hole 2.0 21
7/1/1960 Comment
Surface Casing; 0.0-1,059.0; Squeezed during McCracken sidetrack operation
6/27/1960 Date Top (ftKB) Btm (ftKB) Zone Shot Dens (s... Calculated
3; Tubing - Secondary 4/10/2012 8,245.0 8,250.0 McCracken, Sidetrack 1 1.0 6
Production; 2 3/8; 1.751; -6.4 Comment
7,399.0; 7,405.38 Frac Treated wl21,300# 20/40 sand and CO2. 4/23/20122; Tubing - Production; 2 3/8
1.995; -17.8-8,216.0; 8,233.76 Date Top (ftKB) Btm (ftKB) Zone Shot Dens (s... Calculated

- - 4/10/2012 8,250.0 8,255.0 McCracken, Sidetrack 1 1.0 6
Direc ional Profile "'

reated w/21,300#20/40 sand and CO2. 4/23/2012Deviated - Sidetrack 1, 7/9/2012 1:15:03 PM n a Top (ftKB) Btm (ftKB) Zone Shot Dens (s... CalculatedDirectional schematic (actual) 7'1/1960 8,254.0 8,264.0 McCracken, Original Hole 2.0 21
Comment
Abandoned in original wellbore below casing collapse
Date Top (ftKB) Btm (ftKB) Zone Shot Dens (s... Calculated
4/10/2012 8,268.0 8,272.0 McCracken, Sidetrack 1 2.0 9
Comment
Frac Treated w/21,300#20/40 sand and CO2. 4/23/2012
Date Top (ftKB) Btm (ftKB) Zone Shot Dens (s... Calculated
7/1/1960 8,278.0 8,282.0 McCracken, Original Hole 2.0 9
Comment
Abandoned in original wellbore below casing collapse

Perf; 7,688.0-7,718.0; 5/7/2012 Date Top (ftKB) Btm (ftKB) Zone Shot Dens (s... Calculated
Perf; 7,722.0-7,763.0; 5/7/2012 4/10/2012 8,298.0 8,303.0 McCracken, Sidetrack 1 2.0 11
Perf; 8,245.0-8,250.0; 4/10/2012 Comment
Perf; 8,250.0-8,255.0; 4/10/2012 Frac Treated w/21,300#20/40 sand and CO2. 4/23/2012
Perf; 8,268.0-8,272.0; 4/10/2012
Perf; 8,298.0-8,303.0; 4/10/2012
Perf; 8,310.0-8,316.0; 4/10/2012
Perf; 8,321.0-8,326.0; 4/10/2012

Drafted by: C. Noonan Page 1/2 Report Printed:



Patara Oil & Gas LLc Downhole Well Profile - Well Completion Report600 17th Street, Suite 1900S
Denver, CO 80202

Well Name: Lisbon D-810 (NW Lisbon USA A-2)
APl/UWI Surface Legal Location Lease Field Name State/Province Well Configuration Type
43-037-16471 NESE Sec. 10 T30S R24E Lisbon Unit Lisbon Utah Deviated
Original KB Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date PBTD (Al1) (ftKB) Total Depth All (TVD)(ftKB)

6,644.00 13.00 3/16/X 12 20:00 12/27/2011 19:00 Sidetrack 1 - 8,423.0
Wellbore Profile Perforation & Frac Summary

Deviated - Sidetrack 1, 7/9/2012 1:15:03 PM Date Top (ftKB) Btm (ftKB) Zone Shot Dens (s... Calculated.
MD 4/ 10/20 11 8,310.0 8,316.0 McCracken, Sidetrack 1 2.0 13

(ftKB) Vertical schematic (actual) Comment
Frac Treated w/21,300#20/40 sand and CO2. 4/23/20121-1; Casing Joints; 13 3/8 in; .

12.615 in; 0.0-1,059.0 ftKB; Date Top (ftKB) Btm (ftKB) Zone Shot Dens (s... Calculated.
1,059.00 it

--- 7/1/1960 8,320.0 8,330.0 McCracken, Original Hole 2.0 21
Surface Casing; 0.0-1,059.0; Comment
6/27/1960 ---- Abandoned in original wellbore below casing collapse

"""""'"""""'""'"""""""'",nn,. ..rnmoil Date Top (ftKB) Btm (ftKB) Zone Shot Dens (s... Calculated.
4/10/2012 8,321.0 8,326.0 McCracken, Sidetrack 1 2.0 11
Comment

2-1; Casing Joints; 7 5/8 in; Frac Treated wl21,300#20/40 sand and CO2. 4/23/20126.969 in; 0.0-8,444.0 ftKB;
8,444.00 ft Tubing Strings

Tubing Description Run D te String Length (ft) Set r>epth(ftKB)
Tubing - Production 5/24/2012 8,233.76 8,216.0

Item Des Jts Make Model OD (in) Wt (Ib/ft) Grade Len (ft)
Depth Correction 1 10.00
Tubing 1 T&C Upset 2 3/8 4.70 J-55 38.58
Sub 1 2 3/8 24.00
Tubing 114 T&C Upset 2 3/8 4.70 J-55 3,481.56
Gas LiftMandrel 1 2 3/8 6.92
Tubing 43 T&C Upset 2 3/8 4.70 J-55 1,312.79

.- Gas Lift Mandrel 1 2 3/8 6.92
Tubing 35 T&C Upset 2 3/8 4.70 J-55 1,069.60
Gas LiftMandrel 1 2 3/8 6.92
Tubing 30 T&C Upset 2 3/8 4.70 J-55 916.20

3; Tubing -Secondary Gas LiftMandrel 1 2 3/8 6.92
Production; 2 3/8; 1.751; -6.4- Tubing 16 T&C Upset 2 3/8 4.70 J-55 488.80

. 7,399.0; 7,405.38
.

Production Casing; 0.0-8,444.0; Gas Lift Mandrel 1 2 3/8 6.92
7/1/1960 Tubing 1 T&C Upset 2 3/8 4.70 J-55 30.56
Perf; 7,688.0-7,718.0; 5/7/2012;
Acidized with 15,000 gal 6%KCL Halliburton Dual Packer 1 Halliburton 2 3/8 7.14
Acid Wash; 7,688.0-7,763.o; Tubing 26 T&C Upset 2 3/8 4.70 J-55 794.82
5/7/2012
Perf; 7,722.0-7,763.0; 5/7/2012;

1.87 F Nipple 1 2 3/8 0.85
Acidized with 15,000 gal 6%KCL Notched collar 1 2 3/8 0.40
3-1; Casing Joints; 4 1/2 in; Weatherford 4.5 Perm. Packer 1 Weatherford 2 3/8 10.004.000 in; 7,332.8-8,464.0 ftKB;
1,131.17 ft Sub 1 2 3/8 5.70
Cement Squeeze; 7,636.0- 1.81 F Nipple 1 2 3/8 0.868,330.0; 3/18/2012

Sub 1 2 3/8 6.06
1.78 R Nipple 1 2 3/8 0.84

2o 2; Tubing - Production; 2 3/8; Re-entry Guide 1 2 3/8 0.40
a2o 1.995; -17.8-8,216.0; 8,233.76 Tubing Descripton Run Date String Length lit) Set )epth (ftKBI

a2o
Pearfc; 245 8',/250.30 /1200//240012;

Tubing - Secondary Production 5/24/2012 7,405.38 7,399.0
e29 sand and CO2. 4/23/2012 Item Des Jts Make Model OD (in) Wt (ib/ft) Grade Len (ft)

42 Perf; 8,250.0-8,255.0; 4/10/2012; Depth Correction 1 10.00
42

FracTreated w/21,300#20/40 Tubing 225 Integral Jt. 2 1/16 3.25 J-55 7,323.75sand and CO2. 4/23/2012
Perf; 8,268.0-8,272.0; 4/10/2012; Subs 1 2 1/16 26.00

. FracTreated w/21,300#20/40 Tubing 1 Integral Jt. 2 1/16 3.25 J-55 32.54sand and CO2. 4/23/2012
Sand Frac; 8,245.0-8,326.0; 1.50 F Nipple 1 2 1/16 0.85
4/23/2012 Cross Over 1 2 1/16 0.34Perf; 8,298.0-8,303.0; 4/10/2012;
FracTreated w/21,300#20/40 J Latch 1 2 1/16 4.76
sand and CO2. 4/23/2012 Halliburton Dual Packer 1 Halliburton 2 3/8 7.14Perf; 8,310.0-8,316.0; 4/10/2012;
Frac Treated wl21,300# 20/40 Rod Strings
sand and CO2. 4/23/2012 Rod Description Run Date String Length (ft) Set Depth (ftKB)
Perf; 8,321.0-8,326.0; 4/10/2012;
Frac Treated w/21,300# 20/40 Item Des Jts Make Model OD (in) Wt (lb/ft) Grade Len (ft)sand and CO2. 4/23/2012

Plug Back Total Depth Sidetrack Other In Hole
1; 8,423.0; 3/25/2012

Description Top (ftKB) Btm (ftKB) Run Date Comment
LINERCEMENT ; 7,333.0- Casing Collapse 7,855.0 7,871. 8/1/2011 Collapse identified during attempt to
8,464.0; 3/25/2012 install gas lift in 2011

Production Volumes Test Date (If zone is blank; commingled)
Zone: McCracken, Sidetrack 1 Start Date: 4/28/2012 End Date: 4/29/2012

Directional Profile Gaa Volume Over Teal DdËU

Deviated - Sidetrack 1, 7/9/2012 1:15:03 PM i.une Wame: McCrackeli Product Type: Reservoir Gas Volume (MCF): 1,400.000
Directional schematic (actual) Liquid Volumes Over Test Date

Zone Name: McCracken Production Type: Oil Volume (bbl): 142.0
Zone Name: McCracken Production Type: Water Volume (bbl): 0.0
Zone: Mississippian, Sidetrack Start Date: 6/24/2012 End Date: 6/25/2012
Gas Volume Over Test Date
Zone Name: Mississippian Product Type: Reservoir Gas Volume (MCF): 136.000
Liquid Volumes Over Test Date
Zone Name: Mississippian Production Type: Oil Volume (bbl): 0.0
Zone Name: Mississippian Production Type: Water Volume (bbl): 0.0
API Gas Gravity

Perf; 7,688.0-7,718.0; 5/7/2012 Comment: McCracken: 0.877 Mississippian: 1.076
Perf; 7,722.0-7,763.0; 5/7/2012 API Oil Gravity
Perf; 8,245.0-8,250.0; 4/10/2012 Comment: McCracken: 30Perf; 8,250.0-8,255.0; 4/10/2012
Perf; 8,268.0-8,272.0; 4/10/2012 Date of First Sales
Perf; 8,298.0-8,303.0; 4/10/2012 On Production Date: 6/5/2012
Perf; 8,310.0-8,316.0; 4/10/2012
Perf; 8,321.0-8,326.0; 4/10/2012

Drafted by: C. Noonan Page 2/2 Report Printed:



LEAM DrillingSystems, Inc. 2027A Airport Rd., Conroe, TX 77301

Survey Report MINIMUMCURVATURE
CALCULATION

Operator Patara Oil & Gas
Well Name Lisbon D-810
Location San Juan Co., Utah
Start Date 3/21/2012
End Date 6.94
Direction 6.94°

SUR MD INC AZM TVD N-S E-W SECT DLS
NUM ft ° ° ft ft ft ft °/100'

TIE IN 7510 3.25 300 7496.48 376.4 15.73 0 0
1 7651 4.6 14.6 7637.22 383.87 13.69 382.72 3.46
2 7683 4.8 29 7669.12 386.29 14.67 385.23 3.73
3 7715 5 26.5 7701 388.71 15.94 387.78 0.91
4 7778 5.1 31.5 7763.76 393.55 18.62 392.92 0.72
5 7810 5.5 33.1 7795.62 396.05 20.21 395.59 1.33
6 7842 5.5 36.2 7827.47 398.57 21.95 398.3 0.93
7 7873 5.9 36.2 7858.32 401.05 23.77 400.99 1.29
8 7905 5.9 36.2 7890.15 403.71 25.71 403.86 0
9 7937 6 38.5 7921.98 406.35 27.72 406.72 0.81

10 7968 6 40.1 7952.81 408.85 29.77 409.45 0.54
11 8000 6.2 40.4 7984.63 411.45 31.97 412.3 0.63
12 8031 6.2 37.6 8015.45 414.05 34.08 415.13 0.98
13 8060 6.30 37.60 8044.27 416.55 36.00 417.85 0.34
14 8092 6.90 33.00 8076.06 419.55 38.12 421.09 2.50
15 8124 7.70 29.90 8107.80 423.02 40.24 424.79 2.79
16 8156 7.80 33.00 8139.51 426.70 42.49 428.71 1.34
17 8187 8.30 35.00 8170.20 430.30 44.92 432.58 1.85
19 8251 9.00 35.70 8233.50 438.01 50.44 440.90 1.88
21 8314 9.80 35.50 8295.67 446.25 56.43 449.80 1.93
22 8345 10.30 35.30 8326.19 450.66 59.56 454.56 1.62
25 8422 12.00 38.30 8401.74 462.56 68.49 467.45



Patara Oil & Gas LLC Directional Survey

Well Name: Lisbon D-810 (NW Lisbon USA A-2)
APflUWI Surface Legal Location Field Name License # State/Province Well ConfigurationType
43-037-16471 NESE Sec. 10 T30S R24E Lisbon Utah Deviated
Ground Elevation (ft) Casing Flange Elevation (ft) KB-GroundDistance (ft) KB-CasingFlange Distance (ft) Spud Date Rig Release Date

6,631.00 13.00 3/16/2012 20:00 12/27/2011 19:00

Wellbore Name Parent We11bore KickOff Depth (ftKB) VerticalSection Direction (°)
Sidetrack 1 OriginalHole 7,606.0
Date Definitive? Description Proposed?

3/24/2012 Yes Final Survey No
MDTie in (ftKB) TVDTieIn (ftKB) InclinationTie In (°) AzimuthTie In (*) NSTie in (ft) EWTie In (ft)

7,968.00 6.00 40.10
Survey Data

Build Turn Unwrap
Date MD(ftKB) Inci (*) Azm (*) TVD(ftKB) VS (ft) NS (ft) EW (ft) DLS(°/100ft) (°I100ft) (*/100ft) Displace (ft) Method Survey Company

3/23/2012 2,220.00 3.00 32.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 MWD
3/23/2012 4,086.00 4.25 20.00 1,862.26 113.82 106.39 49.53 0.08 0.07 -0.64 117.35 MWD
3/23/2012 4,240.00 4.00 20.00 2,015.86 124.75 116.80 53.32 0.16 -0.16 0.00 128.43 MWD
3/23/2012 4,680.00 4.00 360.00 2,454.81 154.98 146.57 58.56 0.32 0.00 77.27 158.66 MWD
3/23/2012 6,144.00 4.75 340.00 3,914.61 257.16 254.60 37.83 0.12 0.05 -1.37 268.66 MWD
3/23/2012 7,651.00 4.60 14.60 5,416.89 371.05 371.73 31.72 0.18 -0.01 -21.59 385.95 MWD LEAM
3/23/2012 7,683.00 4.80 29.00 5,448.79 373.60 374.14 32.69 3.73 0.63 45.00 388.55 MWD LEAM
3/23/2012 7,715.00 5.00 26.50 5,480.67 376.22 376.56 33.97 0.91 0.63 -7.81 391.29 MWD Anadrill

Schlumberger
3/23/2012 7,778.00 5.10 31.50 5,543.43 381.48 381.41 36.65 0.72 0.16 7.94 396.83 MWD
3/23/2012 7,810.00 5.50 33.10 5,575.29 384.23 383.91 38.23 1.33 1.25 5.00 399.78 MWD
3/23/2012 7,842.00 5.50 36.20 5,607.14 387.04 386.43 39.98 0.93 0.00 9.69 402.85 MWD
3/23/2012 7,873.00 5.90 36.20 5,637.99 389.82 388.91 41.80 1.29 1.29 0.00 405.93 MWD
3/23/2012 7,905.00 5.90 36.20 5,669.82 392.79 391.57 43.74 0.00 0.00 0.00 409.22 MWD
3/23/2012 7,937.00 6.00 38.50 5,701.65 395.76 394.20 45.75 0.81 0.31 7.19 412.53 MWD
3/23/2012 7,968.00 6.00 40.10 5,732.48 398.61 396.71 47.80 0.54 0.00 5.16 415.77 MWD
3/23/2012 8,000.00 6.20 40.40 5,764.30 401.57 399.30 50.00 0.63 0.63 0.94 419.17 MWD
3/23/2012 8,031.00 6.20 37.60 5,795.12 404.52 401.91 52.11 0.98 0.00 -9.03 422.52 MWD
3/23/2012 8,060.00 6.30 37.60 5,823.94 407.34 404.41 54.03 0.34 0.34 0.00 425.68 MWD
3/23/2012 8,092.00 6.90 33.00 5,855.73 410.69 407.41 56.15 2.50 1.88 -14.38 429.35 MWD
3/23/2012 8,124.00 7.70 29.90 5,887.47 414.50 410.88 58.27 2.79 2.50 -9.69 433.42 MWD LEAM
3/23/2012 8,156.00 7.80 33.00 5,919.18 418.54 414.56 60.52 1.34 0.31 9.69 437.73 MWD
3/23/2012 8,187.00 8.30 35.00 5,949.87 422.53 418.16 62.95 1.85 1.61 6.45 442.07 MWD
3/23/2012 8,219.00 8.40 35.09 5,981.54 426.77 421.96 65.62 0.32 0.31 0.28 446.72 MWD
3/23/2012 8,251.00 9.00 35.70 6,013.17 431.17 425.91 68.42 1.90 1.88 1.91 451.56 MWD
3/23/2012 8,314.00 9.80 35.50 6,075.32 440.52 434.27 74.41 1.27 1.27 -0.32 461.85 MWD
3/23/2012 8,345.00 10.30 35.30 6,105.84 445.44 438.68 77.54 1.62 1.61 -0.65 467.26 MWD
3/23/2012 8,422.00 12.00 38.30 6,181.39 458.81 450.58 86.48 2.33 2.21 3.90 482.14 MWD
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Directional Plot_Plan vs Actual
Patara Oil & Gas LLC

Well Name: Lisbon D-810 (NW Lisbon USA A-2)
API/UWI Surface Legal Location License # Well ConfigurationType Ground Elevation (ft) Casing Flange Elevation (ft) KB-GroundDistance (ft) KB-CasingFlange Distance (ft)
43-037-16471 NESE Sec. 10 T30S R24E Deviated 6,631.00 13.00

Vertical Section Plan
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Division of Oil, Gas and Mining ROUTING
OPERATOR CHANGE WORKSHEET (for state use only) CDW

X - Change of Operator (Well Sold) Operator Name Change/Merger
The operator of the well(s) listed below has changed, effective: 11/1/2012

FROM: (Old Operator): TO: ( New Operator):
N3670- Patara Oil & Gas, LLC N3645- CCI Paradox Upstream, LLC
600 17th Street, Suite 1900S 600 17th Street, Suite 1900S
Denver, CO 80202 Denver, CO 80202

Phone: 1 (303) 825-0685 Phone: 1 (303) 825-0685

CA No. Unit: Lisbon
WELL NAME SEC TWN RNG API NO ENTITY LEASE WELL WELL

NO TYPE TYPE STATUS
See Attached List

OPERATOR CHANGES DOCUMENTATION
Enter date after each listed item is completed
1. (R649-8-10) Sundry or legal documentation was received from the FORMER operator on: 1/23/2013
2. (R649-8-10) Sundry or legal documentation was received from the NEW operator on: 2/7/2013
3. The new company was checked on the Department of Commerce, Division of Corporations Database on: 2/12/2013
4a. Is the new operator registered in the State of Utah: Business Number: 8523441-0161
5a. (R649-9-2)Waste Management Plan has been received on: Not Yet
5b. Inspections of LA PA state/fee well sites complete on: N/A
5c. Reports current for Production/Disposition & Sundries on: 2/12/2013
6. Federal and Indian Lease Wells: The BLM and or the BIA has approved the merger, name change,

or operator change for all wells listed on Federal or Indian leases on: BLM Not Yet BIA N/A
7. Federal and Indian Units:

The BLM or BIA has approved the successor of unit operator for wells listed on: Not Yet
8. Federal and Indian Communization Agreements ("CA"):

The BLM or BIA has approved the operator for all wells listed within a CA on: N/A
9. Underground Injection Control ("UIC") Division has approved UIC Form 5 Transfer of Authority to

Inject, for the enhanced/secondary recovery unit/project for the water disposal well(s) listed on: 2/6/2013
DATA ENTRY:
1. Changes entered in the Oil and Gas Database on: 2/12/2013
2. Changes have been entered on the Monthly Operator Change Spread Sheet on: 2/12/2013
3. Bond information entered in RBDMS on: 2/7/2013
4. Fee/State wells attached to bond in RBDMS on: 2/12/2013
5. Injection Projects to new operator in RBDMS on: N/A
6. Receipt of Acceptance of Drilling Procedures for APD/New on: 2/4/2013
BOND VERIFICATION:
1. Federal well(s) covered by Bond Number: 105865919
2. Indian well(s) covered by Bond Number: N/A
3a. (R649-3-1) The NEW operator of any state/fee well(s) listed covered by Bond Number 105865922
3b. The FORMER operator has requested a release of liability from their bond on: N/A

LEASE INTEREST OWNER NOTIFICATION:
4. (R649-2-10) The NEW operator of the fee wells has been contacted and informed by a letter from the Division

of their responsibility to notify all interest owners of this change on: N/A
COMMENTS:

CCI Paradox Upstream, LLC (N3945).xls



Patara Oil Gas, LLC (N3670) to CCI Paradox Upstream, LLC (N3945
Eñective 11/1/2012

Lisbon Unit

Lease Well Well
Well Name Section TWN RNG API Number Entity Type Type Status
BELCO ST 4 (LISBON B-816) 16 300S 240E 4303716244 8123 State WD ALJSBXJNB-814 14 300S 240E 4303730082 8123 Federal TVD A
LISBON A-715 15 300S 240E 4303716237 8123 Federal WD ILASEM3NB-613 13 300S 240E 4303716240 8123 Federal Cn¥ PNW LISBON USA A-2 (D-810) 10 300S 240E 4303716471 8123/9740 Federal GW P
LISBON UNIT A-911 11 300S 240E 4303731014 8123 Federal GW PLJSBXJNB-614A 14 300S 240E 4303731351 9740 Federal ONV PLASEKJNB-810 10 300S 240E 4303731433 9740 Federal CA¥ P
LISBON B-615 15 300S 240E 4303715123 8123 Federal OW S
LISBON B912 12 300S 240E 4303715769 8123 Federal OW S
LISBON C-69 09 300S 240E 4303716245 8123 Federal OW SLISEM3bTC-94 04 300S 240E 4303716247 8123 Federal CAW S
LISBON UNIT D-84 04 300S 240E 4303716250 8123 Federal OW S
LISBON D-89 09 500S 240E 4303716251 8123 Federal OW SLASBR3NB-84 04 300S 240E 4303730054 8123 Federed COW S
LISBON C-99 09 300S 240E 4303730693 8123(Federal OW IS
LlSBK3>IB-94 04 300S 240E 4303730695 8123 Federal (197 SLJSBAJNC-910 10 300S 240E 4303731323 8123 Federal CAW



RECBVED
STATE OF UTAH FORM 9

DEPARTMENTOF NATURALRESOURCES
DIVISIONOF OIL, GAS AND MININGDIV.0FOILGAS&WNING 5. LEASE DESIGNATIONAND SERIAL NUMBER:

n/a
6. IF INDIAN,ALLOTTEEOR TRIBE NAME:SUNDRY NOTICES AND REPORTS ON WELLS nia
7. UNITorCA AGREEMENT NAME:Do not usé thisform for proposals to drillnewwells,significantly deepen existingwells below current bottom-hole depth, reenter plugged wells, or to

drill horizontal laterals. Use APPLICATION FOR PERMIT TO DRILLform for such proposals.
1.TYPEOFWELL

OILWELL O GASWELL OTHER MultipleWellTransfer 8 WE NAeMEandNUMBER:

2. NAMEOF OPERATOR: 9. API NUMBER:
Patara Oil & Gas LLc NAL O nia

3. ADDRESS OF OPERATOR: PHONE NUMBER: 10. FIELDAND POOL, OR WILDCAT:
600 17th St. Ste. 1900S on Denver

STATE CO 7,80202 (303) 825-0685 n/a
4. LOCATION OF WELL

FOOTAGESATSURFACE: O/S COUNTY: $2tnÀUan, UT

QTR/QTR,SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:
UTAH

11. CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION

O ACIDIZE DEEPEiN REPERFORATE CURRENT FORMATIONO NOTICE OF INTENT
(Submit in Duplicate) ALTER CASING FRACTURE TREAT SIDETRACKTO REPAIR WELL

Approximate date work willstart CASING REPAIR NEW CONSTRUCTION TEMPORARILYABANDON

O CHANGE TO PREVIOUS PLANS OPERATOR CHANGE TUBINGREPAIR

O CHANGE TUBING PLUG ANDABANDON VENT OR FLARE

SUBSEQUENT REPORT CHANGE WELL NAME PLUG BACK WATER DISPOSAL(Submit Original Form Only)

O CHANGE WELLSTATUS PRODUCTION (START/RESUME) WATER SHUT-OFF

O COMMINGLEPRODUCING FORMATIONS RECLAMATIONOF WELL SITE OTHER:11/1/2012 O CONVERT WELLTYPE RECOMPLETE - DIFFERENT FORMATION

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Patara Oil & Gas LLC (Patara) hereby requests the transfer of operating rights and responsibilities for the subject wells, listed
herein, to the new ownerloperator of the assets, being effective November 1, 2012; CCI Paradox Upstream LLC (CCI).

Please see Exhibit I for a detailed list of upstream assets considered for transfer.Patara midstream assets willbe transferred
via a separate letter, enclosed.

NAME(PLEASEPRINT) Christopher A. Noonan TITLE Regulations & Production Reporting Supervisor

SIGNATURE DATE

(This space for State use only) APPROVED
FEB12 2013

(5/2000)
. Ca.. GAS&MINING



STATE OF UTAH FORM 9
DEPARTMENTOF NATURALRESOURCES

DIVISIONOF OIL, GAS ANDMINING 5. LEASEDESIGNATIONANDSERIALNUMBER

n/a
6. IF INDIAN.ALLOTTEEOR TRIBENAME:SUNDRY NOTICES AND REPORTS ON WELLS n/a
7. UNITor CAAGREEMENTNAME:Do not use thisform for proposalsto drillnew wells, significantlydeepen exlstingwells below current bottom-hole depth, reenter plugged wells, or to

drillhorizontal laterals. Use APPLICATIONFOR PERMIT TOORILL forn for such proposals.
1. TYPE OF WELL

OIL WELL GAS WELL Ü OTHER MultipleWellTransfer 8 NWE and NUMBER

2. NAMEOF OPERATOR 9. APINUMBER:
CCI Paradox Upstream LLC n/a

3. ADDRESS OF OPERATOR: PHONE NUMBER 10. FIELDANDPOOL,OR WILDCAT:
600 17th St. Ste. 1900S on Denver

STATE CO z,,80202 (303) 825-0685 n/a
4. LOCATlÓNOF WELL

FOOTAGES ATSURFACE: /8 COUNTY San juan,UT
QTR/QTR, SECTION,TOWNSHIP,RANGE,MERIDIAN: STATE

UTAH

9t CHECKAPPROPRIATEBOXES TO INDICATENATUREOF NOTICE,REPORT, OR OTHERDATA
TYPE OF SUBMISSION TYPE OF ACTION

O ^CIDIZE DEEPEN REPERFORATECURRENTFORMATIONO NOTICEOF INTENT
(Submit in Duplicate) ALTERCASING FRACTURETREAT SIDETRACKTOREPAIRWELL

Approximate date work willstart CASINGREPAIR NEWCONSTRUCTION TEMPORARILYABANDON

O CHANGETO PREVIOUS PLANS OPERATORCHANGE TUBINGREPAIR

CHANGETUBING PLUGANDABANDON VENTOR FLARE

2 SUBSEQUENT REPORT CHANGEWELLNAME PLUGBACK WATERDISPOSAL(Submit Original Form Only)

O CHANGEWEt.LSTATUS PRODUCTION(START/RESUME) O WATERSHUT-OFF
Date ofwork completion-

COMMINGLEPRODUCING FORMATIONS RECLAMATIONOF WELLSm¯
OTHER11/1/2012 O CONVERTWELLTYPE RECOMPLETE- DIFFERENTFORMATION

12. DESCRIBE PROPOSED OR COMPLETEDOPERATIONS. Clearly show all pertinent details includingdates, depths, volumes, etc.

CCI Paradox Upstream LLC(CCI), hereby requests thetransferof operating rights and responsibilities for the subject wells,
listed herein, to the new ownerloperator of the assets, CCI, being effective November 1, 2012. The assets were previously
operated by Patara Oil &Gas LLC(Patara) prior to sale.

Please see Exhibiti for a detailed list of upstream assets considered for transfer.Patara midstream assets willbe transferred
via a separate letter, enclosed.

NAME(PLEASEPRINT) Chri opher A. Noonan ulations & Production Reporting Supervisor

SIGNATURE DATE 2/6/2012

(This space for State use only)

RECE IVEDAPPROVED
.

FEBO7 2013
FEBi 2 2013(5/2000) (See Instructionson Reverse Side)

Div.ofOitGas &WliningDIV.OlLGAS&



Exhibit l

BLMForm 3160-5 Transfer of Operator
Utah Form 9 Transfer of Operator

State of Utah Upstream Assets

01/09/2013

Well Township-
API Well Number Operator Well Name Well Status Type Field Name County Qtr/Qtr Section Range)

PATARAOIL
43-037-15049-00-00 & GAS LLC LISBOND-616 Shut-In Oil Well LISBON SANJUAN NENE 16 305-24E 9

PATARAOIL
43-037-15123-00-00 & GAS LLC LISBONB-615 Producing Oil Well LISBON SANJUAN NENW 15 305-24E 7

PATARAOlL
43-037-15769-00-00 & GAS LLC LISBONB912 Shut-In Oil Well LISBON SANJUAN SESW 12 305-24E

PATARAOIL
43-037-16219-00-00 & GAS LLC BIG INDIANUNIT1 Shut-In Oil Well BIG INDIAN(MADISON) SANJUAN SENE 33 295-24E

PATARAOIL Gas
43-037-16221-00-00 & GAS LLC BIG INDIAN4 Shut-In Well BIG INDIAN(HERMOSA) SANJUAN SWSW 14 305-25E

Water
PATARAOIL Disposal

43-037-16237-00-00 & GAS LLC LISBONA-715 Inactive Well LISBON SANJUAN SWNW 15 305-24E
PATARAOIL

43-037-16240-00-00 & GAS LLC LISBONB-613 Shut-In Oil Well LISBON SANJUAN NENW 13 305-24E
PATARAOIL

43-037-16242-00-00 & GAS LLC LISBONB-616 Shut-In Oil Well LISBON SANJUAN NESW 16 305-24E
Water

PATARAOIL BELCOST 4 Disposal 1
43-037-16244-00-00 & GAS LLC (LISBONB-816) Active Well LISBON SANJUAN NESW 16 305-24E

PATARAOIL ge
43-037-16245-00-00 & GAS LLC LISBONC-69 Shut-In Oil Well LISBON SANJUAN NWNE 9



PATARAOlL
43-037-16247-00-00 I &GAS LLC LISBONC-94 Shut-In I Oil Well LISBON SANJUAN SWSE 4 305-24E

y
PATARAOIL

43-037-16250-00-00 &GAS LLC LISBONUNIT D-84 Shut-In Oil Well LISBON SANJUAN NESE 4 305-24E p
PATARAOIL

43-037-16251-00-00 & GAS LLC LISBOND-89 Shut-In Oil Well LISBON SANJUAN NESE 9 305-24E g
PATARAOIL

43-037-16469-00-00 & GAS LLC LISBONU B-610 Producing Oil Well LISBON SANJUAN NENW 10 305-24E '

PATARAOIL NW LISBONUSAA- Gas
43-037-16471-00-00 & GAS LLC 2 (D-810) Producing Well LISBON SANJUAN NESE 10 305-24E

PATARAOIL
43-037-30054-00-00 & GAS LLC LISBONB-84 Shut-In Oil Well LISBON SANJUAN NESW 4 305-24E

Water
PATARAOIL Disposal

43-037-30082-00-00 & GAS LLC LISBONB-814 Active Well LISBON SANJUAN NESW 14 305-24E
PATARAOIL Gas

43-037-30317-00-00 & GAS LLC FEDERAL15-25 Shut-In Well WILSONCANYON SANJUAN SWSE 25 295-23E *

PATARAOIL
43-037-30693-00-00 & GAS LLC LISBONC-99 Shut-In Oil Well LISBON SANJUAN SWSE 9 305-24E

PATARAOIL Gas
43-037-30694-00-00 & GAS LLC LISBONU D-610 Shut-In Well LISBON SANJUAN NENE 10 305-24E

PATARAOIL
43-037-30695-00-00 & GAS LLC LISBONB-94 Shut-In Oil Well LISBON SANJUAN SESW 4 305-24E

PATARAOIL Gas 2
43-037-31014-00-00 & GAS LLC LISBONUNITA-911 Producing Well LISBON SANJUAN SWSW 11 305-24E

PATARAOIL 3
43-037-31034-00-00 &GAS LLC LISBONUNIT D-716 Shut-In Oil Well LISBON SANJUAN SENE 16 305-24E

PATARAOIL y
43-037-31323-00-00 &GAS LLC LISBONC-910 Shut-In Oil Well LISBON SANJUAN SWSE 10 305-24E

PATARAOIL 5
43-037-31351-00-00 &GAS LLC LISBONB-614A Shut-In Oil Well LISBON SANJUAN NENW 14 305-24E

PATARAOIL
43-037-31433-00-00 & GAS LLC LISBONB-810 Producing Oil We!I LISBON SANJUAN NESW 10



PATARAOIL Gas
43-037-31829-00-00 & GAS LLC BIGINDIAN35-24 Shut-In Well SOUTH PINE RIDGE SANJUAN SENE 35 295-24E O

PATARAOIL BULLHORN U 10- Gas
43-037-31831-00-00 & GAS LLC 43 Producing Well BIGINDIAN(HERMOSA) SANJUAN SWSE 10 305-25E

PATARAOIL MIDDLEMESAST Gas
43-037-31838-00-00 & GAS LLC 36-14-29-24 Producing Well SOUTH PINE RIDGE SANJUAN NENE 36 295-24E

PATARAOIL BULLHORN FED9- Gas
43-037-31843-00-00 & GAS LLC 14-30-25 Producing Well BIGINDIAN(HERMOSA) SANJUAN NENE 9 305-25E

PATARAOIL BULLHORN FED Gas
43-037-31848-00-00 & GAS LLC 15-14-30-25 Producing Well BIGINDIAN(HERMOSA) SANJUAN NENE 15 305-25E

PATARAOlL BULLHORN FED Gas
43-037-31849-00-00 & GAS LLC 10-21-30-25 Producing Well BIGINDIAN(HERMOSA) SANJUAN NWSW 10 30S-25E

PATARAOIL BIGINDIANFED14- Gas
43-037-31850-00-00 & GAS LLC 21-30-25 Producing Well BIGINDIAN(HERMOSA) SANJUAN SWNW 14 305-25E

PATARAOIL MIDDLEMESAFED Gas
43-037-31853-00-00 & GAS LLC 5-6-30-25 Producing Well SOUTH PINE RIDGE SANJUAN LOT6 5 305-25E

PATARAOIL MIDDLEMESAFED Gas
43-037-31854-00-00 & GAS LLC 31-31-29-25 Producing Well SOUTH PINE RIDGE SANJUAN NWSW 31 295-25E

PATARAOIL MIDDLEMESAST Gas -

43-037-31855-00-00 & GAS LLC 36-12-29-24 Shut-In Well SOUTH PINE RIDGE SANJUAN NENW 36 295-24E
PATARAOIL MIDDLEMESAST Gas

43-037-31856-00-00 & GAS LLC 36-24-29-24 Producing Well SOUTH PINE RIDGE SANJUAN SENE 36 295-24E
PATARAOIL BIGINDIANFED15- Gas

43-037-31859-00-00 & GAS LLC 24-30-25 Shut-In Well BIGINDIAN(HERMOSA) SANJUAN SWNW 14 305-25E
PATARAOlL BIGINDIANFED14- Gas A

43-037-31860-00-00 & GAS LLC 42-30-25 Producing Well BIGINDIAN(HERMOSA) SANJUAN SESW 14 305-25E
PATARAOIL BULLHORN FED Gas

43-037-31861-00-00 & GAS LLC 10-42-30-25 Shut-In Well BIGINDIAN(HERMOSA) SANJUAN SESW 10 305-25E
PATARAOIL BULLHORN FED Gas

43-037-31864-00-00 & GAS LLC 10-31-30-25 Producing Well BIGINDIAN(HERMOSA) SANJUAN NWSW 10 30S-25E
PATARAOIL MIDDLEMESAST Gas

43-037-31877-00-00 & GAS LLC 36-12B-29-24 Producing Well SOUTH PINE RIDGE SANJUAN NENW 36



PATARAOIL MIDDLE MESAST Gas
43-037-31878-00-00 & GAS LLC 36-24B-29-24 Producing Well SOUTH PINE RIDGE SANJUAN SENE 36 29S-24E -

PATARAOIL BIGINDIANFED15- Gas
43-037-31883-00-00 & GAS LLC 24B-30-25 Shut-In Well BIGINDIAN(HERMOSA) SANJUAN SWNW 14 305-25E R

Approved
permit (APD); 9

PATARAOIL BIGINDIANFED 23- not yet Gas
43-037-31884-00-00 & GAS LLC 13B-30-25 spudded Well BIG INDIAN(HERMOSA) SANJUAN NWNE 23 30S-25E

Approved
permit (APD);

PATARAOIL BIGINDIANFED23- not yet Gas
43-037-31885-00-00 & GAS LLC 13-30-25 spudded Well BIG INDIAN(HERMOSA) SANJUAN NWNE 23 305-25E

PATARA OlL BULLHORN FED Gas
43-037-31891-00-00 & GAS LLC 15-13-30-25 Producing Well BIG INDIAN(HERMOSA) SANJUAN NENE 15 305-25E

Approved
permit (APD);

PATARAOlL MIDDLE MESA FED not yet Gas
43-037-31893-00-00 & GAS LLC 30-41-29-25 spudded Well UNDESIGNATED SANJUAN SWSW 30 295-25E

Spudded
(Drilling
commenced:

PATARA OIL MIDDLEMESAFED Not yet Gas
43-037-31897-00-00 & GAS LLC 5-10-30-25 completed) Well SOUTH PINE RIDGE SAN JUAN LT10 5 305-25E

Approved
permit (APD);

PATARA OIL MIDDLEMESAFED not yet Gas
43-037-31901-00-00 & GAS LLC 25-43-29-24 spudded Well UNDESIGNATED SANJUAN SWSE 25 29S-24E

PATARAOIL MIDDLEMESAFED Gas
43-037-31902-00-00 & GAS LLC 25-41-29-24 Producing Well SOUTH PINE RIDGE SANJUAN SWSW 25 295-24E

PATARAOIL MIDDLEMESAFED Gas
43-037-31903-00-00 & GAS LLC 25-31-29-24 Producing Well SOUTH PINE RIDGE SANJUAN NWSW 25 295-24E

PATARAOIL MIDDLEMESAFED Gas
43-037-31904-00-00 & GAS LLC 26-34-29-24 Producing Well SOUTH PINE RIDGE SANJUAN NESW 26



Approved
permit (APD);

PATARAOIL MIDDLEMESA FED not yet Gas
43-037-31905-00-00 & GAS LLC 26-23-29-24 spudded Well UNDESIGNATED SANJUAN SWNE 26 295-24E

PATARAOIL MIDDLEMESA FED Gas
43-037-31906-00-00 & GAS LLC 31-44-29-25 Producing Well SOUTH PINE RIDGE SANJUAN SESE 31 295-25E

PATARAOIL MIDDLE MESA FED Gas
43-037-31907-00-00 & GAS LLC 31-33-29-25 Producing Well SOUTH PINERIDGE SANJUAN NWSE 31 295-25E

Approved
permit (APD);

PATARAOIL MIDDLEMESA FED not yet Gas
43-037-31909-00-00 & GAS LLC 31-22-29-25 spudded Well SOUTH PINE RIDGE SANJUAN SENW 31 295-25E

Approved
permit (APD);

PATARA OIL MIDDLEMESA FED not yet Gas
43-037-31910-00-00 & GAS LLC 31-11-29-25 spudded Well SOUTH PINE RIDGE SANJUAN NWNW 31 295-25E

PATARAOIL Temporarily- Gas
43-037-50008-00-00 & GAS LLC CISCOSTATE36-13 Abandoned Well WILDCAT SANJUAN NWNE 36 315-24E '

PATARAOIL MIDDLE MESA FED Gas
43-037-50010-00-00 &GAS LLC 4-20-30-25 Producing Well SOUTH PINE RIDGE SANJUAN SWNW 4 305-25E GG

Returned
PATARAOIL APD

43-037-50012-00-00 & GAS LLC Lisbon 11-32MC (Unapproved) Oil Well UNDESIGNATED SANJUAN SWNE 11 305-24E
Approved
permit (APD);

PATARAOIL not yet
43-037-50013-00-00 & GAS LLC Lisbon 14-11MC spudded Oil Well LISBON SAN JUAN NWNW 14 305-24E

Approved 3
permit (APD);

PATARAOIL not yet
43-037-50014-00-00 & GAS LLC Lisbon 10-44MC spudded Oil Well LISBON SANJUAN NWNW 14



Approved
permit (APD);

PATARAOIL not yet
43-037-50015-00-00 & GAS LLC Lisbon 3-32MC spudded Oil Well LISBON SANJUAN NESE 4 305-24E

Approved
permit (APD);

PATARAOIL not yet
43-037-50016-00-00 &GAS LLC Lisbon 11-33MC spudded Oil Well USBON SANJUAN NENW 14 305-24E

Approved
permit (APD);

PATARAOIL not yet Gas
43-037-50017-00-00 &GAS LLC Lisbon 11-21MC spudded Well LISBON SANJUAN NWSE 10 305-24E

Approved
permit (APD);

PATARAOIL not yet
43-037-50018-00-00 & GAS LLC Lisbon 3-43MC spudded Oil Well LISBON SANJUAN SESE 3 305-24E

Spudded
(Drilling
commenced:

PATARAOIL Not yet
43-037-50019-00-00 & GAS LLC Lisbon 10-33MC completed) Oil Well LISBON SANJUAN NWSE 10 305-24E

Approved ---

permit (APD);
PATARAOIL Middle Mesa Fed not yet Gas

43-037-50021-00-00 & GAS LLC 31-42-29-25 spudded Well SOUTH PINE RIDGE SANJUAN SESW 31 295-25E

Approved
permit (APD); 3

PATARAOIL Middle Mesa not yet Gas
43-037-50026-00-00 &GAS LLC Federal 5-8-30-25 spudded Well SOUTH PINE RIDGE SANJUAN NENE 5
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